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4ECKOHN
KOMHUCCHHU




1. IlmanupyemMble pe3yabTaThbl 00y4eHUs, COOTHECEHHbIE ¢ IJIAHUPYEeMbIMH Pe3yJIbTaTaMHI
0CBOEHHSI 00pa30BaTeJIbHOI MPOrpaMMbl

VYK-4 CriocobeH oCymecTBISITh JIEJIOBYI0 KOMMYHHKAIIMIO B YCTHOM W MHChbMEHHON (opmax Ha
rocyzapcTBeHHOM si3bike Poccutickoit deneparuu u mHOCTpaHHOM(BIX) S3bIKE(aX)

VK-4.1 BeiOupaer cTuib 0OLIeHHsT Ha TOCYIapCTBEHHOM si3bike PD U MHOCTpaHHOM SI3bIKE B
3aBUCUMOCTH OT LIEJHM W YCJIOBHI MapTHEPCTBA; aJalTUPYET pedb, CTUIb OOLICHUS U S3BIK
KECTOB K CUTYyallUsIM B3aUMOAECHCTBUS

3name:

VK-4.1/311 Jlekcuueckuii muauMyM B oOobeMe 2000 ydeOHBIX JIEKCUYECKHUX €IMHUIL
o0Imero W TEPMHUHOJOTHYECKOTO XapakTepa, HEOOXOIUMOro IS BO3MOXKHOCTH
noiydeHus: uH(opMaruu  TMPOPECCHOHATBLHOTO  COACPXKAHHMS U3  3apYOC)KHBIX
HCTOYHHKOB

VK-4.1/382 OcHOBHBIE BHJBI HOPM COBPEMEHHOTO PYCCKOTO JUTEPATypHOTO S3bIKa
OCHOBHBIC XAPAKTEPUCTUKU COBPEMEHHOW COLIMOKYJIBTYPHOW WM S3BIKOBOM CHUTYyalluu;
0COOCHHOCTH (PYHKITMOHAIBHBIX CTHJICH; METOBI M TIPUEMBbI HEBEpOATHLHOTO OOIIEHUS B
OTIpe/ICNICHHBIX CUTYalUsIX OOIICHUS

Ymemu:

VYK-4.1/¥YM1 BbINOAHATH IEpEBOBI TEXHUYECKUX TEKCTOB ¢ MHOCTPAHHOTO S3bIKa

VYK-4.1/¥YM2 OcymecTBIsITh BBIOOP S3BIKOBBIX CPEICTB B COOTBETCTBUM C CHUTYaIHMEH
oOlIeHMs; MCMONb30BaTh pAa3IMYHBIE CIOBApPM U CHOPABOYHUKH JUIS  PELICHUS
KOHKPETHBIX KOMMYHHKATUBHBIX M II03HABaTENbHBIX 3a]ad; HCIOJIb30BaTh pa3HbIe
(GbopMBbI KOMMYHUKAIIUU B YCTHOM U MUCHMEHHOU peyu;

Braoems:

VK-4.1/HBl HaBpikamu 4YTeHHs, ayJUpPOBAaHUs, pPA3TOBOPHOM pedd, NHCHMO B
npodeccuoHaNbHON 00IacTh

VYK-4.1/HB2 HaBbIkaMuu NpPaKTHYECKOTO HCHOIB30BAHUS CHCTEMBI (DYHKIIMOHAIBHBIX
CTHJICH peud; pUTOPUYECKUMH (opMaMu OOIICHUS B Pa3HBIX BHUJAX PEUH; -HABBIKAMH
IPOAYLUPOBAaHUSI TEKCTOB Ha pa3Hble TEMbl B COOTBETCTBUM C KOMMYHHKATUBHBIMU
HaMEpPEHHUSMHU TOBOPSIILIETO U CUTYyalluel oOieHus

VK-4.2 Brmonsaser nepeBo]; Npo(eccCHOHaIbHBIX TEKCTOB C HHOCTPAHHOTO S3bIKa Ha
rocyaapcTBeHHbIN 361K PO 1 ¢ rocynapcTBeHHOIO A3bika PO Ha MHOCTpaHHBIN
3namo:
VYK-4.2/311 OcHoBHBIE cIOCOOBI Pa0OTHI Ha SI3BIKOBBIM M PEYEBBIM MAaTEPUATIOM
VK-4.2/302 CoBpemMeHHBIE TEXHUKH TepeBofia MPOPeCCHOHATBHBIX TEKCTOB, HOPMBI
COBPEMEHHOIO  pPYCCKOIO  JIMTEPATYpHOIO  f3bIKa,  OCOOEHHOCTH  KyJBTYpPBI
MOHOJIOTMYECKOM M TNAJIOrMYeCKON Peur Ha PyCCKOM M MHOCTPAHHOM S3BIKAX, a TAKXKE
HPUHIMIBI TPAaHC(HOPMUPOBAHMSI OTHOTO THUIIA CIOBECHOTO Marepuaia B Jpyrou
Ymemu:
VYK-4.2/YM1 BbINONHATE NEpEBOA TEXHUYECKUX TEKCTOB C HHOCTPAHHOTO SI3bIKA
VK-4.2/YM2 OObscHATH 3HaueHWE, O0Opa3oBaHHE, YIOTPEOICHUE JEKCUYSCKHX H
IPaMMaTHUYECKUX SBICHUHM B IpeAeiaX H3yYEeHHOIO Marepualla, CHCTEMaTH3UpOBaTh
A3BIKOBBIE ~ CPEICTBA B  COOTBETCTBMM C  KOMMYHUKAaTMBHOW  CHUTyaluew,
(YHKIMOHAIBHBIM CTWJIEM WM XAHPOM pEYM, a TaKXkKe TPaHCHOPMHUPOBATH OAMH
A3BIKOBOM MaTepHall B pyroi B COOTBETCTBUH C OCOOCHHOCTSIMHU KyJIbTYphl OOIIEHUS Ha
PYCCKOM M HHOCTPAaHHOM SI3BIKE
Braoemy:
VK-4.2/HBl Ilpuemamu caMOCTOSTENBHOW pabOThI C S3BIKOBHIM MaTEpHAJIOM C
HCITOJIb30BAaHUEM CIIPABOYHOUN M YUCOHOU JTUTEPATYPhI



VYK-4.2/HB2 HaBblkaMu CTPYKTYpHO-CEMaHTHYECKOTO MEepexoaa OT OJHOIO CIIOBECHOIO
Marepuaia K JpyroMy COOTBETCTBEHHO €ro ()yHKIIMOHAJIBHO-CTUIICBON HAIpaBIEHHOCTH
U KyJIbType OOLIEHHS Ha PYCCKOM M MHOCTPAHHOM f3BIKAX, a TaKXKe MPOIABHHYTHIMHU
HaBBIKAMU XOpPOIIEH pedd MpHU MepeBoie NpOo(PEeCcCHOHATBHBIX JENOBBIX TEKCTOB C
MHOCTPAHHOIO sI3bIKa HA IOCYIapCTBEHHBIN s3bIK PD 1 ¢ rocynapcTBeHHOro si3pika PO
Ha UHOCTPaHHBIN

VYK-4.3 Bener nenoByr0 KOMMYHHKAIIMIO B MUCBMEHHOW M 3JIEKTPOHHOW (opMe, yUUThIBas

OCOOCHHOCTU CTHJIUCTHUKU O(UIMATIBHBIX M HEOPHUIMAIbHBIX IHCEM, COIMOKYJIbTYPHbIE

paznuuus B (hopMaTe KOPPECIOHICHIIMU Ha TOCYJapCTBEHHOM U HHOCTPAHHOM (-bIX) SI3bIKAX
3Hamo:

YK-4.3/3u1 Hopwmsl IIPOU3HOLLICHHUS, JIEKCUKY MHOCTPAHHOI'O SI3bIKA
00IIeyIOTPEOUTENIBHOTO, TEPMHUHOJIOTHYECKOTO M IMPO(ECCHOHATBHOTO COJCPKAHUS;
THUIIOBBIE CIIOCOOBI MOCTPOCHUS BbICKAa3bIBAaHHM B YCTHOW M MMHUCBMEHHOM peun

VYK-4.3/382 OCHOBHBIE CTHIIMCTHYECKHUE 0COOCHHOCTH MMMCbMEHHON (POPMBI Peuu; SI3bIK
CITy’k€OHBIX JOKYMEHTOB; HOPMBbI JIUTEPATYPHOTO S3bIKa, HEOOXOAUMBIE I pealu3alun
KOMMYHHUKATUBHBIX HAMEPEHHH.

Ymemns:

VK-4.3/¥Ym1 OcymiecTBisieT KOMMYHHKAITUIO C 3apyOeKHBIMHU MapTHEPAMH; TTEPEBOIUT
HAy4YHO-TEXHUYECKYIO JTUTEPaATypy, CBSI3aHHYIO C MpodheccHoHaNbHON AESITETbHOCTHIO
VK-4.3/YM2 OnTtumanbHO HCIONB30BaTh S3BIKOBBIE CPEACTBA TPH MMHCHhbMEHHOM
OoOLIeHNH B TUNOUYHBIX [ MpodeccHOHANbHON JESTEIbHOCTH CUTYalUsX;
peann3oBaTh KOMMYHHUKAaTUBHBIE HAMEPEHUSI B COOTBETCTBUU C HOPMaMU COBPEMEHHOTO
PYCCKOTO JUTEPaTYpHOrO $3bIKa MPaBWJIBHO HCIOJIb30BaTh PUTOPHUECKHE (POPMBI
obmenus B opuIMaabHON U HeohUIUaIbHON cepe MIUChbMEHHON peun. 0hOpMIIAThH
JIEJIOBYIO TOKYMEHTAIUIO PA3IMYHBIX KaHPOB

Braoems:

VK-4.3/HBl CrparerusiMu MpoOBEACHUS COMOCTABUTEIHLHOTO aHaiu3a (aKToOpoB
KYJBTYpbI pa3IUYHbBIX CTPaH

VK-4.3/HB2 HeoOxomumoii s3bIKOBOM HH(pOpMaNue M CTPYKTYpUPOBATh €€ It
JIEJIOBOM MEpEenuCcKU; OCO3HAHHO BHIOMpAThb HOPMATUBHBIE BApUAHTBI EAMHMIL S3bIKA
BCEX YPOBHEHN IPU CO3/IaHUU TEKCTOB HAyYHOTO U O(UIIUATBHO-/1ET0BOTO CTHIIS.

VK-4.4 TlpencraBinsieT CBOIO TOYKY 3pEHHUS INPH JIEJIOBOM OOIIEHMHM M B IyOIWYHBIX
BBICTYIUIEHUSIX

3name:

VYK-4.4/3u1 Jlexcuueckuid MUHUMYM B oO0beme 2000 JeKCHUECKHUX €AMHUI] OOILIero u
TEPMUHOJIOTUYECKOTO  XapakTepa, HEOOXOAUMOTO JJisi BO3MOXKHOCTU IOJYYEHUS
uH(pOpMaIuH MPo(heCcCHOHATBHOTO COCPKAHUS U3 3apyOeKHBIX HCTOYHUKOB

VK-4.4/352 OcHOBHbIE TPUHIMIBI TYyOJIWMYHOTO  BBICTYIUICHHUS, TNPABUIHHOE
ynotpeOieHre HaydyHOW W O(HIIMaNIbHO-JEIOBOM JICKCHKH, OCOOBIX KOHCTPYKIIUHA |
IPUEMOB yOJIMYHON peyy B 3aBUCUMOCTH OT COCTaBa ayJUTOPHUH, YPOBHS OOIICHHUS.
Ymemns:

VYK-4.4/Ym1 OcymecTBiasTh KOMMYHHUKAIIAIO ¢ 3apyOS)KHBIMH TTAPTHEPAMHU;, TIEPEBOIUTH
HAy4YHO-TEXHUYECKYIO JIUTEpaTypy IO BONPOCAaMH, CBSI3aHHBIM € MpodeccHuOoHaIbHON
JESITEIIbHOCTBIO

VYK-4.4/YM2 Paznuuarh THIIBI KOMMYHUKaTHBHBIX aKTOB B 4Y)KOM peun U (HhOpMHUPOBATH
COOCTBEHHBIC PEUEBBIC AKTHI, aCKBAaTHbIC WHTCHIMSM B IyOJIMYHON KOMMYHHUKAIIUU
dbopMynHpOBaTh JOCTHRKUMYIO B pPaMKaX 3TOM KOMMYHUKATHBHOW CHUTYallMH IE]b
oOmieHus BEIOUpaTh Harboee MOAXOASIINE I JOCTHKEHUS 3TOU 1IEeTN CPEeICTBA

Braoems:



VK-4.4/HBl KommeHcaTopHBIMH yMEHHUSMH, IMOMOTAIOUMMH TpeoaosneTs "cOou" B
KOMMYHUKAIH, BbI3BaHHbIE OOBEKTHBHBIMH U CYOBEKTUBHBIMH, COIIMOKYJIBTYPHBIMH
NpUIHMHAMHU

VYK-4.4/HB2 IlpaBunbHON yCTHOW (ymapeHue, MPOU3HOIICHUE) PEYbl0 HA OCHOBE HOPM
PYCCKOIO JINTEPATypHOTO S3bIKa; MPOAYLUPOBAHUEM CBSI3HBIX, IPABUIILHO MOCTPOEHHBIX
MOHOJIOTHYECKHUX TEKCTOB Ha pa3Hbleé TEMbl B COOTBETCTBUU C KOMMYHHKATUBHBIMHU
HaMEpEHUSMHU TOBOPSILLETO U CUTyaluei 0OLIeHNs; COBpEMEHHBIMU HOPMaMH 3THUKETa

2. Iloka3zaresid M KPUTEPUH OLIECHUBAHMSI KOMIIETEHIIH

[Tnanupyembie YpoBeHb Kputepun oniennBanus (nepedeHb cHOPMUPOBAHHBIX

pe3yJIbTaThl OCBOCHUS |OBJIAICHUS NJIK/3YB no ypoBHSIM OCBOCHHS)

MPOTPaMMBbI

VK-4 Cnocoben [ToBpimennsiii  |MJAK YK-4.1 BeiOupaer cTiiib o01eHus Ha

OCYIIECTBIIATh rOCyAapCTBEHHOM si3bIke PD 1 HHOCTPaHHOM SI3BIKE B

JICJIOBYIO 3aBUCHUMOCTH OT IEJIH U YCIIOBHI MapTHEPCTBA;

KOMMYHHUKAIUIO B aJanTUpyeT pedb, CTHIIb OOIIECHUS U SI3BIK )KECTOB K

YCTHOU U MUCbMEHHOM CUTYyalllsIM B3aUMOZECHCTBUS

dbopmax Ha

rOCyIapCTBEHHOM 3HarTh:

sa3bpIke Poccuiickoit YK-4.1/3u11 Jlekcnueckuit MUHUMYM B 00beMe 2000

denepanuu u y4eO0HBIX JIGKCHYECKUX STUHUI] O0IIEro 1

MHOCTPAHHOM(BIX) TEPMHUHOJIOTUYECKOTO XapaKTepa, He0OXOAUMOTO ISt

A3bIKe(ax) BO3MO)KHOCTH MOJTYYECHHUSI HHPOPMAITIH
po(heCcCHOHANTBHOTO COIEPKAHUS U3 3apyOeKHBIX
HCTOYHUKOB

VYK-4.1/382 OcHOBHBIE BUIbI HOPM COBPEMEHHOTO
PYCCKOTO JIMTEPATYPHOT'O SI3bIKa OCHOBHBIE
XapaKTEPUCTUKU COBPEMEHHOM COLIMOKYJIBTYPHOU U
SI3BIKOBOM CUTYallMK; 0COOEHHOCTH (PYHKIIMOHATBHBIX
CTHJICH; METO/IbI U IPUEMBbI HEBepOATLHOTO OOIICHHS B
OTIpEICIIEHHBIX CUTYAIUIX OOICHHS

YMmeTs:
VYK-4.1/¥YM1 BbINONHATE IEpEBOABI TEXHUYECKUX TEKCTOB
C MIHOCTPAHHOTI'O S3bIKa
VYK-4.1/¥YM2 OcyuiecTBiasTh BEIOOP S3BIKOBBIX CPEIICTB B
COOTBETCTBUH C CUTYyallueil 0OLIeHNS; UCTIONb30BaTh
pa3IUYHbIE CJIOBAPU U CIIPABOYHUKH JJIs PEILICHUS
KOHKPETHBIX KOMMYHHMKAaTHBHBIX U NIO3HABATEIbHBIX
3a]a4; MCIIOJIb30BaTh pa3Hble (POPMBI KOMMYHHUKAIIUU B
YCTHOU U IMCBMEHHOU peuy;

Bnagers:
VYK-4.1/HB1 HaBblkamu uyTeHuUs1, ayAUPOBAHMUS,
Pa3roBOPHOM pedr, MTUCHMO B MpodeccrHoHaTbHON
obnacTtu
VYK-4.1/HB2 HaBbikamuu MpaKTUUECKOTO HCIIOIb30BAHUS
cucTeMbl (DYHKIIMOHAIIBHBIX CTHIIEH peuu;
puTopuuecKkuMu (hopMamMu OOIIEHUS B PA3HBIX BUIAX
peuy; -HaBbIKaMU MPOAYLIUPOBAHUS TEKCTOB HA pPa3HbIE
TEMBbI B COOTBETCTBUH C KOMMYHHUKATUBHBIMU
HaMEpPEHUSMHU TOBOPSILLETO U CUTyaluei oOieHus




UK YK-4.2 Brinonssiet nepeBof npohecCHOHANbHBIX
TEKCTOB C MHOCTPAHHOTO A3bIKAa HA TOCY/1apCTBEHHBIN
A3bIKk PO 1 ¢ rocynapctBeHHOro s13b1ka PO Ha
UHOCTPaHHBIN

3HaTh:
VYK-4.2/311 OcHoBHBIE cIOCOOBI paOOTHI Ha SI3BIKOBBIM H
pEUEBBIM MaTepHUaIoM

VK-4.2/3602 CoBpeMeHHBIC TEXHUKHU MTEPEBO/IA
npodeccruoHaNbHBIX TEKCTOB, HOPMBI COBPEMEHHOTO
PYCCKOTO JTUTEPATYPHOTO SI3bIKa, 0COOEHHOCTH KYJIBTYPbI
MOHOJIOTUYECKOW M THAJIOTUYECKOW PEYU HA PYCCKOM H
WHOCTPAHHOM SI3bIKaX, a TAKXKE MPUHIIMIIBI
TpaHc(HOPMUPOBAHUS OJHOTO THUIA CIOBECHOTO MaTepHala
B Ipyrou

YMerTsb:
VK-4.2/YMm1 BeIOaHATE IEPEBOT TEXHHYECKUX TEKCTOB C
MHOCTPAHHOIO SI3bIKa
YK-4.2/YM2 OObsICHITH 3HaUeHHE, 00pa30BaHUE,
ynoTpeOiIeHne JeKCHUECKIX U TPaMMaTUYECKUX SIBICHUN
B IIpeJiesiax U3yUYeHHOr0 MaTepualia, CUCTEMaTU3UPOBATh
S3BIKOBBIE CPEJICTBA B COOTBETCTBUU C KOMMYHHUKATHUBHOM
cuTyaruei, QyHKIIMOHATBLHBIM CTUJIEM WUJTH KaHPOM PEUH,
a Takke TpaHC(HOPMUPOBATH OJIUH S3BIKOBOM MaTepHal B
JPYTOil B COOTBETCTBUU C OCOOCHHOCTSIMU KYJIBTYPBI
OOIIeHHs Ha PYCCKOM U HHOCTPAHHOM SI3bIKE

Bnanets:
VYK-4.2/Hg1 Ilpuemamu caMOCTOSTEILHON PaOOTHI C
S3BIKOBBIM MaTEPHAJIOM C UCIIOJIb30BAHUEM CIPABOYHOU U
y4eOHOIl TuTeparypsl
YK-4.2/HB2 HaBbikamu CTPYKTYPHO-CEMAHTUYECKOTO
nepexo/ia OT OJTHOTO CJIOBECHOTO MaTepHuaa K Apyromy
COOTBETCTBEHHO €r0 (P)YHKIIMOHAIBHO-CTHIIEBOU
HANPAaBICHHOCTU U KYJIBTYpe OOIICHUS HA PYCCKOM H
MHOCTPAHHOM SI3bIKaX, a TAKXKE MPOJIBUHYTHIMU HABBIKAMU
XOpOIIeH peuun Ipu nepeBoie MpodheccHoHaTbHBIX
JIETIOBBIX TEKCTOB C HHOCTPAHHOTIO sI3bIKa Ha
rocyapcTBeHHbIN 361K PD 1 ¢ rocynapcTBEHHOIO A3bIKa
P® Ha nHOCTpaHHBIN

NJK YK-4.3 Benert n1e10By10 KOMMYHHKALIHIO B
MMMCbMEHHOU 1 AJICKTPOHHOU (hOpMe, yUUTHIBAS
0COOCHHOCTU CTUJTUCTUKH O(UIIMAIIBHBIX U
HEeO(PUIIUATILHBIX TUCEM, COIIMOKYJIBTYPHBIC Pa3JINUus B
dbopmMare KOppeCIOHACHITUN Ha TOCYTapCTBEHHOM U
WHOCTPAHHOM (-bIX) SI3BIKAX

3HaTh:
VYK-4.3/3u11 Hopmbl mpou3HOIICHHUS], IEKCUKY
WHOCTPAHHOTO sI3bIKa 00IIEYTOTPEOUTEIIBHOTO,
TEPMHUHOJIOTMYECKOTO U PO(heCcCHOHAIBHOTO
COJIEpKaHUs; TUIIOBbIE CTIOCOOBI TOCTPOCHUS
BBICKa3bIBAHUM B YCTHOW U MUCbMEHHOW peyuun




YK-4.3/382 OcHOBHBIE CTHIIMCTHIECKUE OCOOCHHOCTH
MUCBMEHHOU (DOPMBI peuu; S3bIK CTYKEOHBIX JOKYMEHTOB;
HOPMBI JIUTEPATYPHOTO SI3bIKA, HEOOXOIUMBIE IS
peanu3anui KOMMYHUKATUBHBIX HAMEPECHUH.
YMeTs:
VYK-4.3/¥Ym1 OcyuiecTBiasieT KOMMYHHKAIUIO C
3apyOeKHBIMU MTAPTHEPAMU; TIEPEBOAUT
HAYYHO-TEXHUYECKYIO TUTEPATYPY, CBI3AHHYIO C
npohecCHOHANBHON NeATeIbHOCTHIO
YK-4.3/¥YM2 OntumManabHO UCTIONB30BaTh S3BIKOBBIC
CpEICTBA MPU MUCHbMEHHOM OOIICHUH B TUITUYHBIX IS
npohecCHOHANBHON NeATeIbHOCTH CUTYAIUSX;
peanu3oBaTh KOMMYHHKATHBHBIE HAMEPEHUS B
COOTBETCTBUU C HOPMaMHU COBPEMEHHOTO PYCCKOTO
JUTEPATYPHOTO SI3bIKa MPABUIBHO MCIOIH30BAThH
putopudeckue Gopmbl o0IIeHHS B OQUITHATHHON U
Heo(uIansHo! cepe MUCbMEHHON pedn. 0pOpMIIAThH
JIEJIOBYIO TOKYMEHTAIUIO PA3IMYHBIX )KaHPOB
Bnanets:
VK-4.3/HB1 CrparerusiMu npoBeeHUS
COIOCTAaBUTEIBHOTO aHaNIN3a (PAKTOPOB KYJIBTYpPbI
Pa3IUYHBIX CTPaH

VYK-4.3/HB2 Heobxonumoii s36IK0BOM HH(MOpMAIEH 1
CTPYKTYPUPOBATh €€ IS JCIIOBOM MEPEITMCKH; OCO3HAHHO
BBIOMpATh HOPMATHBHBIC BAPUAHTHI SMHMII SI3bIKA BCEX
YpOBHEH MPHU CO3TaHUU TEKCTOB HAYyYHOTO H
O(UIHATEHO-IEJIOBOTO CTHIIS.

NJK YK-4.4 IIpeacraBiseT CBOIO TOUKY 3pEHHUS IPU
JIEJIOBOM OOIIEHUU U B MyOIMYHBIX BBICTYTUICHUSAX

3HaTh:
VK-4.4/3u1 Jlekcuueckuit MUHUMYM B 00beme 2000
JIEKCUYECKUX €AMHUIL OOIIETO U TEPMUHOIOTUYECKOTO
Xapakrepa, HeoOX0JUMOTO JJI11 BO3MOKHOCTH MOJTy4EHUs
nHdopmaru npodeCcCHOHAIIBHOTO COIEPKaHMS U3
3apyOeKHbIX UCTOUHUKOB

VYK-4.4/3612 OcHOBHBIE IPUHITUIIBI TyOJTUIHOTO
BBICTYIUICHHUS, IPaBUIIbHOE YyIOTPEeOIeHHE HAayYHON U
0opHUIINATBEHO-IETTOBOM JIEKCUKH, 0COOBIX KOHCTPYKIIHH H
NpUEeMOB yOJIIMYHON peyH B 3aBUCUMOCTH OT COCTaBa
ayIUTOPHH, YPOBHS OOIICHHUS.

YMerTsb:
VYK-4.4/YMm1 OcymiecTBasaTh KOMMYHHUKAIIHAIO C
3apyOeKHBIMH MTapTHEPaAMU; IEPEBOIUTH
HAy4YHO-TEXHUYECKYIO TUTepaTypy MO BOIpPOCaMH,
CBSI3aHHBIM C MPO(eCcCHOHATbHON ACSITENbHOCTHIO
VK-4.4/YMm2 Paznuyarh TUITBI KOMMYHUKATUBHBIX aKTOB B
qy>K0H peur ¥ POopMUPOBATh COOCTBEHHBIE PEUEBBIC AKTHI,
aJIeKBaTHbIC MHTEHLUSAM B MyOIUMYHON KOMMYHUKAIIUU
bopMynHpoBaTh JOCTHKUMYIO B paMKax 3TOH
KOMMYHHUKaTUBHON CUTYyalllH LIeJIb OOIIEHNs BEIOUPATh
HauboJee MOAXOASAIINE ISl TOCTHKEHUS ITOH 1eNn
CpeacTBa




Biagers:
VYK-4.4/He1 KomnieHcaTOpHBIMUA YMEHUSIMH,
MOMOTAIOIIMMU TIPEOI0JIETh ""cOor" B KOMMYHHKAIIHUH,
BBI3BaHHbIC 0OBEKTUBHBIMU U CyObEKTUBHBIMU,
COLIMOKYJIBTYPHBIMU IPUYMHAMHU
VYK-4.4/HB2 IlpaBunbHoii ycTHOM (ynapenue,
IIPOM3HOIIECHNE) PEYbI0 HA OCHOBE HOPM PYCCKOTO
JUTEPATYPHOTO SI3bIKa; MPOLYLIMPOBAHUEM CBSA3HBIX,
IIPABWJIBHO MOCTPOECHHBIX MOHOJIOIMYECKUX TEKCTOB Ha
pa3HbIE TEMbI B COOTBETCTBUH C KOMMYHHMKAaTHBHBIMU
HaMEpPEHHUSMHU TOBOPSIILIETO U CUTYyalluei 0OLIeHNUS;
COBPEMEHHBIMH HOPMaMU ATHKETA

bazosnii

NJIK YK-4.1 BeiOupaer cTiiib 001eHus Ha
roCyAapCTBEHHOM sA3bIke PD 1 HHOCTPAHHOM SI3BbIKE B
3aBUCUMOCTH OT LIEJIM U YCJIOBUW MAPTHEPCTBA;
aJanTUpyeT pedb, CTHIIb OOIIECHUS U SI3BIK )KECTOB K
CUTYaLIUSIM B3aUMOJEHCTBUS

3HaTh:
VK-4.1/3u1 Jlekcuueckuii MUHUMYM B 00beme 2000
y4eO0HBIX JIGKCHYECKUX STUHUI] O0IIEro 1
TEPMHUHOJIOTUYECKOTO XapaKTepa, He0OXOAUMOTO ISt
BO3MO)KHOCTH MOJTYYECHHUSI HHPOPMAITIH
npo¢eCCHOHATIBHOTO COIEPKAHMS U3 3apYOEHKHBIX
UCTOYHHKOB
VYK-4.1/382 OcHOBHBIE BUIbI HOPM COBPEMEHHOTO
PYCCKOTO JIUTEPAaTypHOTO sI3bIKa OCHOBHBIE
XapaKTEPUCTUKU COBPEMEHHOM COLIMOKYJIBTYPHOU U
SI3BIKOBOM CUTYallMK; 0COOEHHOCTH (PYHKIIMOHATBHBIX
CTHJICH; METO/IbI U IPUEMBbI HEBepOATLHOTO OOIICHHS B
OTIpEICIIEHHBIX CUTYAIUIX OOICHHS

YMmeTs:
VYK-4.1/¥YM1 BbINONHATE IEpEBOABI TEXHUYECKUX TEKCTOB
C MHOCTPAHHOTO SI3bIKa
VYK-4.1/¥YM2 OcyuiecTBiasTh BEIOOP S3BIKOBBIX CPEIICTB B
COOTBETCTBUH C CUTYyallueil 0OLIeHNS; UCTIONb30BaTh
pa3IMyHbIE CIOBAPH U CIPABOYHUKHU JISl PELICHUS
KOHKPETHBIX KOMMYHHKATUBHBIX U TIO3HABATEIbHBIX
3a]a4; MCIIOJIb30BaTh pa3Hble (POPMBI KOMMYHHUKAIIUU B
YCTHOU U IMCBMEHHOU peuy;

NJIK YK-4.2 Bemonusiet nepeBo mpodeccrnoHaabHbIX
TEKCTOB C MHOCTPAHHOTO fA3bIKa HA TOCYIapCTBEHHbBIN
361k PD u ¢ rocynapcTBeHHOTO si3bika PO Ha
WHOCTPAHHBIN

3HaTh:
VYK-4.2/311 OcHoBHBIE cTTOCOOBI PaOOTHI HA SA3BIKOBBHIM U
pEeYEeBbIM MaTepHaioM




VYK-4.2/312 CoBpeMeHHbIE TEXHUKH NIEPEeBOa
npo¢eCCHOHATBHBIX TEKCTOB, HOPMbI COBPEMEHHOTO
PYCCKOTO JIUTEPaTypHOTO sI3bIKa, 0COOCHHOCTH KYJBTYPHBI
MOHOJIOTHUYECKOW U THAJIOTUYECKOW pEYU Ha PYCCKOM U
MHOCTPAaHHOM $I3bIKaX, a TAK)KE IPUHLIUIIBI
TpaHC(HOPMUPOBAHUS OJHOTO TUIIA CJIOBECHOTO MaTepuaa
B Ipyrou

YMeTs:
VYK-4.2/Ym1 BbINOAHATH IEpEBOJ] TEXHUYECKUX TEKCTOB C
MHOCTPAHHOTIO s3bIKa

VK-4.2/YM2 OObsACHATH 3HAUCHHE, 00pa30BaHMUE,
yHOTpeOICHHE JTCKCHUSCKIX U TPAaMMaTHYCCKUX SBICHUN
B IIpeJIeNIax U3y4eHHOro MaTepuaia, CACTEMaTH3HPOBATh
SI3BIKOBBIC CPEJICTBA B COOTBETCTBHH C KOMMYHHKATHBHOMN
cuTyaruei, QyHKIIMOHAIBLHBIM CTHJIEM HJIH )KaHPOM PEUH,
a TaKXke TpaHC(HOPMUPOBATH OJIUH S3BIKOBOH MarepHall B
JPYTO# B COOTBETCTBHUU C OCOOCHHOCTSIMU KYJIBTYPBI
OOIICHMS Ha PYCCKOM ¥ HHOCTPAHHOM SI3bIKE

NJK YK-4.3 Benert n1e10By10 KOMMYHHKALIHIO B
MMMCbMEHHOU 1 AJICKTPOHHOM (OpMe, YUUTHIBAS
0COOCHHOCTU CTUITUCTUKH O(UIIMATIBHBIX U
HEeO(PUIIUATILHBIX MUCEM, COIIMOKYJIBTYPHBIC Pa3JINUus B
dhopmMare KOppeCIOHACHITUN Ha TOCYTapCTBEHHOM U
WHOCTPAHHOM (-bIX) SI3BIKAX

3HaTh:
VYK-4.3/311 Hopmbl mpou3HOIICHHUS], IEKCUKY
WHOCTPAHHOTO sI3bIKa 00IIEYTOTPEOUTEIIBHOTO,
TEPMHUHOJIOTMYECKOTO U TPO(eCcCHOHATBHOTO
COJIEpKaHUSs; TUIIOBbIE CTIOCOOBI TOCTPOCHUS
BBICKa3bIBAHUH B YCTHOW U MHUCbMEHHOM peyuun
YK-4.3/382 OcHOBHBIE CTHIIMCTHIECKUE OCOOCHHOCTH
MUCBMEHHOU (DOPMBI peUU; S3bIK CITYKEOHBIX JOKYMEHTOB;
HOPMBI JIUTEPATYPHOTO SI3bIKA, HEOOXOIUMBIC IS
peanu3anui KOMMYHUKATUBHBIX HAMEPECHUH.

YMeTs:
VYK-4.3/¥Ym1 OcyuiecTBiasieT KOMMYHHKAIUIO C
3apyOeKHBIMU MTApTHEPAMU; TIEPEBOIUT
HAYYHO-TEXHUYECKYIO TUTEPATYPY, CBI3AHHYIO C
npodhecCHOHANBHON 1eATeTbHOCTHIO
YK-4.3/¥YM2 OntumManabHO UCTIONB30BaTh SI3BIKOBBIC
CpEICTBA MPU MUCHbMEHHOM OOIICHUH B TUITUYHBIX IS
npohecCHOHANBHON NeATeIbHOCTH CUTYAIUSX;
peanu3oBaTh KOMMYHHKATHBHBIE HAMEPEHUS B
COOTBETCTBUU C HOPMaMHU COBPEMEHHOTO PYCCKOTO
JUTEPATYPHOTO SI3bIKa MPABUIBHO MCIOIH30BAThH
putopudeckue Gopmbl o0IIeHHS B OQUITHATHHON U
Heo(uIansHO! cepe MUCbMEHHON pedn. 0pOpMIIATH
JIEJIOBYIO TOKYMEHTAIUIO PA3IMYHBIX KaHPOB




NJK VK-4.4 IlpeacraBiser CBOIO TOUKY 3pEHMS IPU
JIeIOBOM OOIIEHUH U B ITyONIUYHBIX BBICTYTIIICHUAX

3HaTh:
VK-4.4/3u1 Jlekcuueckuiit MUHUMYM B 00beme 2000
JEKCUYECKUX €IMHUI] 0OIIET0 U TEPMUHOJIOTHUECKOTO
XapakTepa, He0OX0IUMOTO /715l BO3MOXXHOCTH TTOJTyYCHHS
UH(pOpMaIUH MPO(HEeCCHOHATBHOTO COJCPKAHUS U3
3apyOeKHBIX NCTOYHHKOB

VYK-4.4/312 OcHOBHBIEC PUHIHIIBI TyOIUYHOTO
BBICTYIIJICHHUS, IPABUIIBHOE YIIOTpeOIeHNE HAYYHOH U
o(pULIMaTbHO-EIOBOM JIEKCHUKH, OCOOBIX KOHCTPYKIUH U
IPUEMOB ITyOIMYHOM peyr B 3aBUCUMOCTHU OT COCTaBa
ayJUTOPUH, YPOBHS OOIICHUSI.

YMmeTs:
VYK-4.4/Ym1 OcymiecTBasiTh KOMMYHHUKALIUIO C
3apyOeXHBIMH MTapTHEPAMU; TIEPEBOAUTH
HayYHO-TEXHUUYECKYIO JTUTepaTypy MO BONPOCAMH,
CBSI3aHHBIM C MTPO(ECCHOHATBHOM NesITeTbHOCTHIO
VYK-4.4/YM2 Paznuyath TUIIBI KOMMYHUKAaTUBHBIX aKTOB B
qyK0i peurt ¥ (OpMHPOBATH COOCTBEHHBIE PEUEBBIC AKTHI,
a/IeKBaTHBIC HHTEHIMSM B ITyOJIMYHOW KOMMYHUKAIUH
(bopMyIUpOBaTh TOCTHKUMYIO B paMKax 3TON
KOMMYHUKATUBHOM CUTyallUu 11eNb OOILEHHsI BEIOUPATh
HanOoJee MOAXOASIINE I JOCTHKEHHUS STOU 1eTTH
CpencTBa

[Toporossiii

NJIK YK-4.1 BeiOupaer cTiiib 001eHus Ha
roCyAapCTBEHHOM sA3bIke PD 1 HHOCTPAHHOM SI3bIKE B
3aBUCUMOCTH OT LEJI U YCJIOBUW MAPTHEPCTBA;
aJanTUPyeT pedb, CTHIIb OOIIECHUS U S3BIK )KECTOB K
CUTYaIIMSIM B3aUMOJEHCTBUS

3HaTh:
VK-4.1/3u1 Jlekcuueckuii MuHUMYM B 00beme 2000
y4eOHBIX JIGKCHYECKUX STUHUI] 00IIIEro U
TEPMHUHOJIOTUYECKOTO XapaKTepa, He0OXOAUMOTO ISt
BO3MO)KHOCTH MOJTYYECHHUSI HHPOPMAITIH
npo¢eCCHOHAIEHOTO COIEPKAHMS U3 3apYOEKHBIX
HCTOYHHKOB
VYK-4.1/382 OcHOBHBIE BUIbI HOPM COBPEMEHHOTO
PYCCKOTO JTUTEPAaTypHOTO sI3bIKa OCHOBHBIE
XapaKTEPUCTUKU COBPEMEHHOM COLIMOKYJIBTYPHOU U
SI3BIKOBOM CUTYaIlMU; 0COOEHHOCTH (PYHKIIMOHATBHBIX
CTHJICH; METO/IbI U IPUEMBbI HEBEpOATLHOTO OOIIIECHHS B
OTIpeICIIEHHBIX CUTYAIMIX OOILCHHS




UK YK-4.2 Brinonssiet nepeBof npohecCHOHANbHBIX
TEKCTOB C MHOCTPAHHOTO A3bIKAa HA TOCY/1apCTBEHHBIN
A3bIKk PO 1 ¢ rocynapctBeHHOro s13b1ka PO Ha
UHOCTPaHHBIN

3HaTh:
VYK-4.2/311 OcHoBHBIE cIOCOOBI paOOTHI Ha SI3BIKOBBIM H
pEUEBBIM MaTepHUaIoM

VK-4.2/3602 CoBpeMeHHBIC TEXHUKHU MTEPEBO/IA
npodeccruoHaNbHBIX TEKCTOB, HOPMBI COBPEMEHHOTO
PYCCKOTO JTUTEPATYPHOTO SI3bIKa, 0COOEHHOCTH KYJIBTYPbI
MOHOJIOTUYECKOW M THAJIOTUYECKOW PEYU HA PYCCKOM H
MHOCTPAaHHOM $I3bIKaX, a TAK)KE MPUHLIUIIBI
TpaHc(HOPMUPOBAHUS OJHOTO THUIA CIOBECHOTO MaTepHala
B JIPyroit

NJK YK-4.3 Benert n1e10By10 KOMMYHHKALIHIO B
MMMCbMEHHOU 1 AJICKTPOHHOM (hOopMe, yUUThIBAS
0COOCHHOCTU CTUJTUCTUKH O(UIIMATIBHBIX U
HeO(PUIIUATILHBIX TUCEM, COIIMOKYJIBTYPHBIC Pa3JINUKs B
dbopmMare KOppeCIOHACHITUN Ha TOCYTapCTBEHHOM U
WHOCTPAHHOM (-bIX) SI3BIKAX

3HaTh:
VYK-4.3/3u11 Hopmbl mpou3HOIICHHUS], IEKCUKY
WHOCTPAHHOTO sI3bIKa 00IIEYTOTPEOUTEIIBHOTO,
TEPMHUHOJIOTMYECKOTO U TPO(eCcCHOHATBHOTO
COJIEpKaHUSs; TUIIOBbIE CTIOCOOBI TOCTPOCHUS
BBICKa3bIBAHUH B YCTHOW U MHUCbMEHHOW peuun
VK-4.3/302 OCHOBHBIE CTHIMCTHYECCKHAE OCOOCHHOCTH
MUCBMEHHOU (DOPMBI peUU; S3bIK CITYKEOHBIX JOKYMEHTOB;
HOPMBI JIUTEPATYPHOTO SI3bIKA, HEOOXOIUMBIC IS
peanu3anui KOMMYHHUKATUBHBIX HAMEPECHUH.

NJK VK-4.4 IlpencraBiser CBOIO TOUKY 3pEHMSI IPU
JIeIOBOM OOIIEHUH U B ITyONIUYHBIX BBICTYTIIICHUAX

3HaTh:
VK-4.4/3u1 Jlekcuueckuii MUHUMYM B 00beme 2000
JEKCUYECKUX €IMHUI] 0OIIET0 U TEPMUHOJIOTHUECKOTO
XapakTepa, He0OX0IUMOTO /7151 BO3MOXXHOCTH TTOJTyYCHHS
UHpOpMaIUH MPO(HEeCCHOHATBHOTO COJCPKAHUS U3
3apyOeKHBIX HCTOYHHKOB

VYK-4.4/312 OcHOBHBIEC PUHIHIIBI TyOIUYHOTO
BBICTYIIJICHHUS, IPABUIIHOE YIIOTpeOIeHNE HAYYHOH U
o(pULIMaTbHO-EIOBOM JIEKCHUKH, OCOOBIX KOHCTPYKIUH U
IPUEMOB ITyOIMYHOM peyr B 3aBUCUMOCTHU OT COCTaBa
ayJUTOPUH, YPOBHS OOIICHUSI.

3. [IIxajga oneHuBaHUA




OrueHka

Kpurepuu onennBanus (nepeuess copmupoBanabix MIK/3YB)

OTIn4HO

VYK-4.1 Beibupaet cTuib 001eHHs Ha TOCyAapCTBEHHOM si3bike PO n
MHOCTPAHHOM SI3bIKE B 3aBUCUMOCTH OT LI€JIH U YCJIOBUHM MapTHEPCTBA;
aJIanTHPYeT peub, CTUIIb OOIICHUS U A3BIK )KECTOB K CUTYaIMsIM B3aUMOJCHCTBUS
VYK-4.1/3u1 Jlekcuueckuii MuauMyM B 00beMe 2000 yueOHbIX JTEeKCHIEeCKIX
€IMHUI] 00IIETr0 ¥ TEPMUHOJIOTHYECKOTO XapaKkTepa, HEOOXOAMMOTO ISt
BO3MO)KHOCTH MOJTY4YEHUsI HHPOPMAIH TPOPECCHOHAIBHOTO COACPIKAHUS U3
3apyOeKHBIX UCTOYHHKOB
VYK-4.1/382 OcHOBHBIE BUABI HOPM COBPEMEHHOTO PYCCKOTO JINTEPATYPHOTO
SI3bIKa OCHOBHBIE XapaKTEPUCTUKHA COBPEMEHHOMN COLIMOKYJIETYPHOM U SI3bIKOBOU
CUTYyalllu; 0COOEHHOCTH (PYHKIIMOHAIBHBIX CTUJIEH; METOJIBI U TIPUEMBI
HEeBepOaTbHOTO OOILEHHS B OTPE/ICTICHHBIX CUTYAIUsIX OOIICHUS
VYK-4.1/¥YM1 BbINOAHATE IEpEBOBI TEXHUYECKUX TEKCTOB ¢ MHOCTPAHHOTO SI3bIKA
VYK-4.1/¥YM2 OcyuiecTBiasiTh BEIOOP S3BIKOBBIX CPEJICTB B COOTBETCTBUU C
CUTyaluei oOLIEHHS; UCII0Ib30BaTh Pa3InYHbIE CJIOBAPU U CIIPABOUYHUKH JIJIS
pelIeHus] KOHKPETHBIX KOMMYHUKATHBHBIX U TO3HABATENIBHBIX 3a/1a4;
UCIIOJIb30BaTh pa3Hble (POPMBI KOMMYHHUKAIIMH B YCTHOM U MMCbMEHHOM peuu;
VK-4.1/HB1 HaBblkamu YTeHUs1, ayIupOBaHMs, Pa3TOBOPHON PEeUH, TMCHMO B
npodeccuoHaNbHON 001acTH
VYK-4.1/HB2 HaBblkaMUH MPAKTUYECKOTO UCTIOIBb30BAHUS CUCTEMBbI
(YHKIMOHAIBHBIX CTUJICH PeUYH; PUTOPUUECKIMHU (hOpMaMU OOIIECHUS B Pa3HBIX
BUJIAX PEUH; ~-HaBbIKAMU IPOIYLIUPOBAHMSI TEKCTOB HA Pa3HBIC TEMBI B
COOTBETCTBUM C KOMMYHUKAaTUBHBIMA HAMEPEHHUSMHU TOBOPSIILIETO U CUTYyalUeH
o01IeHus

VYK-4.2 Bemomnuser nepeBo mpodeccrnoHaabHbIX TEKCTOB C
MHOCTPAHHOTO SI3bIKa HA TOCYAAPCTBEHHBIN A3bIK PD U ¢ rocy1apCcTBEHHOTO SI3bIKa
P® Ha nHOCTpaHHBIN
VK-4.2/311 OcHoBHBIE CTTOCOOBI PaOOTHI HA S3BIKOBBIM U PEYEBBIM MaTEPHUAIOM
VYK-4.2/362 CoBpeMeHHbBIC TEXHUKH TIEpeBO/Ia MPodecCHOHATBHBIX TEKCTOB,
HOPMBI COBPEMEHHOTO PYCCKOTO JTUTEPATYPHOTO SI3bIKa, 0COOEHHOCTH KYJIBTYPBI
MOHOJIOTHUECKOM U JUAIOTMYECKONM peyd Ha PYCCKOM U MHOCTPAHHOM SI3bIKaX, a
TaK)Xe MPUHLUITBI TPAaHC(HOPMUPOBAHUS OJHOTO THUIIA CJIOBECHOTO MaTepuasa B
Jpyroit
VK-4.2/YMm1 BbeImoaHATE EPEBOl TEXHUYECKUX TEKCTOB C HHOCTPAHHOTO SI3bIKA
VYK-4.2/YM2 O0ObscHATH 3HAUCHHE, 00pa30BaHKE, YIOTPEOICHHE JIEKCUUECKUX U
rpaMMaTHYeCKHUX SBJICHUI B Mpeenax n3y4eHHOro MaTepuarna,
CUCTEMAaTU3UPOBATH S3BIKOBBIE CPEACTBA B COOTBETCTBUU C KOMMYHHUKATUBHOM
cuTyanuei, PyHKIIMOHATBEHBIM CTUJIEM UJIH KAaHPOM PEUH, a TaKKe
TpaHc(OPMHUPOBATH OJIMH S3BIKOBOM MarepHall B APyroil B COOTBETCTBUU C
0COOEHHOCTSAMU KYJBTYpPbI OOILIEHUS HA PyCCKOM M HHOCTPAHHOM SI3BIKE
VYK-4.2/HB1 IIpuemamu caMOCTOSTEIBHONU PAOOTHI C SI3BIKOBBIM MaTEPHAIOM C
MCITOJIb30BAaHUEM CIIPABOYHOUN M YUCOHOU JTUTEPATYPhI
VYK-4.2/HB2 HaBbikamMu CTPYyKTYpHO-CEMAaHTHYECKOTO MEPEXo/1a OT OAHOTO
CJIOBECHOT'O MaTepuala K APyroMy COOTBETCTBEHHO €T0
(bYHKIMOHATBHO-CTHIIEBOI HAIIPABIEHHOCTH U KYJBType OOILLIEHUS Ha PYCCKOM U
MHOCTPAaHHOM $I3bIKaX, a TAK)KE€ MPOJIBUHYTHIMU HaBBIKAMH XOPOLIEH pedn mpu
nepeBojie MpodeccuoHaNbHbBIX JEIOBbIX TEKCTOB C HHOCTPAHHOTO s3bIKA Ha
rocyAapCTBEHHBIN sI3bIK PD U ¢ rocymapcTBeHHOTO si3bika PD Ha HHOCTpaHHbBIN




VYK-4.3 Bener nenoByt0 KOMMYHHUKALIMIO B IHCBMEHHOM U JIEKTPOHHON
dbopme, YIUTBIBAs 0COOCHHOCTH CTHIIMCTUKU O(PUIIHATBEHBIX U HEO(DUIINATHHBIX
IHUCEM, COLMOKYIBTYpHBIE pa3anyus B popMare KOPPECHOHICHIINU Ha
TrOCYJIapCTBEHHOM M HHOCTPAHHOM (-bIX) SI3bIKAX
YK-4.3/311 Hopmbl Ipon3HOIIEHHS, TEKCUKY HHOCTPAHHOTO S3bIKa
00111eyIOTPEOUTENBHOTO, TEPMUHOJIOTHUECKOTO B MPO(PECCHOHAIBHOTO
COZIep>KaHusl; TUIIOBBIE CIIOCOOBI IOCTPOEHUS BHICKA3bIBAHUI B YCTHOH U
MMUCbMEHHOU pe4yun
VYK-4.3/352 OCHOBHBIE CTUIIMCTUYECKHE OCOOCHHOCTH MUCHbMEHHOW (DOPMBI peun;
SI3BIK CITY’K€OHBIX JJOKYMEHTOB; HOPMBI JIUTEPATYPHOTO SI3bIKA, HEOOXOAMMBIE IS
peann3anuy KOMMYHHKATUBHBIX HAMEPEHUIA.

VYK-4.3/¥Ym1 OcymiecTBiasieT KOMMYHHUKALIUIO C 3apyOeKHBIMU MTAPTHEPAMU;
NEPEBOJUT HAyUYHO-TEXHUUECKYIO TIUTEPATypy, CBSI3aHHYIO C MPO(pECCHOHAIBHOM
JeSITeTTbHOCTHIO

VYK-4.3/YM2 OnTuManbHO UCTIONIB30BaTh S3bIKOBBIE CPEACTBA MPU MUCEMEHHOM
OOIIEHUH B TUIMYHBIX JUIS PO(PECCHOHAIBHOM AESITeIbHOCTH CUTYAIHX;
pean3oBaTh KOMMYHUKAaTHBHBIE HAMEPEHUS B COOTBETCTBUH C HOPMaMHU
COBPEMEHHOTO PYCCKOTO JIUTEPATYPHOTO S3bIKa MPABHIBHO UCIIOJIB30BaTh
putopudeckue Gopmbl o0IIeHUs B OUIIMATBFHON 1 HeopHULIUaIbHOH chepe
NUCbMEHHOU pedr. 0(pOPMIIATH JIEIOBYIO JOKYMEHTAIMIO Pa3JInYHbIX )KaHPOB
VYK-4.3/HB1 Ctparerusimu mpoBeieHUs] CONOCTAaBUTENHLHOTO aHajIm3a (pakTopoB
KYJIBTYPBI Pa3IHYHBIX CTPaH

YK-4.3/HB2 Heobxoaumoii si361k0BOI HH(OpMAaLUet 1 CTPYKTYPUPOBATh €€ JUIs
JIeNTIOBOM MEPEeNUCKU; 0CO3HAHHO BBIOUPATh HOPMATUBHBIC BAPUAHTHI €IMHHULL
SI3bIKA BCEX YPOBHEH MPH CO3/1aHUM TEKCTOB HAYYHOTO M O(HIIHATIHHO-]IEI0OBOTO
CTHJIS.

VYK-4.4 Tlpencrapiser CBOIO TOUKY 3pEHHUS MPH JCIOBOM OOIIECHUHU U B
MyOJIMYHBIX BBICTYTUICHUSX
VK-4.4/3u1 Jlexcuueckuit MUHUMYM B 00bemMe 2000 TeKCHYeCKUX eTUHUIT
001Iero ¥ TEPMUHOIOTUYECKOTO XapaKkTepa, HEOOXOAMMOTro /11l BO3MOKHOCTH
nosry4eHust HGopMauy mpoheCCHOHATLHOTO COAEPKaHMsI M3 3apyOeKHBIX
HCTOYHUKOB
VYK-4.4/302 OcHOBHBIE TPUHITUIIBI TYOJUYHOTO BBICTYIUICHUS, TIPABHIIBHOE
ynotpeOJieHre HaydHOH U O(PUITHATBLHO-/IETIOBOM JIEKCUKH, 0COOBIX KOHCTPYKITHMA
U TIPYEMOB MMyOJIUYHON pedH B 3aBUCUMOCTH OT COCTaBa ayIuTOPUH, YPOBHSI
oO01eHus.
VYK-4.4/Ym1 OcymiecTBiasTh KOMMYHHUKAIIHIO C 3apyOCKHBIMU TTAPTHEPAMH,
MEPEBOAUTH HAYYHO-TEXHUUECKYIO TUTEPaTypy IO BOIPOCAMHU, CBSI3aHHBIM C
npodeccuoHaNIbHOM 1eATEIbHOCTbIO
VK-4.4/YMm2 Paznuyarh TUITHI KOMMYHUKAaTUBHBIX aKTOB B UY)KOW pEYH U
dbopmMupoBaTh COOCTBEHHBIE pEUEBbIE aKThl, aJI€KBAaTHbIE MHTEHIUSAM B yOINYHON
KOMMYHHKAIUU (OPMYIUPOBATH JOCTHKUMYIO B paMKaxX 3TOM KOMMYHUKAaTUBHOU
CUTYaIlUH 11eJb OOIIeHHsI BBIOMpPATh HanOoJee MOAXOASIINE sl JOCTHKEHHSI 3TOM
eI CPEJICTBA
VYK-4.4/He1 KomnieHCaTOpHBIMH YMEHHUSIMH, IIOMOTAIOIIMMH TPEOa0IeTh "cOon'" B
KOMMYHHKAIIH, BbI3BAHHbIE OObEKTUBHBIMH U CyObEKTHUBHBIMU,
COLIMOKYJIBTYPHBIMH IPUYUHAMU
VYK-4.4/HB2 IpaBunbHOM yCTHOH (yIapeHue, IpOU3HOIIEHNE) PeUblo Ha OCHOBE
HOPM PYCCKOT'0 JIMTEPATYPHOTO S3bIKA; TPOAYLIUPOBAHUEM CBSI3HBIX, PABUIHLHO
MOCTPOEHHBIX MOHOJIOTHYECKUX TEKCTOB Ha pa3Hble TEMbI B COOTBETCTBUHU C
KOMMYHHUKaTUBHBIMU HAMEPEHUSMHU TOBOPSIIETO U CUTyalel o01eHus;
COBPEMEHHBIMH HOPMaMU ATHKETa




Xopo1o

VYK-4.1 Beibupaet cTuib 001eHHs Ha TOCyAapCTBEHHOM si3bike PO n
MHOCTPAHHOM SI3bIKE B 3aBUCUMOCTH OT LI€JIH U YCJIOBUHM MapTHEPCTBA;
aJIanTHPYeT peub, CTUIIb OOIICHUS U A3BIK )KECTOB K CUTYaIMsIM B3aUMOJCHCTBUS
VYK-4.1/3u1 Jlekcuueckuii MuauMyM B 00beMe 2000 yueOHBIX JTEeKCHIEeCKIX
€IMHUI] 00IIETr0 ¥ TEPMUHOJIOTHYECKOTO XapaKkTepa, HEOOXOAMMOTO ISt
BO3MO)KHOCTH MOJTY4YEHUsI HHPOPMAIH TPOPECCHOHAIBHOTO COACPIKAHUS U3
3apyOeKHBIX UCTOYHHKOB
VYK-4.1/352 OcHOBHBIE BUABI HOPM COBPEMEHHOTO PYCCKOTO JINTEPATYPHOTO
A3bIKa OCHOBHBIE XapaKTEPUCTUKU COBPEMEHHOM COLIMOKYJIBTYPHOU U SI3BIKOBOU
CUTYyalllu; 0COOEHHOCTH (PYHKIIMOHAIBHBIX CTUJICH; METOJIBI U TIPUEMBI
HEeBepOaIbHOTO OOILEHHS B ONPE/ICTICHHBIX CUTYAIUsIX OOIICHUS
VYK-4.1/¥YM1 BbINOAHATE IEpEBOBI TEXHUYECKUX TEKCTOB ¢ MHOCTPAHHOTO SI3bIKA
VYK-4.1/¥YM2 OcyuiecTBiasiTh BEIOOP S3BIKOBBIX CPEJICTB B COOTBETCTBUU C
CUTyaluei oOLIEHHS; UCII0Ib30BaTh Pa3InYHbIE CJIOBAPU U CIIPABOUYHUKH JIJIS
peleHus] KOHKPETHBIX KOMMYHUKATUBHBIX U TO3HABATENIBHBIX 3a/1a4;
UCIIOJIb30BaTh pa3Hble (POPMBbI KOMMYHHUKAIIMH B YCTHOM U MMCbMEHHOM peuu;

VYK-4.2 BeimonHseT nepeBoj npopecCHOHaIbHBIX TEKCTOB C
MHOCTPAHHOIO SI3bIKa HA TOCYNapCTBEHHBIN A3bIK PO U ¢ roCynapcTBEHHOrO sA3bIKa
P® Ha nHOCTpaHHBIH
VYK-4.2/311 OcHoBHBIE cIOCOOBI pa0OTHI Ha SI3BIKOBBIM M PEYEBBIM MaTEPUATIOM
VYK-4.2/312 CoBpeMeHHbIE TEXHUKU TIepeBoia MPO(peCCHOHANBHBIX TEKCTOB,
HOPMBI COBPEMEHHOTO PYCCKOTO JIMTEPATypHOTO SI3bIKa, 0COOEHHOCTH KYJIBTYPBI
MOHOJIOTHYECKOW U TUAJIOTUYECKOM peyr Ha pyCCKOM M MHOCTPAHHOM S3BIKaX, a
TaKXe MPUHLIUIBI TPAaHC(HOPMHUPOBAHUS OHOTO THIIA CIIOBECHOTO MaTepHaa B
apyrou
VYK-4.2/YM1 BbINONHATE EpeBO TEXHUYECKUX TEKCTOB C HHOCTPAHHOTO SI3bIKA
VYK-4.2/YM2 O0bscHATH 3HaUeHUE, 00pa3oBaHue, yIOTPeOIeHNE IEKCHUECKUX U
rpaMMaTHYeCKHX SIBIICHUH B Ipezenax u3yuyeHHOTo MaTepHara,
CHCTEMaTHU3UPOBATh S3BIKOBBIE CPEJCTBA B COOTBETCTBUH C KOMMYHHUKATUBHON
cutyanuei, QyHKIIMOHATBHBIM CTUJIEM WJIM )KaHPOM pEUH, a TaKxke
TpaHCc(HOPMHUPOBATH OAMH S3BIKOBON MaTepual B APYTOil B COOTBETCTBUU C
0COOEHHOCTSIMU KYJIBTYpbI OOLIICHHSI HA PYCCKOM U MHOCTPAHHOM SI3bIKE

VYK-4.3 Bener nenoByto KOMMYHHUKALIHIO B IHCBMEHHOM U JIEKTPOHHON
dbopme, yIUTBIBAsi 0COOCHHOCTH CTHIIMCTUKU OPUIIMATBEHBIX U HEO(DUIINATHHBIX
IHCEM, COLMOKYIBTYpHBIE pa3anyus B popMare KOPpECHOHCHIINY Ha
roCyAapCTBEHHOM U MHOCTPAHHOM (-bIX) SI3bIKaX
YK-4.3/311 Hopmbl Ipon3HOIIEHHS, TEKCUKY HHOCTPAHHOTO S3bIKa
00111eyIOTPEOUTENIBHOTO, TEPMUHOJIOTHUECKOTO B MPO(PECCHOHAIBHOTO
COZIep>KaHus; TUIIOBBIE CTIOCOOBI IOCTPOEHUS BHICKA3bIBAHUI B YCTHOH U
MMUCbMEHHOU pe4yun
VYK-4.3/352 OCHOBHBIE CTUIIMCTUYECKHE OCOOCHHOCTH MUCHbMEHHOW (DOPMBI peun;
SI3BIK CITY>KEOHBIX IOKYMEHTOB; HOPMBI JJUTEPATYPHOTO S3bIKA, HEOOXOAUMBIE IS
peann3anuy KOMMYHHKATUBHBIX HAMEPEHUI.

VYK-4.3/¥Ym1 OcyuiecTBiasieT KOMMYHHUKALIUIO C 3apyOeKHBIMU MTAPTHEPAMU;
NEPEBOJUT HAyUYHO-TEXHUUECKYIO TIUTEPATypy, CBSI3aHHYIO C PO ECCHOHAIBHOM
JESATEIBHOCTBIO

VYK-4.3/YM2 OnTuManbHO UCTIONIBb30BaTh S3bIKOBBIE CPEACTBA MPU MUCEMEHHOM
OOIIEHUH B TUMYHBIX JUIS TPO(PECCHOHANIBHOM JAESITEIbHOCTH CUTYAIHX;
pean3oBaTh KOMMYHUKAaTHBHBIE HAMEPEHUS B COOTBETCTBUH C HOPMaMHU
COBPEMEHHOI'0 PYCCKOIO JIUTEPATyPHOTO sI3bIKa MPaBUJIBHO MCIOIb30BATh
putopudeckue Gopmbl o0IIeHNs B 0UIIMATBFHON 1 HeopHULIMaIbHOH chepe
NUCbMEHHOU pedr. 0(pOPMIIATH JIEIOBYIO JOKYMEHTAIMIO Pa3JInYHbIX )KaHPOB




VYK-4.4 IIpencrapisier CBOIO TOYKY 3pEHUS IPHU J1€JI0BOM OOIIICHUH U B
MyOJUYHBIX BBICTYIUICHUSX
YK-4.4/3u1 Jlekcuueckuit MUHUMYM B 00beMe 2000 JIeKCHYeCKUX eTUHUI]
00I11eT0 ¥ TEPMUHOIOTUYECKOTO XapaKTepa, He0OXOAUMOTO JIJIs1 BO3MOXXHOCTH
noJTy4eHus: HHpopMaIuu mpoheCCHOHAIBHOTO COACPIKAHUS U3 3apyOesKHBIX
HCTOYHHKOB
VYK-4.4/312 OcHOBHBIE TPUHIHIIBI TyOIUYHOTO BBHICTYIUICHHS, TIPABUIBHOE
ynoTpebiaeHne HayyHO! 1 O(HUIIHATIbHO-/IEII0BON JIEKCUKHU, 0COOBIX KOHCTPYKLIUH
U IPUEMOB MTyOJIMYHON pedr B 3aBUCHMOCTH OT COCTaBa ayJAUTOPHH, YPOBHS
o01eHHS.
VYK-4.4/Ym1 OcymiecTBasTh KOMMYHHKALIUIO C 3apyOeKHBIMU TTAPTHEPAMU;
NEePEeBOJUTH HAyYHO-TEXHUUECKYIO JIUTEPaTypy IO BOIPOCAMH, CBSI3aHHBIM C
npodeCCHOHAIBHON AEATEIbHOCTHIO
VYK-4.4/YM2 Paznuyarh TUIIBI KOMMYHUKATHBHBIX aKTOB B UyXKOH peuu U
(dopmMHpOBaTH COOCTBEHHbIE PEUEBBIC AKTHI, aJ[eKBAaTHBIC MHTEHIUAM B ITyOIIMYHOI
KOMMYHUKAIMH (HOPMYIHPOBATh JOCTH)KUMYIO B paMKax 3TO KOMMYHUKAaTUBHOM
CUTYyallUH 1IeTb OOIIEHHS BEIOUPATh HanOoIIee MOAXOIAIIME AJIS TOCTHKEHHS ATOM
IIeJIU CPENICTBA

YnosnerBopure
JIBHO

VYK-4.1 Beibupaer cTuib 001eHHs Ha TOCyAapCTBEHHOM si3bike PO u
MHOCTPAHHOM $SI3bIKE B 3aBUCUMOCTH OT LI€JIH U YCJIOBUH MapTHEPCTBA,;
aJIanTHPYeT peub, CTUIIb OOIICHUS U A3BIK )KECTOB K CUTYalMsIM B3aUMOJCHCTBUS
VYK-4.1/3u1 Jlekcuueckuii MuauMyM B 00beMe 2000 yueOHBIX JTEeKCHIEeCKIX
€IMHUI] 00IIETr0 ¥ TEPMUHOJIOTHYECKOTO XapaKkTepa, HEOOXOAMMOTO ISt
BO3MO)KHOCTH MOJTY4YEHUsI HHPOPMAIH TPOPECCHOHAIBHOTO COACPIKAHUS U3
3apyOeKHBIX NCTOYHHKOB
VYK-4.1/382 OcHOBHBIE BUABI HOPM COBPEMEHHOTO PyCCKOTO JINTEPATYPHOTO
A3bIKa OCHOBHBIE XapaKTEPUCTUKU COBPEMEHHOM COLMOKYIIBTYPHOU U SI3bIKOBOU
CUTYyalllu; 0COOEHHOCTH (PYHKIIMOHAIBHBIX CTUJICH; METOJIBI U TIPUEMBI
HEeBepOATBLHOTO OOIEHHS B ONPE/ICTICHHBIX CUTYAIUsIX OOIICHUS

VYK-4.2 Bemomnuser nepeBo mpodeccrnoHaabHbIX TEKCTOB C
MHOCTPAHHOTO SI3bIKa HA TOCYAAPCTBEHHBIN A3bIK PD 1 ¢ rocy1apCcTBEHHOTO SI3bIKa
P® Ha nHOCTpaHHBIN
VK-4.2/311 OcHoBHBIE CTTOCOOBI PaOOTHI Ha S3BIKOBBIM U PEUEBBIM MaTEPHUAIOM
VYK-4.2/362 CoBpeMeHHbBIC TEXHUKHU TIepeBO/Ia MPodecCHOHATBHBIX TEKCTOB,
HOPMBI COBPEMEHHOTO PYCCKOTO JTUTEPATYPHOTO SI3bIKa, 0COOEHHOCTH KYJIBTYPBI
MOHOJIOTHUECKOM U JUAIOTMYECKONM peur Ha PYCCKOM U MHOCTPAHHOM SI3bIKaX, a
TaK)Xe MPUHLHUITBI TPAaHC(OPMUPOBAHUS OJHOTO THUIIA CJIOBECHOTO MaTepuasa B
Ipyrou

VK-4.3 Beger 1e10By10 KOMMYHUKAIIMIO B TUCbMEHHON U AJIEKTPOHHOMN
dbopme, yIUTBIBAs OCOOCHHOCTH CTHIIMCTUKU OPUIIHATBEHBIX U HEO(DUIINATHHBIX
MUCEM, COITMOKYIIETYPHBIE pa3Indus B popMare KOPPECIOHACHIINY Ha
roCyAapCTBEHHOM U MHOCTPAHHOM (-bIX) SI3bIKaX
YK-4.3/311 Hopmbl Ipon3HOIIEHHS, TEKCUKY HHOCTPAHHOTO S3bIKa
00111eyIOTPEOUTENIBHOTO, TEPMUHOJIOTHUECKOTO B MPO(PECCHOHAIBHOTO
COZIep>KaHusl; TUIIOBBIE CTIOCOOBI IOCTPOEHUS BHICKA3bIBAHUI B YCTHOH U
MMUCbMEHHOU peuyun
VYK-4.3/352 OCHOBHBIE CTUIIMCTUYECKHE OCOOCHHOCTH MUCHbMEHHOW (DOPMBI peun;
SI3BIK CITY)KEOHBIX JJOKYMEHTOB; HOPMbI TUTEPATYPHOTO S3bIKA, HEOOXOIUMBIE TSI
peanu3anui KOMMYHUKATUBHBIX HAMEPECHUH.




VYK-4.4 IIpencrapisier CBOIO TOYKY 3pEHUS IPHU J1€JI0BOM OOIIICHUH U B
MyOJUYHBIX BBICTYIUICHUSX
YK-4.4/3u1 Jlekcuueckuit MUHUMYM B 00beMe 2000 JIeKCHYeCKUX eTUHUI]
00I11eT0 ¥ TEPMUHOIOTUYECKOTO XapaKTepa, He0OXOAUMOTO JIJIs1 BO3MOXXHOCTH
noJTy4eHus: HHpopMaIuu mpoheCCHOHAIBHOTO COACPIKAHUS U3 3apyOesKHBIX
HCTOYHHKOB
VYK-4.4/312 OcHOBHBIE TPUHIHIIBI TyOIUYHOTO BBHICTYIUICHHS, TIPABUIBHOE
ynoTpebiaeHne HayyHO! 1 O(HUIIHATIbHO-/IEII0BON JIEKCUKHU, 0COOBIX KOHCTPYKLIUH
U IPUEMOB MTyOJIMYHON pedr B 3aBUCHMOCTH OT COCTaBa ayJAUTOPHH, YPOBHS

o01IeHusl.
Heynosie- Pesynbrarsl 00yueHus He cOPMUPOBAHBI HAa JOCTAaTOYHOM YPOBHE
TBOPUTCIILHO
4. KoHTpo/IbHBIC MEPONIPUATHSA MO TUCHHUIINHE
Bun xonTpoms dopma KoHTpos1/OLIEHOYHOE CPEACTBO

Texymuii koutpons  |I[Ipaktuueckas pabora
KonTponbhas pabota

[TpomexyTouHas KontponbsHas pabora
aTTecTanus DK3aMeH
Bua koHTpOJISI/ HCOIB3yeMble
Ne HaumenoBanue pasiea Kourtpoaupyem OlICHOYHbIE MATEPUAJIBI
n/n bie U1K Texymymii TIpoMexyT.
arTrecranus
1 |BBOAHO-KOPPEKTUBHBIN KypC VK-4.1 YK-4.2 |[Ipaktuueckas pabota DK3aMeH
2 |OOmwmit Kypc HHOCTPaHHOTO YK-4.1 YK-4.2 [IIpaktudeckasi pabora DK3aMeH
SI3bIKA VK-4.3 KontponwsHas pabora
3 |[IpodeccuonansHo-opuentuposat |YK-4.1 YK-4.2 |[Ipakruyeckas pabora OK3ameH
HBIIi HTHOCTPaHHBIHN S3BIK YK-4.3 YK-4.4 |KontponbHas pabota

5. Ilopsaaok nmpoBeeHsI MPOMEKYTOUYHOM aTTeCTAIUMN

[lopsnox mpoBeeHMsT NPOMEKYTOUHOM arTecTalluid  PENIaMEHTHPYETCS  JIOKaJIbHBIMU
HOpMaTUBHBIMU aKTaMU YHHUBEpPCUTETA:
- Ilonmoxenuem o Qopmax, NEPUOJUYHOCTH, TOPAIKE TEKYIIEro KOHTPOJS YCIIEBAEMOCTH H
NPOMEXYTOYHON aTTecTaluy OOy4aroIuXcsi 10 OCHOBHBIM 00pa30BaTelIbHBIM IpOrpaMMaM
BBICIIIETO O0pa3oBaHMsA — MporpaMmaM OakajlaBpuaTa, HMporpaMMaM CHEIHATUTETa, MporpaMmmamM
MarucTparypbl B QelnepaJbHOM TOCYIapCTBEHHOM OIODKETHOM 00pa30BaTeIbHOM YUPEKIACHUU
BbICIIEr0 00pa3oBaHus «MOCKOBCKHI TOCYJapCTBEHHBIM YHHUBEPCUTET T'€OE3UU U KapTorpadum,
1.6 «Opranu3zanus 1 NpoBeIeHUE MPOMEKYTOUHOM aTTECTALUN.
- TlonoxxeHneM O TMOPSAKE OCYLIECTBICHHS O0pa30BaTEIbHOTO IMPOLECca, MPOBEICHHUS TEKYIIETo
KOHTpOJISl YCIIEBAEMOCTH M IPOMEXYTOYHOW arTecTalud OOydyaroluuxcsi C [PUMEHEHUEM
ANIEKTPOHHOTO OOyYeHUS W AMCTAHIMOHHBIX OOpa30BATENIbHBIX TEXHOJIOTUH B (enepaibHOM
TOCYIJapCTBEHHOM  OIO/[DKETHOM  00pa30BaTebHOM  YUPEKACHWU  BBICIIETO  00pa30BaHMA
«MOCKOBCKHI TOCYIapCTBEHHBI YHUBEPCUTET Teofe3uu u Kaprorpadpum», mn.8 «IIpoBenenue
IIPOMEXKYTOYHOM arrectauuu ¢ npumeHenuem 20 u JOT».

Ipomescymounas ammecmayus: IK3ameH, 1-a 1emHss ceccus.

[Ipu mpoBeaeHNH MPOMEKYTOUHOM aTTeCTallMM MpPUMEHSETCs cpefHee apudMeTHdecKoe 3HauYeHUe
OLICHOK, TMOJYYEHHBIX 3a KaXKIbIH 3JIEMEHT OIICHUBAHMS, yKa3aHHBIA B OuiieTe (OTBET HA YCTHBIN
BOIPOC; IPOCMOTP TEKCTa W OTBET Ha BONPOC IO HEMY; IMOJHBIM MUCHMEHHBIA MEPEBOJ TEKCTA).
Wtoropas oneHka Mo AUCLUUIUIMHE PACCUUTHIBAETCS KaK OTHOLIEHHE CYMMBI OLEHOK K KOJIWYECTBY
MOJTyYEHHBIX OLIeHOK (Tpu). [Ipu mpoBeneHnn olleHMBaHUs IO BOIIPOCaM U 3aJjaHUsIM, YKa3aHHBIM B




ounere, B XOA€ INPOMEKYTOUYHOM aTTeCTAllMM MpEenojaBaTelb MOXET YYUTHIBaTh pPe3ylIbTaThl
TEKYIIETo KOHTPOJIS.

Hpoxvzeofcymouﬂaﬂ ammecmayu:. 3K3LZM€H, 2-51 IemHsisl cecCusl.

[Ipu mpoBeeHNM MPOMEKYTOUHOM aTTeCTallMM MPUMEHSETCs cpefHee apu(MeTHdecKoe 3HauYeHUe
OLICHOK, TMOJYYEHHBIX 3a KaXKIbIH 2JIEMEHT OIICHUBAHMS, yKa3aHHBIA B OuiieTe (OTBET HA YCTHBIN
BOIPOC; IPOCMOTP TEKCTa W OTBET Ha BONPOC IO HEMY; IMOJHBIM MUCHMEHHBIA MEPEBOJ TEKCTA).
HtoroBas oneHka Mo AUCLUUIUIMHE PACCUUTHIBAETCS KaK OTHOLIEHHE CYMMBI OLEHOK K KOJIWYECTBY
MOJTyYEHHBIX OIIeHOK (Tpu). IIpu npoBeneHun olleHUBaHUA 1O BOIIPOCAM U 3aJjaHUSIM, YKa3aHHBIM B
ounere, B XOA€ MNPOMEKYTOUYHOM aTTeCTAllMM TMpEenojaBarelb MOXET YUUTHIBATh pPe3ylIbTaThl
TEKYIIETo KOHTPOJIS.

6. OneHoYHbBIC MaTepHAJIbl TEKYLET0 KOHTPOJIS

Pazoen 1. Beo0no-koppekmugHwlii Kypc
Koumponupyemvie H/[K: VK-4.1 YK-4.2

Tema 1.1. Mos 6uoepaghus, cemos
dopma KOHTPOJIsT/O1leHOYHOE cpeacTBo: [IpakTudeckas pabora
Bomnpocsi/3ananus:
1. OTBeThTE HA BOIPOC:
What is your name?
2. OTBeTHTE HA BOIPOC:
How old are you?
3. OTBeThTE HA BOINPOC:
What are your parents' occupations? Has their profession influenced your choice of career?
4. OTBeThTE Ha BONPOC:
How would you describe your relationship with your siblings or other close relatives?

Pa3zoen 2. Oouwguit Kypc uHOCMPAanHO20 A3bIKA
Konmponupyemvie H/K: VK-4.1 VK-4.2 YK-4.3

Tema 2.1. Cospemennasn cucmema obpazosanus 6 Poccuu, mou uncmumym
®opma KoHTpoJIst/oLeHoYHOE cpeacTBo: [IpakTuueckas pabora
Bonpocsi/3ananus:

1. OTBeThTE HA BOMPOC:

What is the name of your institute (university)?
2. OTBeTHTE HA BOIPOC:

What is the name of your institute (university)?
3. OTBeThTE HA BOMPOC:

Could you describe the main stages of higher education in Russia (Bachelor's, Master's, Specialist,
Postgraduate)?

4. OTBeThTE Ha BONPOC:

Do you have any practical training (field practice) as part of your course? If so, where do you usually
go and what do you do there?

Tema 2.2. Ilpobrnemwvl sKon02UlU 8 COBPEMEHHOM MUpe.
dopma KoHTpoIst/oLieHoYHOE cpeacTBo: [IpakTuueckas pabora
Bonpocsi/3ananus:
1. OTBeThTE HA BOMPOC:



What pollutes the air in cities?
2. OTBeTHTE HA BOIPOC:
Why is it bad to throw rubbish in the forest or street?
3. OTBeThTE HA BOINPOC:
What is the greenhouse effect, and how does it contribute to global climate change?
4. OTBeThTE Ha BONPOC:
What are the main sources of air and water pollution in big cities, and how can they be reduced?

Tema 2.3. Cmpanvl uzyuaemozo sA3vlKa
dopma KOHTPOJIs/O1leHOYHOE cpeacTBo: [IpakTudeckas padora
Bomnpocsi/3ananus:
1. OTBeThTE HaA BOIPOC:
What is the weather like in Britain? (Is it hot or rainy?)
2. OTBeTHTE HA BOIPOC:
Who is the head of the country? (King or President?)
3. OTBeThTE HA BONPOC:
Can you name the four constituent parts of the United Kingdom and their capitals?
4. OTBeThTE Ha BONPOC:
Briefly describe the geographical position of the UK. What seas and oceans is it washed by?

Tema 2.4. . Cucmema svicuezo oopasosanus 8 CLLA u Benukobpumanuu
dopma KOHTPOJIsT/o1leHOYHOE cpeacTBo: [IpakTudeckas padora
Bomnpocsi/3ananus:
1. OTBeThTE HaA BOIPOC:
How many years do students study for a bachelor's degree in the USA?
2. OTBeTHTE HA BOIPOC:
Is education free in the UK?
3. OTBeThTE HA BOINPOC:
What is a Bachelor's degree, and how long does it typically take to earn one in the UK and the USA?
4. OTBeThTE Ha BONPOC:

What are tuition fees like in the UK and the USA? Are there any significant differences compared to
Russia?

Tema 2.5. Poccus 6 cospemennom mupe, Mockea, Mot poOHOU 20po0.
dopma KoHTpoJIst/oLeHoYHOE cpeacTBo: [IpakTuueckas pabora
Bonpocsi/3ananus:

1. OTBeThTE HA BOMPOC:

What is the climate like in Siberia? (Cold or hot?)
2. OTBeTHTE HA BOIIPOC:

What minerals is Russia rich in? (Oil, gas, coal?)
3. OTBeThTE HA BOMPOC:

If you are from Moscow (or your hometown), what is your favourite place there and why? What
makes it special?

4. OTBeThTE Ha BONPOC:
The climate in Russia is very diverse. How does it differ from the European part to the Far East?
dopma KOHTPOJIS/OlleHOYHOE cpeacTBO: KoHTponbHas pabora
Bomnpocsi/3ananus:
1. IlepeBenure TEKCT
Triangulation



Triangulation is a fundamental concept in various fields such as geography, navigation, surveying,
and social sciences, serving as a method to determine an unknown position or to analyze
relationships by using geometric principles. At its core, triangulation involves the use of
triangles—simple geometric shapes with three sides and three angles—to measure distances, map
locations, or understand complex structures. The principle relies on the fact that if the lengths of at
least two sides of a triangle and one angle are known, or if two angles and a side are known, the
remaining sides and angles can be accurately calculated through basic trigonometry.
Historically, triangulation revolutionized land surveying and cartography. Surveyors would establish
a network of triangles across a region, often starting from a known baseline. By measuring the angles
from specific points and knowing the baseline length, they could accurately compute the positions of
unmarked locations or boundaries. This method allowed for the creation of detailed maps over large
areas with high precision, which was essential for land division, construction projects, and
navigation. The development of triangulation networks in the 18th and 19th centuries was
instrumental in the creation of national coordinate systems and geographic databases, laying the
groundwork for modern geographic information systems (GIS).
In contemporary applications, triangulation extends beyond physical measurements. In navigation
systems such as GPS, triangulation is used to determine a receiver's location by calculating distances
from multiple satellites, each providing a known position. By measuring the time it takes for signals
to travel from satellites to the receiver, the system estimates distances and uses geometric principles
to pinpoint the exact location. Similarly, in wireless communications, triangulation helps locate
devices or signal sources by analyzing signal strengths and timings from multiple antennas. In social
sciences and research, triangulation refers to the use of multiple methods or data sources to validate
findings, thereby increasing the reliability and depth of analysis. This metaphorical use underscores
the idea of combining different perspectives or data points to arrive at a more comprehensive
understanding.
Overall, triangulation exemplifies how simple geometric concepts can be harnessed to solve complex
real-world problems. Its versatility across disciplines highlights its importance as a foundational
technique for measurement, navigation, mapping, and validation. As technology advances, the
principles of triangulation continue to underpin innovations in positioning, sensing, and data
validation, demonstrating that the humble triangle remains a powerful tool for understanding and
navigating our world.

2. JlaiiTe KpaTKoe CoAepKaHUE TEKCTa
Triangulation
Triangulation is a fundamental concept in various fields such as geography, navigation, surveying,
and social sciences, serving as a method to determine an unknown position or to analyze
relationships by using geometric principles. At its core, triangulation involves the use of
triangles—simple geometric shapes with three sides and three angles—to measure distances, map
locations, or understand complex structures. The principle relies on the fact that if the lengths of at
least two sides of a triangle and one angle are known, or if two angles and a side are known, the
remaining sides and angles can be accurately calculated through basic trigonometry.
Historically, triangulation revolutionized land surveying and cartography. Surveyors would establish
a network of triangles across a region, often starting from a known baseline. By measuring the angles
from specific points and knowing the baseline length, they could accurately compute the positions of
unmarked locations or boundaries. This method allowed for the creation of detailed maps over large
areas with high precision, which was essential for land division, construction projects, and
navigation. The development of triangulation networks in the 18th and 19th centuries was
instrumental in the creation of national coordinate systems and geographic databases, laying the
groundwork for modern geographic information systems (GIS).
In contemporary applications, triangulation extends beyond physical measurements. In navigation
systems such as GPS, triangulation is used to determine a receiver's location by calculating distances
from multiple satellites, each providing a known position. By measuring the time it takes for signals
to travel from satellites to the receiver, the system estimates distances and uses geometric principles
to pinpoint the exact location. Similarly, in wireless communications, triangulation helps locate
devices or signal sources by analyzing signal strengths and timings from multiple antennas. In social
sciences and research, triangulation refers to the use of multiple methods or data sources to validate



findings, thereby increasing the reliability and depth of analysis. This metaphorical use underscores
the idea of combining different perspectives or data points to arrive at a more comprehensive
understanding.

Overall, triangulation exemplifies how simple geometric concepts can be harnessed to solve complex
real-world problems. Its versatility across disciplines highlights its importance as a foundational
technique for measurement, navigation, mapping, and validation. As technology advances, the
principles of triangulation continue to underpin innovations in positioning, sensing, and data
validation, demonstrating that the humble triangle remains a powerful tool for understanding and
navigating our world.

Paszoen 3. Ilpogheccuonanvro-opuenmupoeannvlii UHOCMPAHHBLIL A3bIK
Konmponupyemvie H/IK: VK-4.1 YK-4.2 YK-4.3 VK-4.4

Tema 3.1. Mos cneyuanvnocms.: Cogpemennoe cocmosanue uzyyaemon HayKu, mexHoi02uu.
dopma KoHTpoJIst/oLeHoYHOE cpeacTBo: [IpakTuueckas pabora
Bonpocsi/3ananus:
1. OTBeThTE HA BOMPOC:
How has the introduction of GPS/GLONASS technologies changed the profession of a surveyor?
2. OTBeTHTE Ha BOIPOC:
What is GIS (Geographic Information System), and what are its main applications in modern life?
3. OTBeThTE HA BOMPOC:

What are some modern instruments and equipment that geodesists use today instead of traditional
theodolites?

Tema 3.2. Mos cneyuanvhocmu: Mcmopus uzyyaemou Hayku u 6UOHble yueHble
dopma KOHTpOJIsI/O1IeHOYHOE cpeAcTBO: [IpakTHyeckas padbora
Bomnpocsi/3ananus:
1. OTBeThTE HaA BOIPOC:
Who is considered to be the "father of geography" in Ancient Greece, and what was his major work?
2. OTBeThTE Ha BOINPOC:
How did people measure distances and create maps before the invention of modern technology?
3. OTBeThTE HA BOINPOC:
Can you name a famous Russian scientist who made a significant contribution to the development of
geodesy or cartography (e.g., in the exploration of Siberia)?
dopma KOHTpOJIs1/0LeHOYHOE cpeicTBO: KoHTposbHas paboTa
Bonpocsi/3ananus:
1. Translate the text
Engineering preparation surveys
Engineering preparation surveys are a critical component of project development, especially in
large-scale construction, infrastructure, or industrial projects. They serve as a foundational step to
ensure that all engineering considerations are thoroughly addressed before commencing detailed
design and construction activities.
These surveys involve comprehensive assessments of the site and surrounding environment to gather
vital data that influence engineering decisions. This includes topographical surveys to understand the
terrain and landscape features, geotechnical investigations to evaluate soil and rock properties, and
environmental surveys to identify potential ecological impacts. Additionally, utility surveys may be
conducted to map existing infrastructure such as water, sewer, electrical, and communication lines,
ensuring that future developments do not interfere with existing services.
The purpose of conducting these surveys is to identify potential challenges early in the project
lifecycle. By understanding the site's physical and environmental conditions, engineers can develop
more accurate designs, estimate costs more precisely, and plan construction methodologies
effectively. This proactive approach minimizes risks associated with unforeseen site conditions,



reduces delays, and helps in achieving project safety and sustainability goals.
Furthermore, engineering preparation surveys facilitate compliance with regulatory requirements and
environmental standards. They provide the necessary data to obtain permits and approvals, ensuring
that the project aligns with legal and environmental frameworks. The insights gained from these
surveys also enable engineers to optimize design solutions, such as adjusting foundation types based
on soil stability or modifying layout plans to mitigate environmental impacts.
In summary, engineering preparation surveys are indispensable for laying the groundwork for
successful project execution. They encompass detailed investigations into the physical, geological,
and environmental aspects of the site, providing engineers with the critical information needed to
design safe, efficient, and compliant infrastructure. Proper execution of these surveys ultimately
contributes to cost savings, risk mitigation, and the overall sustainability of the project.

2. Answer the question: What does the science of history of architecture study?

1. Architecture development process in connection with the biological processes
2. The relationship between people and animals
3. Architecture development process in connection with the historical processes
3. Complete the sentence using the correct word: * is your address?’
1. What
2. How
3. That
4. Choose the correct answer ‘Do you speak Japanese? No, |
1. speaking not
2. speak not
3.don’t
5. Pick up the correct word: ‘a person or company, responsible for the physical construction
of a building is ’
1. scientist
2. constructor
3. doctor
6. Answer the question: What do we call: “a thin tall structure usually rising above the castle
or building that it is attached to?”
1. tower
2. table
3. tree

7. Answer the question: “What do modal verbs show?”
. modality
2. time
3. voice

—

8. Choose the correct sentence:
1. I am a student.
2. A student I am.
3. A student am I.
9. Answer the question: “When was the University of Geodesy and Cartography founded?”
. 1779
2. 1920
3.2000

10. Give the correct translation to the sentence: "This issue must be discussed "

—

1. DTy mpobiemy He HaJl0 0OCYKIaTh.
2. Oty npobiemMy HEOOXOAMMO OOCYIHUTD.
3 Dty npobnemMy Helb3si 00CYK/IaTh.
11. Choose the correct translation to the sentence: Students must take exams in January.
1. CTyneHThl JOJKHBI CIAaBaTh SK3aMEHBI B SIHBapeE.
2. CryneHTam HE HaJl0 CIaBaTh SK3aMEHBI B SIHBapeE.



3 CTyneHThI XOTAT CaBaTh 9K3aMEHBI B IHBapE.

7. OueHoYHbIE MATEPHAJIbI IPOMEKYTOUHOM aTTeCTAlUM

1-a nemusas ceccus, dxzamen
Konmponupyemvie H/IK: YK-4.1 YK-4.2 YK-4.3 YK-4.4
Bonpocsl/3ananus:

1. BeinmosHUTE MONHBIN MUCHMEHHBIN MEPEBOJ] CO CIOBAPEM TEKCTa C AHIIMHCKOTO SI3bIKa HA
pycckuit (1000-1200 m.3H. 3a 45 MuH.)
The flag of the UK is known as the Union Jack. It has its history. It all began in 1603 when Scotland
was joined to England and Wales. The flag is made up of 3 crosses. The upright cross is the Cross of
St. Jeorge the patron saint of England. The white diagonal cross is the cross of St. Andrew, the
patron saint of Scotland. The red diagonal cross is the cross is the cross of St. Patrick, the patron
saint of Ireland. All of them are on the blue background. The national anthem is . The national
currency is pound. Geographically the island of Great Britain is subdivided into 2 main regions:
Lowland Britain and Highland Britain. Lowland Britain comprises southern and eastern England.
Highland Britain consists of Scotland, most of Wales, the Pennines (or the Pennine Chain) and the
Lake District. The highest mountain top is Ben Nevis in Scotland. The chief rivers of Great Britain
are: the Severn, separating England and Wales, the Thames (the longest and the deepest one). The
swiftest flowing river is the Spray. Also the Tweed is famous (the woolen fabric is made here). Every
country in the UK has its own national emblem. The red rose is the national emblem of England, the
thistle is the national emblem of Scotland, the daffodils and the leek are the emblems of Wales, and
the shamrock (a kind of clover) is the emblem of Ireland.

2. BBINONHNUTE MOJNHBINA MUCbMEHHBIN MEPEBOJ] CO CIOBAPEM TEKCTA C AHIVIMICKOIO s3bIKAa Ha
pycckuit (1000-1200 m.3H. 3a 45 MuH.)
The United Kingdom is a constitutional monarchy. It has a monarch - a King or a Queen. The present
British monarch is Queen Elizabeth the Second. She become Queen in 1952. The monarch has little
power and can reign with the support of Parliament. British Parliament is the legislative body at the
country. It consists of two Houses. The House of Commons and House of Lords. Parliament and the
monarch have different roles in the Government of the country. In reality, the House of Commons
has truth power. It introduces new bills. Then they go to the House of Lords for approval. The
functions of the Queen are: to open the sessions of the Parliament, to head the commonwealth, to be
Commander-in-Chief, to declare the war, to make peace. The house of commons is made up of 650
elected knows of members of parliament. The party which has the majority of suits in the
Government and its leader usually becomes prime minister. The prime minister forms his or her
Cabinet Ministers. The chairman of the House of Commons is the Speaker. The chairman of the
House of Lords is the Lord Chancellor. He sits on a special place, which is called the woolsack. It
means that wool made England rich. The members of the House of Lords are not elected, there are
live peers. There are several political parties in Great Britain. They are the Conservative, the Liberal,
the Labor, the Social Democratic and the Communist parties. Prime minister of the country Boris
Johnson is leader of the Conservative Party.

3. BeInosHKTE NMOJIHBIN NUCBMEHHBIN NIEPEBOJ CO CIOBAPEM TEKCTA C AaHIVIMICKOIO s3bIKAa HA
pycckuit (1000-1200 m.3H. 32 45 MuH.)
Siberia, in the north of Russia, is one of the coldest, harshest places on earth. Famed for its
inhospitable climate, it is also mineral-wealthy and unexploited — a true frontier region. Although it
has attracted mining companies for decades, the challenging landscape and conditions have meant
they have only just begun to scratch the surface of the area’s potential.
This could now be changing; as climate change leads to warmer temperatures, ice and permafrost are
melting and potentially easing the mining process. The mining sector is the second biggest
contributor to GDP in Russia, and is expected to continue to play an important role in its economy.
Mining in Siberia grew exponentially during the 20th century, as successive governments and leaders
sought to take advantage of it. “The Siberian region is rich in minerals including coal, gold, diamond



and iron ore, ” says Globaldata analyst Alok Shukla. “Coal is largely extracted from Kemerovo,
Krasnoyarsk Krai, Sakha (Yakutia), Republic of Khakassia, and Irkutsk Oblast. Gold originates
mainly from Krasnoyarsk Krai and Irkutsk Oblast.”
Russia is responsible for 7% of global aluminium production, and 95% of this takes place in Siberia.
It 1s home to Russia’s largest coal mine, the Arshanovsky pit in the Khakassia Republic which
opened in 2015. When at full capacity it is expected to produce 10 million tonnes of coal, and there
are already plans to expand it further. Siberia and the Far East also hold 84% of Russia’s known gold
reserves.
But much remains unexplored or inaccessible in Siberia still, leaving the true mineral wealth of the
region uncertain. In 2016, a mineral was discovered in Siberia unlike any ever found naturally
occurring on earth. Instead it appears to be similar to lab-grown metal-organic frameworks. Such
discoveries highlight the potential of a region so long hidden under ice and thick forests.

4. BBINONHUTE MOJHBIN MMCbMEHHBIN MEPEBOJ] CO CIOBAPEM TEKCTA C AHIVIMICKOIO s3bIKa Ha
pycckuit (1000-1200 m.3H. 32 45 MuH.)
In recent years, climate change has been a much talked about issue, with many debates over its
possible impact on the world, and some even going so far as to question its very existence. However,
with the undeniable increase in greenhouse emissions on Earth, there can be no doubt that the earth
is becoming warmer.
So what exactly does this mean for the future of our planet? In chilly places like the UK, we may
think to ourselves: ‘Finally, warmer weather!” But global warming will in fact cause extreme weather
conditions, meaning that our winters would be even colder than they are now. More than that,
warmer temperatures will lead to the melting of ice in the north and south poles, which in turn will
lead to rising sea levels across the globe. This is particularly troubling for low coastal regions such as
Florida in the USA which would be among the first to be flooded, along with many islands around
the world, including the United Kingdom. In 1000 years or so, all these places and more will be
submerged underwater.
So where will be able to live? Unless we can find a way to evolve into mermaids and mermen, which
doesn’t look promising, the only solution is to move elsewhere. There will be little choice left once a
large proportion of the land is lost to the sea, and other remaining places will be so hot that they will
be absolutely impossible to survive in. It is possible, then, that the once frozen poles of the Arctic
and Antarctica will be suitable enough to live in, having melted its ice and warmed up.
It’s a scary thought to imagine such devastation on Earth. Perhaps if people start to realize how their
actions now can have such a profound impact on future generations, they will change their attitude
and start to think more about caring for the environment, in order to save it.

5. BeINosaHUTE TTONHBIN MHUCHMEHHBIN MTEPEBOJ] CO CIOBAPEM TEKCTa C AHIIMHCKOTO SI3bIKa HA
pycckuii (1000-1200 m.3H. 3a 45 MuH.)
Inland Weather in Wales
The higher you get in Wales, the colder and wetter it gets. And as you move away from the coasts,
Wales is quilted with river valleys separated by increasingly higher hills. The Brecon Beacons in
south Wales, are softly rolling but enormous, windswept hills where winter temperatures below
freezing and snowfalls are not uncommon. Further north, in the inland mountains of Snowdonia
National Park, heavy precipitation can be extreme. One mountain peak, Crib Goch, may be the
wettest place in the entire country with an astonishing 176 inches of rainfall annually.2 And on the
highest peaks, it snows a great deal.
Mount Snowdon, at 3, 560 feet and the highest U.K. mountain south of Scotland, can experience
snowfall from October to May.
Snowfall at lower altitudes is rare, with an average of only 10 days a year with snow lying on the
ground in the south and west Wales. On the other hand, the mountains of Snowdonia average 30 days
a year with snowfall lying on the ground.
Autumn and Winter in Wales
In September, temperatures linger in the 60s but fall away rapidly through October and November
into the high 40s. January and February are the coldest months with temperatures hovering around
freezing or slightly above in higher areas and in the high 40s along the coast. Temperatures at night
are usually 10 to as much as 15 degrees Fahrenheit colder depending on where you are in the



country.
October through January are the wettest months. Rain tends to fall in short, sharp and very heavy
showers. November is particularly squally with rain accompanied by gusty winds.

6. BrinosHNTE MOJIHBIN NUCHMEHHBIN NIEPEBOJ CO CIOBAPEM TEKCTA C aHIVIMICKOIO s3bIKAa Ha
pycckuit (1000-1200 n.3H. 3a 45 MuH.)
Scotland is a country in the north of Great Britain. It is a part of the United Kingdom. Scotland is
divided into three natural regions: the Southern Uplands, the Central Lowlands and the Highlands
and islands. A lot of places in Scotland are a natural paradise, still untouched by man.
The capital of Scotland is Edinburgh, well known for its castle. Glasgow is the industrial capital of
Scotland. It is the third largest city in Great Britain. The typical products of Scotland are timber,
whisky, salmon. Golf is the Scottish natural sport and it seems to have originated in this country.
Scotland is also the land of myths and mysteries; every castle has its ghost. Glamis Castle is said to
have nine of them. And of course everyone knows about the Loch Ness Monster. 'Nessie" is said to
be about six meters long, with a long, thin neck. The first report of the monster in Loch Ness was in
565 A.D. Since 1934, thousands of people claimed to they had seen the monster. Scientists have
investigated the Loch and taken pictures but no scientific explanation of the mystery has been given.
Scotland is the north part of Great Britain. Five million people live in Scotland. Edinburgh is the
capital of Scotland.

7. BBINIOJIHUTE TOJIHBIM TUCBMEHHBIN IIEPEBOJ] CO CI0BAPEM TEKCTA C aHITIMHCKOTIO s3bIKa Ha
pycckuit (1000-1200 n.3H. 3a 45 MuH.)
The London Eye, or the Millennium Wheel, is a cantilevered observation wheel on the South Bank
of the River Thames in London. It is Europe's tallest cantilevered observation wheel, and is the most
popular paid tourist attraction in the United Kingdom with over 3 million visitors annually. It has
made many appearances in popular culture.
The structure is 135 metres (443 ft) tall and the wheel has a diameter of 120 metres (394 ft). When it
opened to the public in 2000 it was the world's tallest Ferris wheel. Its height was surpassed by the
167 metres (548 ft) High Roller (Las Vegas) in 2014. Supported by an A-frame on one side only,
unlike the taller Nanchang and Singapore wheels, the Eye is described by its operators as "the
world's tallest cantilevered observation wheel".
The London Eye used to offer the highest public viewing point in London until it was superseded by
the 245-metre-high (804 ft) observation deck on the 72nd floor of The Shard, which opened to the
public on 1 February 2013.
In March 2020, the London Eye celebrated its 20th birthday by turning several of its pods into
experiences themed around London, in partnership with its sponsor lastminute.com. The special
experiences included a pub in a capsule, a west end theatre pod and a garden party with flower
arrangements to represent the eight London Royal parks.

8. BhIIIOIHUTE MOJHBIA MMCHbMEHHBIN MIEPEBO CO CIIOBAPEM TEKCTA C AHIVIMICKOTO S3bIKA Ha
pycckuit (1000-1200 n.3H. 3a 45 MuH.)
The Shard, located in London, is one of the most iconic skyscrapers in the United Kingdom and a
prominent feature of the city’s skyline. Completed in 2012, it was designed by the renowned
architect Renzo Piano and stands at a height of 310 meters (1, 016 feet), making it the tallest
building in the UK and the fifth tallest in Europe. The Shard's unique design resembles a shard of
glass, with its tapering form and reflective fagcade that changes appearance with the weather and time
of day.
The construction of The Shard began in 2009 and was part of a larger redevelopment project for
London Bridge Station and its surrounding area. The building consists of 95 floors, with a mix of
office space, restaurants, a hotel, and residential apartments. The top floors house an observation
deck known as "The View from The Shard, " which offers breathtaking panoramic views of London
and beyond, attracting millions of visitors each year.
One of the most notable features of The Shard is its innovative use of glass. The fagade is made up of
11, 000 glass panels that create a shimmering effect, allowing natural light to flood the interior
spaces while providing stunning views for those inside. The building is also designed with
sustainability in mind; it incorporates energy-efficient systems and has achieved a BREEAM rating
for its environmental performance.



The Shard has become a symbol of modern London and is often featured in films, television shows,
and promotional materials for the city. Its presence has also spurred further development in the
surrounding area, contributing to London's status as a global financial hub.
In addition to its architectural significance, The Shard has played host to various cultural events and
exhibitions since its opening. It has become a popular venue for corporate events, weddings, and
private functions due to its stunning views and luxurious amenities.
Overall, The Shard represents not only an architectural achievement but also a testament to London's
ongoing evolution as a vibrant metropolis. Its striking design and multifunctional use make it an
essential part of the city's landscape and an enduring attraction for both locals and tourists alike.

9. BrinosnHuTE NMOJIHBIN NUCBMEHHBIN NIEPEBOJ CO CIOBAPEM TEKCTA C AaHIVIMICKOIO s3bIKAa HA
pycckuit (1000-1200 m.3H. 3a 45 MuH.)
As one of the world’s leading cities, London is at the forefront of addressing climate change and
environmental sustainability. The Greater London Authority (GLA) has set an ambitious target to
achieve net-zero carbon emissions by 2030. This goal reflects a commitment to creating a cleaner,
healthier, and more sustainable urban environment for current and future generations.
Understanding the Zero Carbon Target
The zero carbon target means that London aims to balance the amount of greenhouse gases emitted
with the amount removed from the atmosphere. This involves reducing emissions across various
sectors, including transportation, buildings, energy production, and waste management. The target is
not just about reducing carbon footprints but also about fostering resilience against climate impacts.
To achieve its zero carbon goal, London is implementing strategies across several key areas:
Energy Efficiency in Buildings: A significant portion of London’s emissions comes from buildings.
The GLA is promoting retrofitting existing structures to improve energy efficiency and encouraging
new developments to meet stringent sustainability standards. Initiatives include the London Plan,
which mandates higher energy performance standards for new buildings.
Renewable Energy Transition: Increasing the use of renewable energy sources is crucial for reducing
carbon emissions. London aims to expand solar energy installations, wind power projects, and other
renewable technologies. The city is also exploring community energy schemes that empower
residents to generate and share renewable energy.
Sustainable Transport: Transportation is another major contributor to London's carbon footprint. The
city is investing in public transport infrastructure, expanding cycling networks, and promoting
electric vehicles (EVs). Initiatives like the Ultra Low Emission Zone (ULEZ) aim to reduce air
pollution and encourage cleaner modes of transport.
Waste Management: Reducing waste and increasing recycling rates are essential components of
London's sustainability strategy. The city is working towards a circular economy model that
minimizes waste generation and maximizes resource recovery through recycling and composting
programs.
Innovation and Technology
London recognizes that innovation plays a critical role in reaching its zero carbon goal. The city is
investing in smart technologies that enhance energy efficiency and reduce emissions. This includes
smart grids for better energy management, data analytics for optimizing transport systems, and
digital platforms that facilitate sustainable practices among residents.

London's zero carbon target represents a bold vision for a sustainable future—a future where
economic growth does not come at the expense of environmental health. By prioritizing energy
efficiency, renewable energy adoption, sustainable transport solutions, waste reduction strategies,
community engagement, and technological innovation, London aims to lead by example in the global
fight against climate change. Achieving this ambitious goal will not only benefit the environment but
also enhance the quality of life for all Londoners by creating a cleaner, greener city for generations to
come.

10. BeimosiHUTE MOJIHBIM MUCbMEHHBIN MTEPEBOJ] CO CIOBAPEM TEKCTa C aHINIUMCKOTO S3bIKa Ha
pycckuit (1000-1200 m.3H. 3a 45 MuH.)
The climate of the United Kingdom is characterized by its temperate maritime conditions, which
result in relatively mild temperatures, moderate rainfall, and a lack of extreme weather events



compared to many other regions. However, the UK is not immune to the impacts of climate change,
which pose significant challenges to its environment, economy, and society. Understanding the
current climate dynamics and the implications of climate change is crucial for developing effective
strategies for mitigation and adaptation.

The UK experiences four distinct seasons, with average temperatures ranging from about 1°C (34°F)
in winter to 20°C (68°F) in summer. Rainfall is distributed fairly evenly throughout the year, with
some regions, particularly in the west and north, receiving significantly more precipitation than
others. The climate varies across the country:

Southern England: Generally warmer and drier, with milder winters.

Northern England and Scotland: Cooler temperatures and higher rainfall.

Coastal Areas: Influenced by maritime conditions, leading to milder winters but also increased
vulnerability to storms and flooding.

The effects of climate change are becoming increasingly evident in the UK:

Rising Temperatures: Average temperatures have increased by approximately 1°C since the late 19th
century. This trend is expected to continue, leading to hotter summers and milder winters.

Increased Rainfall and Flooding: While overall rainfall may not significantly increase, extreme
weather events are becoming more frequent. Heavy rainfall can lead to flooding, particularly in urban
areas with inadequate drainage systems.

Sea Level Rise: Coastal areas are at risk due to rising sea levels caused by melting ice caps and
thermal expansion of seawater. This threatens communities, infrastructure, and ecosystems along the
coast.

Biodiversity Loss: Changing climates can disrupt ecosystems and habitats, leading to shifts in
species distribution and increased risks for native wildlife.

Climate Adaptation Strategies: The government is developing strategies to adapt to climate impacts
through improved infrastructure resilience, flood defenses, and sustainable land management
practices.

Investment in Renewable Energy: The UK has made significant strides in transitioning to renewable
energy sources such as wind (both onshore and offshore), solar power, and biomass. This shift aims
to reduce reliance on fossil fuels and lower carbon emissions.

11. BInonaHUTE NOJHBIA MUCHbMEHHBIN MEPEBOJT CO CIIOBAPEM TEKCTA C aHIIMHMCKOIO SI3bIKA Ha
pycckuii (1000-1200 m.3H. 3a 45 MuH.)
The population of the United Kingdom (UK) is a dynamic and diverse entity, reflecting a rich
tapestry of cultures, ethnicities, and histories. As of 2023, the estimated population stands at
approximately 67 million people, making the UK one of the most populous countries in Europe.
Understanding the demographic trends and characteristics of the UK population is essential for
addressing social, economic, and political challenges.
The UK is characterized by its multicultural society. The population includes a wide range of ethnic
groups, with White British being the largest demographic, followed by significant communities of
South Asian, Black, Mixed, and other ethnic backgrounds. Major cities like London, Birmingham,
Manchester, and Leicester are particularly known for their cultural diversity. London alone is home
to over 300 languages spoken by its residents.
The UK has experienced fluctuating population growth rates over the years. Following a period of
steady growth in the early 21st century, recent trends indicate a slowdown in growth due to various
factors such as declining birth rates and changes in immigration patterns. The fertility rate in the UK
has fallen below the replacement level of 2.1 children per woman, leading to concerns about an
aging population.
One of the most significant demographic challenges facing the UK is its aging population. Advances
in healthcare and living standards have contributed to increased life expectancy, which currently
averages around 81 years. As a result, the proportion of older adults (aged 65 and over) is rising
rapidly. This shift presents challenges for healthcare services, pensions, and social care systems as
they adapt to meet the needs of an older demographic.
Migration has played a crucial role in shaping the UK’s population dynamics. Historically a
destination for immigrants seeking better opportunities, recent years have seen changes in migration
patterns due to political events such as Brexit and global crises like the COVID-19 pandemic. While
net migration has fluctuated, it remains a vital component of population growth and contributes to



workforce diversity.
The population of the United Kingdom is characterized by its diversity and complexity. As it
navigates challenges such as an aging demographic and changing migration patterns, understanding
these dynamics will be crucial for shaping effective policies that promote social cohesion and
economic stability. By embracing its multicultural identity while addressing regional disparities and
demographic shifts, the UK can work towards a future that benefits all its residents.

12. BpINONMHUTE MOJHBIA MHCbMEHHBIN NIEPEBOJ] CO CIIOBAPEM TEKCTA C AHINIMKCKOTO A3bIKA Ha
pycckuit (1000-1200 n.3H. 32 45 MuH.)
The economy of the United Kingdom (UK) is one of the largest and most developed in the world,
characterized by a diverse range of industries, a strong services sector, and a significant global
presence. As of 2023, the UK economy is recovering from the impacts of the COVID-19 pandemic
and navigating challenges such as inflation, supply chain disruptions, and geopolitical uncertainties.
The UK economy is primarily service-oriented, with services accounting for approximately 80% of
GDP. Key sectors include finance, healthcare, education, retail, and tourism. London serves as a
global financial hub, hosting numerous banks, investment firms, and insurance companies. The City
of London and Canary Wharf are central to this financial activity, attracting international investment
and talent.
Manufacturing remains an important part of the economy, contributing around 10% to GDP. The UK
has a strong manufacturing base in industries such as aerospace, automotive, pharmaceuticals, and
food production. Despite facing challenges from globalization and competition, British
manufacturers continue to innovate and adapt to changing market demands.
The UK is a significant player in international trade. It exports goods and services worth hundreds of
billions annually, with major trading partners including the European Union (EU), the United States,
China, and Japan. Key exports include machinery, vehicles, pharmaceuticals, and financial services.
Post-Brexit trade dynamics have shifted as the UK navigates new trade agreements outside the EU
framework. The government has sought to establish free trade agreements with various countries to
enhance market access for British businesses.
Despite its strengths, the UK economy faces several challenges:
Inflation: Rising inflation rates have impacted consumer purchasing power and business costs. The
Bank of England has responded with monetary policy adjustments to stabilize prices.
Supply Chain Disruptions: Global supply chain issues have affected various sectors, leading to
delays in production and increased costs for businesses.
Geopolitical Uncertainties: Ongoing geopolitical tensions can influence trade relationships and
economic stability.
The economy of the United Kingdom is marked by its resilience and adaptability in the face of
challenges. With a strong services sector at its core and ongoing efforts towards innovation and
sustainability, the UK continues to play a vital role in the global economic landscape. As it navigates
post-pandemic recovery while addressing inflationary pressures and labor market dynamics, strategic
policies will be essential for fostering growth that benefits all segments of society.

13. BeimosiHUTE MOJIHBIM MUCbMEHHBIN MTEPEBOJ] CO CIOBApPEM TEKCTa C aHINIUMCKOTO S3bIKa Ha
pycckuii (1000-1200 m.3H. 3a 45 MuH.)
London, the capital city of England and the United Kingdom, boasts a rich and diverse history that
spans over two millennia. Its origins can be traced back to the Roman period when it was established
as Londinium around AD 43. The Romans recognized the strategic importance of the River Thames
for trade and transportation, leading to the rapid growth of the settlement. By the end of the first
century, Londinium had developed into a bustling town with a population of around 60, 000,
complete with a forum, basilica, and defensive walls.
Following the decline of Roman rule in the early 5th century, London experienced a period of
instability and fragmentation. The Anglo-Saxons began to settle in the area, and by the 9th century, it
had become an important trading hub known as Lundenwic. However, this prosperity was threatened
by Viking invasions, leading to the establishment of fortified settlements.
The Norman Conquest in 1066 marked a significant turning point in London's history. William the
Conqueror built the Tower of London as a symbol of power and control over the city. The
subsequent centuries saw London grow in importance as a political and economic center. The



establishment of institutions such as Parliament and the Church further solidified its status.
The medieval period was marked by significant events such as the Black Death in 1348, which
decimated London's population but also led to social and economic changes. The city continued to
expand during the Tudor period, becoming a cultural hub under monarchs like Henry VIII and
Elizabeth I.
The Great Fire of London in 1666 was another pivotal moment that reshaped the city. It destroyed
much of medieval London but also provided an opportunity for reconstruction. Sir Christopher Wren
played a crucial role in redesigning St. Paul's Cathedral and other buildings that defined London's
skyline.
The Industrial Revolution in the 18th and 19th centuries transformed London into one of the world's
largest cities. It became a center for finance, trade, and industry, attracting millions from rural areas
and abroad. This rapid urbanization brought challenges such as overcrowding and pollution but also
led to advancements in infrastructure, including railways and public transport.
The 20th century saw London endure two World Wars, which caused significant destruction but also
fostered resilience among its inhabitants. Post-war reconstruction efforts led to modernization while
preserving historical landmarks.
Today, London is a vibrant global city known for its cultural diversity, economic significance, and
historical heritage. From its Roman roots to its status as a modern metropolis, London's history is a
testament to its ability to adapt and thrive through centuries of change.

14. BeimoyiHUTE MOJIHBIM MUCbMEHHBIN MTEPEBOJ] CO CIOBAPEM TEKCTa C aHINIUMCKOTO S3bIKa Ha
pycckuii (1000-1200 m.3H. 3a 45 MuH.)
Moscow, the capital city of Russia, has a rich and complex history that dates back to its founding in
the 12th century. The city was first mentioned in historical records in 1147 when Prince Yuri
Dolgoruky invited other princes to a feast. Initially, Moscow was a small settlement on the banks of
the Moskva River, but its strategic location made it an important center for trade and politics.
In the late 13th century, Moscow began to rise in prominence under the leadership of Prince Ivan I,
also known as Ivan Kalita. He managed to consolidate power and expand the territory, establishing
Moscow as a significant principality. The city became the center of the Russian Orthodox Church
after the fall of Kiev to the Mongols in 1240, further enhancing its influence.
The Mongol invasion in the 13th century led to several decades of domination known as the "Tatar
Yoke." Despite this oppression, Moscow gradually gained strength and autonomy. By the late 15th
century, under Grand Prince Ivan III (Ivan the Great), Moscow successfully overthrew Mongol rule
and expanded its territory significantly. Ivan III also initiated major construction projects, including
the Kremlin's stone walls and towers, which still stand today.
The 16th century saw the rise of Ivan IV (Ivan the Terrible), who was crowned as Russia's first tsar in
1547. His reign marked both expansion and turmoil; while he expanded Russian territory into
Siberia, his later years were characterized by paranoia and violence, leading to a period of instability
after his death in 1584.

The Time of Troubles (1598-1613) followed, marked by political chaos and foreign intervention.
This period ended with the establishment of the Romanov dynasty in 1613, which would rule Russia
for over three centuries. Under Peter the Great in the late 17th and early 18th centuries, Moscow
faced competition from St. Petersburg as a political center but remained culturally significant.

The 19th century brought significant changes with industrialization and social upheaval. The
Decembrist revolt in 1825 highlighted growing discontent among Russian elites. The city also played
a crucial role during events such as Napoleon's invasion in 1812 when much of Moscow was burned
to prevent French forces from using it.

The early 20th century was marked by revolutionary fervor. The Bolshevik Revolution in 1917 led to
significant political changes; Moscow became the capital of Soviet Russia and later the Soviet
Union. Under communist rule, extensive urban development transformed Moscow into a symbol of
Soviet power.

After World War II, Moscow emerged as a global superpower's capital during the Cold War era. The
city continued to grow economically and culturally despite facing challenges such as political
repression.

With the dissolution of the Soviet Union in 1991, Moscow underwent significant transformations as



Russia transitioned towards a market economy. Today, it stands as a vibrant metropolis known for its
rich history, diverse culture, and economic significance on both national and global stages.

15. BeimosiHUTE MOJIHBIM MUCBMEHHBIN TTEPEBOJ] CO CIOBApPEM TEKCTa C aHINIMMCKOTO S3bIKa Ha
pycckuii (1000-1200 m.3H. 3a 45 MuH.)
Three Famous Places in London
London, a city steeped in history and culture, is home to numerous iconic landmarks. Among them,
the Tower of London, Buckingham Palace, and the British Museum stand out as must-visit
destinations that reflect the city’s rich heritage.
1. The Tower of London
The Tower of London, a UNESCO World Heritage Site, is one of the most famous historical
landmarks in the city. Founded by William the Conqueror in 1066, this imposing fortress has served
various roles throughout its history, including royal palace, prison, and treasury. The Tower is
perhaps best known for housing the Crown Jewels, a stunning collection of royal regalia that
includes crowns, scepters, and other ceremonial items. Visitors can explore its medieval architecture,
learn about its storied past through guided tours led by the Yeoman Warders (commonly known as
Beefeaters), and hear tales of intrigue and imprisonment associated with figures like Anne Boleyn
and Sir Thomas More.
2. Buckingham Palace
Buckingham Palace serves as the official residence of the British monarch and is an enduring symbol
of the British monarchy. Originally built in 1703 as a townhouse for the Duke of Buckingham, it
became a royal residence in 1837 when Queen Victoria ascended to the throne. The palace features
775 rooms and is surrounded by beautiful gardens. One of its most popular attractions is the
Changing of the Guard ceremony, which takes place daily during summer and every other day during
winter. Visitors can also tour the State Rooms during certain months when they are open to the
public, offering a glimpse into royal life and opulence.
3. The British Museum
The British Museum is one of the world’s oldest and most comprehensive museums dedicated to
human history and culture. Established in 1753, it houses an extensive collection of over eight
million works from various civilizations across the globe. Highlights include the Rosetta Stone,
which was key to deciphering Egyptian hieroglyphs; the Elgin Marbles from the Parthenon; and
mummies from ancient Egypt. The museum's architecture is equally impressive, featuring a stunning
glass-roofed Great Court that provides a modern contrast to its historic galleries. Admission to the
museum is free, making it accessible to millions who come to explore its vast array of artifacts.

16. BeimosiHUTE MOJIHBIM MUCBMEHHBIN MTEPEBOJ] CO CIOBAPEM TEKCTa C aHINIUMCKOTO S3bIKa Ha
pycckuit (1000-1200 m.3H. 3a 45 MuH.)
The Center of London: A Vibrant Hub of Culture and History
The center of London is a bustling metropolis that serves as the heart of the United Kingdom's
capital. This area is not only a financial powerhouse but also a cultural epicenter, rich in history and
diversity. Spanning several boroughs, including Westminster and the City of London, the central area
is home to iconic landmarks, world-class museums, and vibrant neighborhoods.
One of the most recognizable features of central London is its historic architecture. The Houses of
Parliament, with the iconic Big Ben (now known as the Elizabeth Tower), stands majestically along
the River Thames. This Gothic Revival masterpiece is not only a symbol of British democracy but
also a UNESCO World Heritage Site. Nearby, Westminster Abbey has been the site of royal
ceremonies for centuries, including coronations and weddings, making it a significant religious and
historical landmark.
Just a short walk away lies Trafalgar Square, a lively public space that commemorates Admiral
Nelson’s victory at the Battle of Trafalgar. The square is adorned with the impressive Nelson's
Column and is surrounded by notable institutions such as the National Gallery, which houses an
extensive collection of European paintings. This area often hosts events and gatherings, making it a
focal point for both locals and tourists.
Shopping enthusiasts flock to Oxford Street, one of Europe’s busiest shopping streets, featuring over
300 shops ranging from high-street brands to luxury boutiques. Nearby Regent Street offers a more
upscale shopping experience with its elegant architecture and flagship stores. For those seeking a



more eclectic vibe, Covent Garden provides a mix of shops, street performances, and dining options
in a charming setting.
Cultural experiences abound in central London. The West End is renowned for its theaters
showcasing world-class productions ranging from classic plays to contemporary musicals. Visitors
can enjoy everything from Shakespearean dramas to modern hits like "The Lion King" or
"Hamilton." The area’s vibrant nightlife also includes an array of pubs, bars, and restaurants offering
diverse cuisines from around the globe.
Central London is well-connected by an extensive public transport system that includes buses and
the iconic London Underground (the Tube). This accessibility makes it easy for visitors to explore
various neighborhoods such as Soho, known for its lively atmosphere and nightlife; Chinatown, with
its authentic Asian cuisine; and Southbank, which offers stunning views along the Thames River.
In addition to its historical significance and cultural offerings, central London is also home to green
spaces like Hyde Park and St. James's Park. These parks provide a tranquil escape from the urban
hustle and bustle where visitors can relax or enjoy outdoor activities.
In summary, the center of London is a dynamic blend of history, culture, shopping, and
entertainment. Its iconic landmarks tell stories of Britain’s past while contemporary attractions
reflect its vibrant present. Whether you’re exploring historic sites or indulging in modern
experiences, central London offers something for everyone—a true testament to its status as one of
the world’s great cities.
17. BeInoJIHUTE TOJIHBIM MUCbMEHHBIN MTEPEBOJ] CO CIOBAPEM TEKCTa C aHINIUMCKOTO S3bIKa Ha
pycckuit (1000-1200 m.3H. 3a 45 MuH.)
The center of Moscow is a vibrant and bustling area that serves as the heart of Russia's capital.
Known for its rich history, stunning architecture, and cultural significance, this part of the city
attracts millions of visitors each year. The blend of historical landmarks and modern developments
creates a unique atmosphere that reflects both the past and the present.
At the core of Moscow lies the iconic Red Square, one of the most famous squares in the world. This
UNESCO World Heritage Site is surrounded by remarkable structures, including the colorful St.
Basil's Cathedral with its distinctive onion domes, which has become a symbol of Russia itself. The
square also features the imposing walls of the Kremlin, a fortified complex that serves as the official
residence of the President of Russia. The Kremlin is home to several palaces and cathedrals,
showcasing stunning examples of Russian architecture and art.
Adjacent to Red Square is Lenin's Mausoleum, where visitors can pay their respects to the founder of
the Soviet Union. The mausoleum stands as a reminder of Russia's tumultuous history and its impact
on contemporary society. Nearby, GUM (Glavny Universalny Magazin), a historic department store
with an elegant glass roof, offers a luxurious shopping experience with high-end boutiques and cafes.
Moscow’s central area is also known for its impressive metro system, often referred to as one of the
most beautiful in the world. Many metro stations are adorned with intricate mosaics, chandeliers, and
sculptures that reflect Soviet-era art and design. Stations like Komsomolskaya and Mayakovskaya
are particularly noteworthy for their stunning aesthetics.
Cultural experiences abound in central Moscow. The Bolshoi Theatre is renowned for its ballet and
opera performances, attracting art lovers from around the globe. Just a short walk away lies
Tverskaya Street, one of Moscow’s main thoroughfares lined with shops, restaurants, and theaters.
This bustling street epitomizes modern Moscow while still retaining elements of its historical charm.
For those seeking green spaces amidst the urban landscape, Gorky Park offers a refreshing escape.
This expansive park features walking paths, open-air cafes, and recreational activities such as cycling
and rollerblading. It serves as a popular gathering place for locals and tourists alike.
The center of Moscow is also home to numerous museums that showcase Russian art and history.
The State Tretyakov Gallery houses an extensive collection of Russian fine art from various periods,
while the Pushkin State Museum of Fine Arts features works from European masters.
As night falls, central Moscow transforms into a lively hub filled with nightlife options ranging from
trendy bars to traditional Russian restaurants offering local cuisine. The illuminated skyline adds to
the city’s charm as visitors enjoy evening strolls along the Moskva River or through historic streets.
18. BbInonHUTE MOJHBIA MHCbMEHHBIN NIEPEBOJ] CO CIIOBAPEM TEKCTA C AHINIMKMCKOTO A3bIKA Ha
pycckuit (1000-1200 n.3H. 3a 45 MuH.)



The Moscow Kremlin is one of the most iconic landmarks in Russia and serves as a powerful symbol
of the nation’s history and political authority. Located in the heart of Moscow, this fortified complex
has been the center of Russian power for centuries, housing the offices of the President of Russia and
serving as a UNESCO World Heritage Site.
The Kremlin's history dates back to the 12th century when it was established as a wooden fort. Over
the years, it evolved into a grand stone fortress, with its walls and towers constructed from red brick
in the late 15th century under the direction of Italian architects. The Kremlin's imposing walls stretch
for over two kilometers and are punctuated by 20 towers, each with its own unique design and
historical significance. The most famous of these is the Spasskaya Tower, adorned with a clock that
chimes on the hour and serves as a symbol of Moscow itself.
Within the Kremlin's walls lies a treasure trove of architectural marvels and historical sites. The
Cathedral Square is at its heart, surrounded by three magnificent cathedrals: the Assumption
Cathedral, where Russian tsars were crowned; the Archangel Cathedral, which houses the tombs of
many Russian princes; and the Annunciation Cathedral, known for its stunning frescoes. These
cathedrals showcase exquisite examples of Russian Orthodox architecture and art.
Another significant structure within the Kremlin is the Grand Kremlin Palace, which was built in the
19th century as a residence for Russian tsars. Today, it serves as an official residence for the
President and hosts important state ceremonies. The palace features opulent interiors adorned with
lavish decorations that reflect Russia’s imperial past.
The State Armory Museum (Opyketinas [Tamara) is another highlight within the Kremlin complex. It
houses an impressive collection of royal artifacts, including crowns, thrones, ceremonial weapons,
and carriages used by Russian monarchs. Visitors can explore exhibits that showcase Russia’s rich
cultural heritage and craftsmanship.
The Kremlin is not only a historical site but also an active political center. It has witnessed
significant events throughout Russian history, from grand coronations to pivotal political decisions.
Today, it remains a symbol of national pride and authority.
Surrounding the Kremlin are beautiful gardens and parks that offer stunning views of this historic
site. The Alexander Garden features well-maintained pathways, fountains, and monuments
commemorating key figures in Russian history. Visitors can stroll through these green spaces while
enjoying picturesque views of the Kremlin’s towers.
Access to the Kremlin is available to tourists who wish to explore its rich history firsthand. Guided
tours provide insights into its architectural wonders and historical significance while allowing
visitors to appreciate its beauty up close.

19. BeimosiHUTE MOJIHBIM MUCBMEHHBIN TTEPEBOJ] CO CIOBApPEM TEKCTa C aHINIUMCKOTO S3bIKa Ha
pycckuit (1000-1200 m.3H. 3a 45 MuH.)
The Tower of London, one of the most famous landmarks in England, has a rich and complex history
that spans over 1, 000 years. Founded by William the Conqueror in 1066 as part of the Norman
Conquest, the Tower was originally built to assert his power over the newly acquired territory. The
White Tower, its central structure, is an impressive example of Norman military architecture and
served as a royal palace and fortress.
Throughout its history, the Tower has played various roles: it has been a royal residence, a treasury,
an armory, and even a menagerie. Its strategic location on the banks of the River Thames made it an
essential defensive stronghold for London. The Tower's walls have witnessed numerous significant
events, including royal ceremonies and political intrigue.
One of the most notorious aspects of the Tower's history is its use as a prison. Over the centuries, it
has housed many high-profile prisoners, including Anne Boleyn, Thomas More, and Lady Jane Grey.
The executions that took place within its walls have contributed to its dark reputation. Anne Boleyn
was famously executed on Tower Green in 1536; her ghost is said to haunt the grounds to this day.
The Tudor period marked a significant transformation for the Tower. Under King Henry VIII, it
became a symbol of royal power and authority. The infamous Beefeaters (Yeoman Warders) were
established during this time to guard the Tower and its prisoners. Today, they serve as tour guides
and custodians of its rich history.
In addition to its role as a prison, the Tower has also been a place of great ceremony. It is home to the
Crown Jewels of England, which include some of the most magnificent regalia in the world. These
treasures are displayed in a secure exhibition within the Tower and attract millions of visitors each



year.
The 17th century saw further changes as the Tower's military significance diminished. It became
more associated with ceremonial functions than with defense. However, it remained an important
symbol of monarchy and national identity.
In 1840, Queen Victoria designated the Tower as a historical monument rather than an active fortress
or prison. This shift marked the beginning of its transformation into a major tourist attraction.
Restoration efforts were undertaken to preserve its structures and artifacts for future generations.
Today, the Tower of London is recognized as a UNESCO World Heritage Site and remains one of
London's most visited attractions. Visitors come from around the globe to explore its storied past
through guided tours that reveal tales of intrigue, betrayal, and royal grandeur.
The annual Ceremony of the Keys continues to be performed each night at precisely 9:53 PM—a
tradition that dates back centuries—symbolizing that all gates are locked for security.

20. BpInoaHUTE MOIHBIM MHCbMEHHBIN NIEPEBOJ] CO CIIOBAPEM TEKCTA C AHINIMKMCKOTO A3bIKA Ha
pycckuit (1000-1200 m.3H. 32 45 MuH.)
The British Museum: A Chronicle of Human History
The British Museum, located in the heart of London, is one of the world’s most renowned cultural
institutions, dedicated to human history, art, and culture. Established in 1753, it was founded on the
collections of Sir Hans Sloane, a physician and naturalist who bequeathed his vast array of artifacts
to the nation. The museum opened its doors to the public in 1759, making it one of the first public
museums in the world.
From its inception, the British Museum aimed to make knowledge accessible to all. Its founding
principle was to collect and preserve objects that represented the diversity of human experience. The
museum's original collection included around 71, 000 items, ranging from antiquities to natural
specimens. Over time, this collection has expanded exponentially and now encompasses over eight
million objects.
The museum's architecture is as impressive as its collections. The original building was designed by
Sir Robert Smirke in a neoclassical style and features the iconic Great Court (boxbmioii {Bop),
which was completed in 2000. The Great Court houses the stunning glass-roofed Reading Room and
serves as a central hub for visitors.
One of the most significant aspects of the British Museum is its vast collection of artifacts from
ancient civilizations. Among its most famous exhibits are the Rosetta Stone, which played a crucial
role in deciphering Egyptian hieroglyphs; the Elgin Marbles from the Parthenon in Athens; and an
extensive collection of Egyptian mummies. These items not only showcase artistic achievement but
also provide invaluable insights into ancient cultures.

Throughout its history, the museum has been at the center of debates regarding cultural heritage and
repatriation. Many artifacts were acquired during periods of colonial expansion, leading to ongoing
discussions about their rightful ownership. The museum has faced criticism for holding items that
some argue should be returned to their countries of origin. In response, it has engaged in dialogue
with various nations regarding cultural restitution while emphasizing its role in preserving global
heritage.
The British Museum has also played a significant role in education and research. It offers numerous
programs for schools and communities, aiming to foster understanding and appreciation for world
cultures. Scholars from around the globe utilize its extensive library and archives for research
purposes.
In addition to its permanent collections, the museum hosts temporary exhibitions that explore
specific themes or cultures in greater depth. These exhibitions often draw on loans from other
institutions or private collections, further enriching visitors' experiences.
Today, the British Museum attracts millions of visitors each year from all corners of the globe. It
remains free to enter (though some special exhibitions may charge), reflecting its commitment to
accessibility and public engagement with history and culture.

22. IlpocmotpuTe TeKCT U oTBeThTe Ha Bompoc: Why do we call Russia the largest county in
the world?

Located in the north, west and east latitudes of the Northern Hemisphere, most of Russia is much



closer to the North Pole than to the equator. Individual country comparisons are of little value in
gauging Russia's enormous size and diversity. The country's 17.1 million square kilometers include
one-eighth of the Earth's inhabited land area. Its European portion, which occupies a substantial part
of continental Europe, is home to most of Russia's industrial and agricultural activity and is where,
roughly between the Dnieper River and the Ural Mountains, the Russian Empire took shape. Russia
includes the entire northern portion of Asia.
From west to east, the country stretches from Kaliningrad to Ratmanov Island in the Bering Strait.
This distance is roughly equivalent to the distance from Glasgow, Scotland, to Nome, Alaska. From
north to south, the country ranges from the northern tip of the Russian Arctic islands at Franz Josef
Land to the southern tip of the Republic of Dagestan on the Caspian Sea, spanning about 4, 500
kilometres of extremely varied, often inhospitable terrain.
Extending for 57, 792 kilometres, the Russian border is the world's longest.

23. IlpocmoTpuTe TEKCT M 0TBeThTe Ha Bompoc: Why are there no skyscrapers in Washington,
D.C?
One can hardly find a park, a square or an open area in Washington without a monument or a
memorial. The most impressive and the best-known ones are the Lincoln Memorial and the
Washington Monument. There are some important museums in Washington where you can see all
kinds of things: famous paintings and sculptures, the dresses of President’s wives, the original of the
Declaration of Independence, the largest blue diamond in the world, etc. There are 5 universities in
Washington.
There are no skyscrapers in Washington, because they would hide the city's many monuments from
view. No building in the city may be more than 40 meters tall. Thousands of tourists visit
Washington every day. People from all parts of the United States come to see then- capital.
The Jefferson Memorial was built in memory of the third President of the USA, Thomas Jefferson,
who was also the author of the Declaration of Independence. The memorial is surrounded by
cherry-trees. The Lincoln Memorial devoted to the memory of the 16th President of the US, the
author of the Emancipation Proclamation, which gave freedom to Negro slaves in America.

24. IIpocMoTpHTe TEKCT M OTBeThTE Ha Bompoc: What factors contribute to the air pollution
problem?
Air pollution and climate change.
Problem: Overloading of the atmosphere and of ocean waters with carbon. Atmospheric CO2
absorbs and re-emits infrared-wavelength radiation, leading to warmer air, soils, and ocean surface
waters - which is good: The planet would be frozen solid without this.
Unfortunately, there's now too much carbon in the air. Burning of fossil fuels, deforestation for
agriculture, and industrial activities have pushed up atmospheric CO2 concentrations from 280 parts
per million (ppm) 200 years ago, to about 400 ppm today. That's an unprecedented rise, in both size
and speed. The result: climate disruption.
Carbon overloading is only one form of air pollution caused by burning coal, oil, gas and wood. The
World Health Organization recently estimated that one in nine deaths in 2012 were attributable to
diseases caused by carcinogens and other poisons in polluted air.
Solutions: Replace fossil fuels with renewable energy. Reforestation. Reduce emissions from
agriculture. Change industrial processes.
The good news is that clean energy is abundant - it just needs to be harvested. Many say a 100
percent renewable-energy future is feasible with existing technology now.
But the bad news is that even though renewable energy infrastructure - solar panels, wind turbines,
energy storage and distribution systems - are already widespread, and getting cheaper and more
efficient all the time, experts say we're not applying them quickly enough to prevent catastrophic
climate disruption. Barriers in policy and finance remain to be overcome.

25. IlpocMoTpuTe TEKCT M OTBEeThTe Ha Bompoc: What factors contribute to the pollution
problem?
WE MUST PROTECT OUR ENVIRONMENT
Our country. Our environment. There are many big and small rivers, green forests, high mountains,
lakes and seas in Russia. Our Earth is our home. I think people must take care of our Motherland.
But the problem of pollution now is very important. There are some factors that increase the



problem.

First of all, our plants and factories put their waste materials into water and atmosphere and pollute
the environment. There are many kinds of transport in our cities. We can’t ignore their effect on the
environment, that is why we must pay attention to the protection of our nature and the health of the
people.

Radiation. Now it has become one of the main problems. It is not good for health of people. Many
people died from radiation some years ago in Chernobol. It was a tragedy. The other problem is an
earthquake. We know some terrible earthquakes in Chile, Haiti, Japan. Our scientists try to forecast
earthquakes, then we can protect ourselves from them.

26. IIpocMoTpuTe TEKCT U OTBEeTHTE Ha Bompoc: What are key features of the green economy?

KEY FEATURES OF THE GREEN ECONOMY
Simply put, a green economy is low-carbon, resource efficient, and socially inclusive. Some of it's
key features include:
Abundant opportunities for good green jobs that pay a living wage.
A price on carbon, either through a cap-and-trade program or an economy-wide tax on carbon.
More efficient use of energy and other resources. For example, huge economic and environmental
gains could be made if we had more energy efficient buildings and transportation.
Greater use of renewable resources, like wind and solar, instead of non-renewable resources, such as
coal and oil.
Greener manufacturing which is resource efficient and doesn’t use toxic chemicals
Proper value assigned to natural environments and ecosystems, in recognition of all the services the
environment provides such as carbon sequestration, flood protection, and waste water treatment.
A robust recycling and reuse industry, with minimal waste sent to landfill.

27. IlpocmoTpute TEKCT U OTBEThTe Ha Bompoc: Why is it important to plant and restore
forests?
Deforestation.
Problem: Species-rich wild forests are being destroyed, especially in the tropics, often to make way
for cattle ranching, soybean or palm oil plantations, or other agricultural monocultures.
Today, about 30 percent of the planet's land area is covered by forests - which is about half as much
as before agriculture got started around 11, 000 years ago. About 7.3 million hectares (18 million
acres) of forest are destroyed each year, mostly in the tropics. Tropical forests used to cover about 15
percent of the planet's land area; they're now down to 6 or 7 percent. Much of this remainder has
been degraded by logging or burning.
Not only do natural forests act as biodiversity reserves, they are also carbon sinks, keeping carbon
out of the atmosphere and oceans.
Solutions: Conserve of what's left of natural forests, and restore degraded areas by replanting with
native tree species. This requires strong governance - but many tropical countries are still
developing, with increasing populations, uneven rule-of-law, and widespread cronyism and bribery
when it comes to allocating land use.

28. IIpocMOTpUTE TEKCT M OTBETHTE Ha Bompoc: What is green economy?

WHAT IS THE GREEN ECONOMY?

Today, many people realize that it's not about the environment versus the economy, not a tradeoff
between unemployment and pollution. It's not about picking one or the other.

We cannot choose between the environment and the economy. We need both.

This realization is at the heart of an emerging economic and environmental concept, often termed "
the green economy."

It reflects a growing recognition that, on the one hand, the challenge of sustainability rests almost
entirely in getting the economy right. Putting a price on carbon, valuing natural capital and ending
perverse subsidies, among other things, are all vital to meaningful environmental reform.

And, on the other hand, if we wish to create a sustainable economy, we must pay more attention to
the environment. Against a backdrop of climate change, resource scarcity, the massive loss of
biodiversity and a variety of other environmental issues, business as usual is increasingly risky.

The green economy was initially driven by an environmental imperative, the recognition that climate
change and ecological degradation threaten our future prosperity. But today, it is driven equally by



opportunity, the recognition that a green economy opens up new possibilities for jobs and growth. As
a recent report from the U.N. put it, “the greening of economies is not generally a drag on growth but
rather a new engine of growth...a net generator of decent jobs...”

29. IIpocMoTpuTe TEKCT U OTBEThTE Ha Bompoc: “What are the pivotal moments in the history
of medieval London?
London, the capital city of England and the United Kingdom, boasts a rich and diverse history that
spans over two millennia. Its origins can be traced back to the Roman period when it was established
as Londinium around AD 43. The Romans recognized the strategic importance of the River Thames
for trade and transportation, leading to the rapid growth of the settlement. By the end of the first
century, Londinium had developed into a bustling town with a population of around 60, 000,
complete with a forum, basilica, and defensive walls.
Following the decline of Roman rule in the early 5th century, London experienced a period of
instability and fragmentation. The Anglo-Saxons began to settle in the area, and by the 9th century, it
had become an important trading hub known as Lundenwic. However, this prosperity was threatened
by Viking invasions, leading to the establishment of fortified settlements.
The Norman Conquest in 1066 marked a significant turning point in London's history. William the
Conqueror built the Tower of London as a symbol of power and control over the city. The
subsequent centuries saw London grow in importance as a political and economic center. The
establishment of institutions such as Parliament and the Church further solidified its status.
The medieval period was marked by significant events such as the Black Death in 1348, which
decimated London's population but also led to social and economic changes. The city continued to
expand during the Tudor period, becoming a cultural hub under monarchs like Henry VIII and
Elizabeth I.
The Great Fire of London in 1666 was another pivotal moment that reshaped the city. It destroyed
much of medieval London but also provided an opportunity for reconstruction. Sir Christopher Wren
played a crucial role in redesigning St. Paul's Cathedral and other buildings that defined London's
skyline.
The Industrial Revolution in the 18th and 19th centuries transformed London into one of the world's
largest cities. It became a center for finance, trade, and industry, attracting millions from rural areas
and abroad. This rapid urbanization brought challenges such as overcrowding and pollution but also
led to advancements in infrastructure, including railways and public transport.
The 20th century saw London endure two World Wars, which caused significant destruction but also
fostered resilience among its inhabitants. Post-war reconstruction efforts led to modernization while
preserving historical landmarks.
Today, London is a vibrant global city known for its cultural diversity, economic significance, and
historical heritage. From its Roman roots to its status as a modern metropolis, London's history is a
testament to its ability to adapt and thrive through centuries of change.

30. [IpocMoTpuTe TeKCT U OTBEeTHTE Ha Bompoc: What time does London’s origin trace back?

London's origins trace back to a strategic decision by Roman invaders in 43 AD, when Emperor
Claudius established Londinium as a key military and trading settlement. This foundational period
shaped the city's enduring character through several critical developments:

Roman Establishment (43-60 AD)

* Founded as a river port at the narrowest Thames crossing point

* Initial settlement covered 1.4 km? (modern City of London area)

» Strategic location connected roads to major Roman British towns

Boudican Revolt & Rebuilding (60-120 AD)

* Destroyed in 60 AD by Iceni tribe led by Queen Boudica (koponeBa boamunies), a queen of the
ancient British Iceni tribe (iems unienon), who led a failed uprising against the conquering forces of
the Roman Empire in AD 60 or 61.

» Reconstructed with improved stone defenses and grid-pattern streets

* Built first London Bridge (wooden, near modern bridge location)

Peak Roman Development (2nd-4th Century)

* Became provincial capital of Britannia by 100 AD

* Constructed major infrastructure:



o Basilica (largest north of Alps)
o Amphitheater (discovered under Guildhall)
o 3 km defensive wall (sections still visible)
* Reached population of 30, 000-45, 000
Key Foundations for Future Growth
* Established as England's first international trade hub
* Created enduring street patterns still visible today
* Built original Thames embankments
* Developed as administrative center (traits continuing today)
Decline and Transition (5th Century)
* Roman withdrawal around 410 AD led to urban decline
* Settlement continued at reduced scale (Saxon Lundenwic)
* Original walls maintained through Middle Ages
The Roman foundation established London's lasting advantages: strategic location, commercial
orientation, and administrative importance - qualities that would eventually propel it to global
prominence.
31. IlpocmotpuTte TekeT u 0TBEeTHTE Ha Bompoc: “What are the key economic changes London
has undergone in the 21st Century (2000—Present) ?"
[Ipocmotpute TekcT m orBeThTe Ha Bompoc: “What are the key economic changes London has
undergone in the 21st Century (2000—Present)
London’s Transformation in the 21st Century (2000—Present)
Since 2000, London has undergone dramatic changes, solidifying its status as a global city while
facing new challenges. From urban regeneration to economic shifts, the capital has evolved in
response to globalization, technological advances, and socio-political changes.
1. Urban Regeneration & Architecture
* The Shard (Illapx — Ha3zBanue Hebockpeba BBUIE «ockoika» (2012): Europe’s tallest skyscraper
(310m), symbolizing modern London.
* Olympic Legacy (2012): Stratford’s transformation with Queen Elizabeth Olympic Park and new
neighborhoods.
* Crossrail (Elizabeth Line, 2022): Europe’s largest infrastructure project, improving east-west
transit.
2. Economic Shifts
» Tech Boom: Rise of "Silicon Roundabout" (Old Street) as a rival to California’s tech hubs.
* Brexit Impact: Financial sector adjustments, though London remains Europe’s top financial center.
* Green Economy: Growth in renewable energy startups and low-emission policies (ULEZ
expansion).
3. Cultural & Demographic Changes
* Population Growth: From 7.2 million (2000) to nearly 9 million today.
* Super-Diversity: Over 300 languages spoken; 45% of residents foreign-born.
* Cultural Landmarks: Tate Modern extension (2016), V&A East (2025).
4. Challenges
* Housing Crisis: Soaring prices push residents farther out; "Generation Rent" struggles.
* Climate Resilience: Flood risks (Thames Barrier upgrades) and urban heat island effect.
* Social Inequality: Wealth gaps widen despite economic growth.
The Future of London
32. IIpocmoTpute TEKCT M OTBeThTe Ha Bompoc:  Why are smart homes and low-power
devices considered to be key solutions for sustainable living? *
Smart Homes and Low-Power Devices: Green Technology for Sustainable Living
As energy demands rise and environmental concerns grow, smart homes and low-power devices are
emerging as key solutions for sustainable living. By integrating energy-efficient technologies with
automation, modern households can significantly reduce electricity consumption, minimize waste,
and lower carbon footprints.
Smart homes use [oT (Internet of Things) devices to optimize energy usage by:
» Automated lighting systems (e.g., motion sensors, smart bulbs like Philips Hue) that turn off when



not needed.
* Smart thermostats (e.g., Nest, Ecobee) that learn user habits and adjust heating/cooling to save
energy.
* Energy monitoring systems that track real-time electricity usage and suggest optimizations.
Low-Power Devices: Reducing Energy Waste
Advances in semiconductor technology have led to ultra-efficient electronics:
» Low-power processors (e.g2., ARM Cortex-M for [oT) that extend battery life in smart sensors.
» Energy Star-certified appliances (refrigerators, washing machines) that consume 10-50% less
power.
* Solar-powered smart gadgets (e.g., smart blinds, outdoor cameras) that rely on renewable energy.
Green Technology in Smart Homes
1. Energy Storage & Renewable Integration
o Home battery systems (e.g., Tesla Powerwall) store solar energy for nighttime use.
o Smart inverters optimize solar panel output, feeding excess power back to the grid.
2. Al-Driven Energy Management
o Al algorithms predict usage patterns and shift high-power tasks (e.g., EV charging) to off-peak
hours.
3. E-Waste Reduction
0 Modular smart devices (e.g., Framework Laptop) allow easy upgrades, reducing electronic waste.
o Companies like Apple use recycled materials in products like HomePod.
Smart homes and low-power devices exemplify how green technology can merge sustainability with
convenience. By adopting these solutions, households can cut energy bills, reduce reliance on fossil
fuels, and contribute to a zero-waste future.
33. IlpocmoTpuTe TEKCT U OTBETHTE Ha Bompoc: “ How does the Gulf Stream work”
The Gulf Stream's Vital Role in Europe's Climate
The Gulf Stream is a powerful Atlantic Ocean current that transports warm water from the Gulf of
Mexico to Northwestern Europe. This "heat conveyor belt" is responsible for Europe's unusually
mild climate given its high latitudes, making winters in London warmer than those in Newfoundland
at the same latitude.
How the Gulf Stream Works
1. Current Mechanics:
o Begins in the Gulf of Mexico (water heated to 30°C)
o Flows northeast at 2-5 mph (100x Amazon River volume)
o Cools near Greenland, sinks, and returns south (AMOC circulation)
2. Heat Transfer:
o Releases heat equivalent to 1.5 million nuclear power plants
o Raises European temperatures by 5-10°C in winter
Europe's Climate Dependence
Temperature Regulation:
» UK/Ireland: 10°C warmer than same-latitude Canada
* Norway: Coastal ports remain ice-free year-round
* France: Enables wine-growing at 48°N (parallel to Canada's cold Newfoundland)
Precipitation Patterns:
* Brings moisture for Western Europe's rainfall
* Supports agriculture from Ireland to Ukraine
Climate Change Threats
1. AMOC Weakening:
0 15% slowdown since 1950 (IPCC data)
o Melting Greenland ice dilutes salty water, disrupting sinking mechanism
2. Potential Collapse:
o Could lower European temperatures by 3-5°C
o0 May increase storms and shift rain belts southward
Economic and Ecological Impacts
1. Agriculture:
o UK growing seasons could shorten by 30 days



o Mediterranean drought intensification
2. Energy:

o Increased winter heating demands

o Reduced hydropower in Scandinavia
3. Ecosystems:

o North Sea fisheries disruption

o Boreal forest migration

Monitoring and Solutions

34. IIpocmoTtpuTe TEKCT U 0TBeTHhTE Ha Bompoc: “What is the history of the Union Jack*

The flag of the UK is known as the Union Jack. It has its history. It all began in 1603 when Scotland
was joined to England and Wales. The flag is made up of 3 crosses. The upright cross is the Cross of
St. Jeorge the patron saint of England. The white diagonal cross is the cross of St. Andrew, the
patron saint of Scotland. The red diagonal cross is the cross is the cross of St. Patrick, the patron
saint of Ireland. All of them are on the blue background. The national anthem is . The national
currency is pound. Geographically the island of Great Britain is subdivided into 2 main regions:
Lowland Britain and Highland Britain. Lowland Britain comprises southern and eastern England.
Highland Britain consists of Scotland, most of Wales, the Pennines (or the Pennine Chain) and the
Lake District. The highest mountain top is Ben Nevis in Scotland. The chief rivers of Great Britain
are: the Severn, separating England and Wales, the Thames (the longest and the deepest one). The
swiftest flowing river is the Spray. Also the Tweed is famous (the woolen fabric is made here). Every
country in the UK has its own national emblem. The red rose is the national emblem of England, the
thistle is the national emblem of Scotland, the daffodils and the leek are the emblems of Wales, and
the shamrock (a kind of clover) is the emblem of Ireland.

35. IlpocMmoTpuTe TEKCT U OTBEThTE Ha Bompoc: “ What are the functions of the monarch in
the United Kingdom? *
The United Kingdom is a constitutional monarchy. It has a monarch - a King or a Queen. The present
British monarch is Queen Elizabeth the Second. She become Queen in 1952. The monarch has little
power and can reign with the support of Parliament. British Parliament is the legislative body at the
country. It consists of two Houses. The House of Commons and House of Lords. Parliament and the
monarch have different roles in the Government of the country. In reality, the House of Commons
has truth power. It introduces new bills. Then they go to the House of Lords for approval. The
functions of the Queen are: to open the sessions of the Parliament, to head the commonwealth, to be
Commander-in-Chief, to declare the war, to make peace. The house of commons is made up of 650
elected knows of members of parliament. The party which has the majority of suits in the
Government and its leader usually becomes prime minister. The prime minister forms his or her
Cabinet Ministers. The chairman of the House of Commons is the Speaker. The chairman of the
House of Lords is the Lord Chancellor. He sits on a special place, which is called the woolsack. It
means that wool made England rich. The members of the House of Lords are not elected, there are
live peers. There are several political parties in Great Britain. They are the Conservative, the Liberal,
the Labor, the Social Democratic and the Communist parties. Prime minister of the country Boris
Johnson is leader of the Conservative Party.

36. IIpocmoTpuTe TEeKCT W OTBeThTE Ha Bompoc: ¢ What natural resources is the Siberian
region rich in?”
Siberia, in the north of Russia, is one of the coldest, harshest places on earth. Famed for its
inhospitable climate, it is also mineral-wealthy and unexploited — a true frontier region. Although it
has attracted mining companies for decades, the challenging landscape and conditions have meant
they have only just begun to scratch the surface of the area’s potential.
This could now be changing; as climate change leads to warmer temperatures, ice and permafrost are
melting and potentially easing the mining process. The mining sector is the second biggest
contributor to GDP in Russia, and is expected to continue to play an important role in its economy.
Mining in Siberia grew exponentially during the 20th century, as successive governments and leaders
sought to take advantage of it. “The Siberian region is rich in minerals including coal, gold, diamond
and iron ore, ” says Globaldata analyst Alok Shukla. “Coal is largely extracted from Kemerovo,
Krasnoyarsk Krai, Sakha (Yakutia), Republic of Khakassia, and Irkutsk Oblast. Gold originates



mainly from Krasnoyarsk Krai and Irkutsk Oblast.”
Russia is responsible for 7% of global aluminium production, and 95% of this takes place in Siberia.
It 1s home to Russia’s largest coal mine, the Arshanovsky pit in the Khakassia Republic which
opened in 2015. When at full capacity it is expected to produce 10 million tonnes of coal, and there
are already plans to expand it further. Siberia and the Far East also hold 84% of Russia’s known gold
reserves.
But much remains unexplored or inaccessible in Siberia still, leaving the true mineral wealth of the
region uncertain. In 2016, a mineral was discovered in Siberia unlike any ever found naturally
occurring on earth. Instead it appears to be similar to lab-grown metal-organic frameworks. Such
discoveries highlight the potential of a region so long hidden under ice and thick forests.

37. IlpocmoTpuTe TEKCT M OTBeThbTe Ha Bompoc: “What are the consequences of global
warming”’
In recent years, climate change has been a much talked about issue, with many debates over its
possible impact on the world, and some even going so far as to question its very existence. However,
with the undeniable increase in greenhouse emissions on Earth, there can be no doubt that the earth
is becoming warmer.
So what exactly does this mean for the future of our planet? In chilly places like the UK, we may
think to ourselves: ‘Finally, warmer weather!” But global warming will in fact cause extreme weather
conditions, meaning that our winters would be even colder than they are now. More than that,
warmer temperatures will lead to the melting of ice in the north and south poles, which in turn will
lead to rising sea levels across the globe. This is particularly troubling for low coastal regions such as
Florida in the USA which would be among the first to be flooded, along with many islands around
the world, including the United Kingdom. In 1000 years or so, all these places and more will be
submerged underwater.
So where will be able to live? Unless we can find a way to evolve into mermaids and mermen, which
doesn’t look promising, the only solution is to move elsewhere. There will be little choice left once a
large proportion of the land is lost to the sea, and other remaining places will be so hot that they will
be absolutely impossible to survive in. It is possible, then, that the once frozen poles of the Arctic
and Antarctica will be suitable enough to live in, having melted its ice and warmed up.
It’s a scary thought to imagine such devastation on Earth. Perhaps if people start to realize how their
actions now can have such a profound impact on future generations, they will change their attitude
and start to think more about caring for the environment, in order to save it.

38. IlpocMoTpuTe TEKCT U 0TBETHTE Ha Bompoc: “What is the weather like in Wales in autumn
and winter?*
Inland Weather in Wales
The higher you get in Wales, the colder and wetter it gets. And as you move away from the coasts,
Wales is quilted with river valleys separated by increasingly higher hills. The Brecon Beacons in
south Wales, are softly rolling but enormous, windswept hills where winter temperatures below
freezing and snowfalls are not uncommon. Further north, in the inland mountains of Snowdonia
National Park, heavy precipitation can be extreme. One mountain peak, Crib Goch, may be the
wettest place in the entire country with an astonishing 176 inches of rainfall annually.2 And on the
highest peaks, it snows a great deal.
Mount Snowdon, at 3, 560 feet and the highest U.K. mountain south of Scotland, can experience
snowfall from October to May.
Snowfall at lower altitudes is rare, with an average of only 10 days a year with snow lying on the
ground in the south and west Wales. On the other hand, the mountains of Snowdonia average 30 days
a year with snowfall lying on the ground.
Autumn and Winter in Wales
In September, temperatures linger in the 60s but fall away rapidly through October and November
into the high 40s. January and February are the coldest months with temperatures hovering around
freezing or slightly above in higher areas and in the high 40s along the coast. Temperatures at night
are usually 10 to as much as 15 degrees Fahrenheit colder depending on where you are in the
country.
October through January are the wettest months. Rain tends to fall in short, sharp and very heavy



showers. November is particularly squally with rain accompanied by gusty winds.

39. IIpocMmotpute TekcT U oTBeThTEe Ha Bompoc: “Why is Scotland is the land of myths and
mysteries? “
Scotland is a country in the north of Great Britain. It is a part of the United Kingdom. Scotland is
divided into three natural regions: the Southern Uplands, the Central Lowlands and the Highlands
and islands. A lot of places in Scotland are a natural paradise, still untouched by man.
The capital of Scotland is Edinburgh, well known for its castle. Glasgow is the industrial capital of
Scotland. It is the third largest city in Great Britain. The typical products of Scotland are timber,
whisky, salmon. Golf is the Scottish natural sport and it seems to have originated in this country.
Scotland is also the land of myths and mysteries; every castle has its ghost. Glamis Castle is said to
have nine of them. And of course everyone knows about the Loch Ness Monster. 'Nessie" is said to
be about six meters long, with a long, thin neck. The first report of the monster in Loch Ness was in
565 A.D. Since 1934, thousands of people claimed to they had seen the monster. Scientists have
investigated the Loch and taken pictures but no scientific explanation of the mystery has been given.
Scotland is the north part of Great Britain. Five million people live in Scotland. Edinburgh is the
capital of Scotland.

40. TIpocMoTpuTe TEKCT U OTBEeTHTe Ha Bompoc: “What is the London Eye?*
The London Eye, or the Millennium Wheel, is a cantilevered observation wheel on the South Bank
of the River Thames in London. It is Europe's tallest cantilevered observation wheel, and is the most
popular paid tourist attraction in the United Kingdom with over 3 million visitors annually. It has
made many appearances in popular culture.
The structure is 135 metres (443 ft) tall and the wheel has a diameter of 120 metres (394 ft). When it
opened to the public in 2000 it was the world's tallest Ferris wheel. Its height was surpassed by the
167 metres (548 ft) High Roller (Las Vegas) in 2014. Supported by an A-frame on one side only,
unlike the taller Nanchang and Singapore wheels, the Eye is described by its operators as "the
world's tallest cantilevered observation wheel".
The London Eye used to offer the highest public viewing point in London until it was superseded by
the 245-metre-high (804 ft) observation deck on the 72nd floor of The Shard, which opened to the
public on 1 February 2013.
In March 2020, the London Eye celebrated its 20th birthday by turning several of its pods into
experiences themed around London, in partnership with its sponsor lastminute.com. The special
experiences included a pub in a capsule, a west end theatre pod and a garden party with flower
arrangements to represent the eight London Royal parks.

41. OTBeThTE HA BOMPOC:
What places of interest are there in London?

42. OTBeThTE HA BOMPOC:
What can you say about the system of higher education in Russia?

43. OTBeThTE HA BOMNPOC:
Does Russia have a borderline with the USA?

44. OTBeThTE HA BOMIPOC:
What is the longest river in the European part of Russia? What can you say about it?

45. OTBeThTE HA BOMPOC:
What do you know about climate in England?

46. OTBETHTE HA BOMPOC:
In what wat have computers changed our life?

47. OTBeThTE HA BOMPOC:
What do you know about theaters in Moscow?

48. OTBeThTE HA BOMPOC:
“How do you feel about artificial intelligence like Siri and Alexa?”

49. OTBeThTE HA BOMIPOC:
“How have technological advances affected communication ?”

50. OTBeThTE HaA BOIPOC:



“How have technological advances affected education?”
51. OTBeTbTE HA BONPOC:
“ What do you think is the biggest advantage of modern technology?”
52. OTBeTHTE Ha BOMIPOC:
“Is there a tech product you want these days? What is it? How will it make your life better?”
53. OTBeTbTE HA BOMNPOC:
“ How has technology impacted our work, studies and career?”
54. OTBeTHTE HA BOIIPOC:
“What do you think is the most important breakthrough in history ?”
55. OTBeTbTE HA BOIPOC:
“What industrial applications of electricity do you know ?”
56. OTBeTHTE HA BOIPOC:
“What makes it possible to eliminate air and water pollution?”
57. OTBeTHTE HA BOIPOC:
“What actions are necessary to take to deal successfully with the problem of protecting the
environment throughout the world ?”
58. OTBeTHTE Ha BOINPOC:
“What interesting facts do you know about the University of Cambridge?”’
59. OTBeTHTE HaA BONPOC:
“What sights are there in London ?”
60. OTBeTHTE HA BOIPOC:
“What are you favorite places of interest in Moscow ?”
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1. Translate the text. (1800 printed characters; time — 45 min.)

Engineering Geodetic Support: The Critical Pre-Construction Phase

Definition: Engineering Geodetic Support (EGS) is the systematic application of precise geodetic
and surveying techniques throughout the lifecycle of engineering projects. Its primary goal is to
ensure the spatial accuracy, safety, quality, and compliance of constructed objects and infrastructure,
from initial planning through construction, operation, and monitoring.

The pre-construction phase of Engineering Geodetic Support (EGS) constitutes the indispensable
foundation upon which the entire success, safety, and precision of any major construction project
rests. It encompasses a meticulously planned and executed series of geodetic and surveying activities
designed to transform abstract design concepts into a spatially accurate and physically actionable
reality on the ground. This phase is not merely preparatory; it is the bedrock of spatial control, risk
mitigation, and informed decision-making for all subsequent construction stages.

The primary objective of pre-construction EGS is the establishment of a high-precision, reliable, and
project-specific geodetic control network. This network serves as the absolute spatial reference
framework for all project activities. Establishing this control begins with extensive reconnaissance to
identify optimal locations for permanent and temporary control points, considering factors like
inter-visibility, stability, security, and avoidance of construction activity impacts. Utilizing advanced
Global Navigation Satellite Systems (GNSS), including GPS, GLONASS, Galileo, and BeiDou, in
static or real-time kinematic (RTK) modes, surveyors determine the precise three-dimensional
coordinates (latitude, longitude, elevation) of these primary control points with millimeter to
centimeter-level accuracy relative to national or project-specific datums. This network is densified
and extended across the site using high-precision total stations through traversing and triangulation
techniques, ensuring consistent accuracy is available wherever layout or verification is needed.
Concurrently, a comprehensive topographic survey is conducted. This involves the detailed mapping
of the existing natural and man-made features within and surrounding the project site. Using a
combination of GNSS, robotic total stations, terrestrial laser scanning (LiDAR), and increasingly,



Unmanned Aerial Vehicles (UAVs or drones) equipped with photogrammetric or LiDAR payloads,
surveyors capture millions of data points representing the terrain, vegetation, existing structures,
utilities, roads, water bodies, and other relevant features. This massive dataset is processed to
generate highly accurate digital terrain models (DTMs), digital surface models (DSMs), contour
maps, and detailed site plans. These deliverables provide the essential "as-is" reality against which
engineers design the future "to-be" facility, enabling accurate earthwork volume calculations,
optimal site planning, identification of potential conflicts or hazards, and environmental impact
assessment.

A crucial component often falling under pre-construction EGS is engineering preparation of the
territory. This involves the geodetic stakeout and control of significant earthmoving operations.
Based on the design grading plans, surveyors precisely mark the limits of clearing and grubbing,
locations for cut and fill, proposed slopes, and drainage channels. They establish temporary
benchmarks and grids specifically for earthwork contractors. Crucially, geodetic personnel perform
regular monitoring and volume calculations during mass earthworks, verifying that the site is being
shaped according to design specifications and providing data for progress payments. This ensures the
site is physically prepared for the commencement of structural construction.

Finally, the initial layout or stakeout work marks the tangible transition from design to physical
implementation. Using the established control network and design coordinates, surveyors precisely
position and mark the fundamental alignment elements of the project on the ground. This includes
the primary project axes, building or structure centerlines, baseline grids, major road alignments, key
foundation points, pile locations, and primary elevation benchmarks. This initial stakeout provides
the essential spatial skeleton that guides all subsequent detailed construction activities, ensuring that
the project begins with the correct orientation, position, and scale. The accuracy achieved in this
pre-construction phase directly dictates the feasibility, cost-efficiency, and safety of the entire
construction process, preventing costly errors, rework, and potential structural failures downstream.
It is the geodetic blueprint that transforms engineering vision into buildable reality.

2. Translate the text. (1800 printed characters; time — 45 min.)

Topographic Survey: Capturing the Existing Landscape for Engineering Success

A topographic survey is the fundamental geospatial process of meticulously measuring and mapping
the three-dimensional configuration of a specific area of the Earth's surface, encompassing both its
natural terrain and the built environment. Its paramount objective is to create an accurate, detailed,
and reliable representation of the "as-is" conditions existing before any design or construction
activities commence. This critical dataset forms the indispensable spatial foundation upon which
engineers, architects, and planners base their designs, perform analyses, calculate volumes, and make
informed decisions, directly influencing project feasibility, cost estimation, and execution strategy.
The accurate capture of existing conditions relies on a sophisticated arsenal of geodetic instruments
and methodologies, each chosen for its specific strengths in terms of precision, efficiency, coverage,
and suitability to the site's characteristics. Global Navigation Satellite Systems (GNSS), utilizing
constellations like GPS, GLONASS, Galileo, and BeiDou, provide highly efficient and accurate
positioning across vast areas. Real-Time Kinematic (RTK) and Network RTK (NRTK) techniques
enable surveyors to establish control points and collect feature positions in real-time with
centimeter-level accuracy, even in relatively open terrain. GNSS is particularly invaluable for
establishing the primary project control network and capturing scattered features like trees,
manholes, or property corners over large sites. Robotic Total Stations (TS) offer unparalleled angular
and distance measurement precision for detailed surveys. Operated by a single person, these
instruments automatically track a prism, allowing for rapid collection of dense point data for intricate
features like building facades, complex structures, curb lines, and precise spot elevations. Total
stations excel in areas with limited satellite visibility (urban canyons, dense forests) or where the
highest local accuracy is required for critical infrastructure tie-ins.

Terrestrial Laser Scanning (LiDAR) represents a revolutionary leap in data capture density and
speed. A scanner rapidly emits millions of laser pulses, measuring distances to create a highly
detailed "point cloud" — a massive 3D dataset representing the exact shape and position of everything
within its line of sight. This method is exceptionally powerful for capturing complex structures
(bridges, industrial plants), irregular terrain features, congested sites, and creating accurate as-built
records of existing facilities. It provides an unparalleled level of detail for clash detection and



volumetric calculations. Unmanned Aerial Vehicles (UAVs or drones), equipped with high-resolution
cameras (for photogrammetry) or increasingly, lightweight LiDAR sensors, offer a transformative
perspective. Flying systematic patterns over the site, they capture hundreds or thousands of
overlapping aerial images. Through sophisticated photogrammetric processing (Structure from
Motion - SfM algorithms), these images are transformed into detailed orthophotos (geometrically
corrected aerial maps) and dense 3D point clouds. UAV LiDAR directly captures elevation data
through vegetation canopy. Drones provide rapid, safe, and cost-effective coverage of large,
inaccessible, or hazardous areas (steep slopes, quarries, pipeline corridors), delivering vast amounts
of topographic data efficiently.

The culmination of the topographic survey process is the generation of essential deliverables that
translate raw measurements into usable engineering intelligence. The Digital Terrain Model (DTM)
is arguably the most crucial output. It represents the bare earth surface, meticulously stripped of all
above-ground features like vegetation, buildings, and infrastructure. Generated by filtering point
cloud or survey data, the DTM is typically a triangulated irregular network (TIN) or a grid of
elevation points. It is the fundamental surface used for earthwork volume calculations, hydrological
modeling, slope stability analysis, and designing foundations and grading plans. Complementing the
DTM, the Digital Surface Model (DSM) captures the topmost surface visible from above, including
trees, buildings, vehicles, and other above-ground features. It is vital for visibility studies,
line-of-sight analysis, 3D visualization, and initial solar potential assessments. Traditional contour
lines, connecting points of equal elevation, remain a highly intuitive and widely used deliverable.
Generated from the DTM, contour maps provide a clear visual representation of the terrain's shape,
slope steepness, and drainage patterns, essential for site planning and preliminary design reviews.
Finally, comprehensive topographic plans integrate all captured data. These detailed maps, usually
CAD or GIS-based, depict the DTM/contours alongside all surveyed natural and man-made features
(buildings, roads, utilities, fences, water bodies, vegetation boundaries), often overlaid on an
orthophoto base map. These plans are the primary reference documents for detailed engineering
design, permitting, and construction planning, providing the definitive snapshot of pre-project site
conditions.

3. Translate the text. (1800 printed characters; time — 45 min.)

Engineering preparation surveys

Engineering preparation surveys are a critical component of project development, especially in
large-scale construction, infrastructure, or industrial projects. They serve as a foundational step to
ensure that all engineering considerations are thoroughly addressed before commencing detailed
design and construction activities.

These surveys involve comprehensive assessments of the site and surrounding environment to gather
vital data that influence engineering decisions. This includes topographical surveys to understand the
terrain and landscape features, geotechnical investigations to evaluate soil and rock properties, and
environmental surveys to identify potential ecological impacts. Additionally, utility surveys may be
conducted to map existing infrastructure such as water, sewer, electrical, and communication lines,
ensuring that future developments do not interfere with existing services.

The purpose of conducting these surveys is to identify potential challenges early in the project
lifecycle. By understanding the site's physical and environmental conditions, engineers can develop
more accurate designs, estimate costs more precisely, and plan construction methodologies
effectively. This proactive approach minimizes risks associated with unforeseen site conditions,
reduces delays, and helps in achieving project safety and sustainability goals.

Furthermore, engineering preparation surveys facilitate compliance with regulatory requirements and
environmental standards. They provide the necessary data to obtain permits and approvals, ensuring
that the project aligns with legal and environmental frameworks. The insights gained from these
surveys also enable engineers to optimize design solutions, such as adjusting foundation types based
on soil stability or modifying layout plans to mitigate environmental impacts.

In summary, engineering preparation surveys are indispensable for laying the groundwork for
successful project execution. They encompass detailed investigations into the physical, geological,
and environmental aspects of the site, providing engineers with the critical information needed to
design safe, efficient, and compliant infrastructure. Proper execution of these surveys ultimately
contributes to cost savings, risk mitigation, and the overall sustainability of the project.



4. Translate the text. (1800 printed characters; time — 45 min.)

Geodetic Stakeout for Site Preparation: Enabling Precision in Clearing and Earthworks

The initial transformation of a raw site into a construction-ready platform hinges critically on precise
geodetic stakeout and control, specifically targeting site clearing and mass earthworks operations.
This phase, executed during pre-construction and early construction, translates complex grading and
erosion control plans into tangible markers on the ground, guiding heavy machinery and enabling
rigorous verification. It is a fundamental process ensuring the site is shaped according to design
intent, laying the literal groundwork for all subsequent structural activities.

The first crucial task is the stakeout for site clearing and grubbing. Based on the project's site
development plan and environmental permits, surveyors meticulously mark the boundaries of areas
designated for vegetation removal, habitat protection zones, and any existing structures slated for
demolition. This involves establishing clear, unambiguous lines on the terrain. Typically, this is
achieved by setting a series of closely spaced stakes or brightly colored flags along the defined
perimeter. Robust wooden hubs or durable plastic markers are often used at key turning points and
intersections. Accompanying these physical markers are detailed alignment sheets provided to the
earthwork contractor, clearly indicating coordinates, offsets, and the required clearance width. This
precision prevents unauthorized encroachment into protected areas, minimizes unnecessary
environmental disturbance, and ensures only the exact footprint required for construction is cleared,
optimizing both cost and ecological compliance.

Simultaneously, geodetic teams establish the essential horizontal and vertical control framework
specifically tailored for earthmoving operations. This involves setting a dense network of temporary
benchmarks (TBM) across the site, strategically located for easy access by equipment operators and
surveyors, yet placed outside active work zones to avoid destruction. These TBMs provide reliable
elevation references. Additionally, a simplified but robust horizontal grid or alignment system is
often established, tied directly to the project's primary control network. This localized grid simplifies
communication and layout for the earthwork crew, allowing them to quickly reference stakes
defining cut/fill slopes, drainage swales, and temporary access roads. The stability and accuracy of
this temporary control system are paramount, as it forms the basis for all subsequent measurements
and machine guidance during the earthworks phase.

The core of geodetic support for mass earthworks lies in staking the design landform. This involves
marking the critical lines and points that define the final designed grades and slopes. Surveyors
precisely position and mark:

Limit of Work Lines: Defining the overall extents of excavation and embankment areas.

Catch Points / Slope Stakes: Placed along proposed cut and fill slopes. These stakes are clearly
labeled with essential information: the station (location along the alignment), the offset distance from
a baseline, the existing ground elevation, the design elevation at that specific point, and crucially, the
"cut" or "fill" depth required (e.g., "C 2.15m" or "F 1.80m"). This tells equipment operators exactly
how much material to remove or add at that precise location to achieve the design slope.

Toe of Slope and Top of Slope Lines: Clearly marking where slopes begin and end.

Drainage Features: Staking the centerlines, flowlines, and top edges of ditches, swales, culverts, and
sediment basins.

Borrow Areas and Stockpiles: Defining locations for material extraction and temporary storage,
including volume control markers.

Temporary Access Roads: Ensuring safe and efficient movement of machinery across the site.
Beyond initial staking, ongoing volume calculation and control are vital geodetic functions. Before
major earthmoving begins, an accurate pre-construction topographic survey provides the baseline
surface model (DTM). As work progresses, surveyors conduct periodic topographic surveys —
increasingly using drones (UAVs) for rapid and extensive coverage — to capture the current ground
surface. Comparing the current DTM to the pre-construction DTM and the final design DTM allows
for precise calculation of cut and fill volumes moved during specific periods. This data is essential
for several reasons: Progress Tracking: Quantifying work completed against the project schedule.
Payment Certification: Providing objective measurements for contractor payments based on actual
quantities of material moved. Design Verification: Identifying any significant deviations from the
planned grades early, allowing for corrective action before they become costly problems. Balance
Analysis: Determining if sufficient suitable material is being generated from cuts to meet the needs



of fills, or if import/export is required. This continuous feedback loop, driven by accurate geodetic
measurement, ensures the earthwork phase stays on budget, on schedule, and crucially, achieves the
design surface accuracy necessary for the safe and proper construction of foundations, slabs,
pavements, and underground utilities.

5. Translate the text. (1800 printed characters; time — 45 min.)
As-built surveys
An As-built survey is a detailed documentation process that captures the exact positions, dimensions,
and features of a constructed project once it is completed. Its primary purpose is to provide an
accurate record of the as-constructed conditions, reflecting any deviations or modifications from the
original design plans. This information is crucial for future maintenance, repairs, renovations, or
legal documentation, ensuring that stakeholders have a precise understanding of the existing
infrastructure.
The methods employed in conducting an As-built survey vary depending on the project scope and
complexity. Traditional approaches often involve manual measurements using tape measures, levels,
and theodolites to gather data on key features and boundaries. In recent years, technological
advancements have led to the adoption of more sophisticated techniques such as terrestrial laser
scanning (TLS), photogrammetry, and drone-based aerial surveys. These methods can quickly
capture large and complex areas with high precision, reducing the time and labor involved.
The equipment used in As-built surveys encompasses a range of tools, including total stations, laser
scanners, GPS receivers, digital cameras, and drones equipped with high-resolution cameras and
LiDAR sensors. Total stations allow for precise angular and distance measurements, essential for
detailed point cloud generation and feature positioning. Laser scanners produce dense point clouds
that represent the surveyed environment in three dimensions, enabling detailed modeling of
structures and terrain. GPS receivers are used for georeferencing the survey data, especially in large
outdoor projects, while drones facilitate rapid data collection over inaccessible or expansive areas.
In summary, As-built surveys are vital for accurately capturing the final constructed conditions of a
project, employing advanced measurement techniques and equipment to ensure high precision and
comprehensive documentation. They support effective project management, facilitate future
modifications, and serve as legal records of the constructed infrastructure.

6. Translate the text. (1800 printed characters; time — 45 min.)
Geometric control: Verifying alignment, elevation, verticality, and dimensions of built elements
Geometric control is a fundamental aspect of construction and architectural verification that ensures
built elements conform accurately to design specifications. It involves a comprehensive process of
verifying the precise alignment, elevation, verticality, and dimensions of various structural and
architectural components to guarantee the integrity, safety, and aesthetic quality of a construction
project.
The process begins with establishing a reliable reference framework, often through the use of control
points and benchmarks that are accurately positioned and measured on-site. These control points
serve as the foundational coordinates from which the entire building or structure is measured and
monitored. Using sophisticated surveying tools such as total stations, laser scanners, and GPS
devices, engineers and surveyors meticulously measure the positions of key elements relative to
these control points.
Verifying alignment involves checking that walls, beams, columns, and other structural elements run
true to their intended paths. This ensures that elements are straight and follow the designed axes,
which is crucial for the structural stability and the proper functioning of the building. Elevation
verification confirms that each element is positioned at the correct height, maintaining consistent
levels throughout the structure. This is vital for aspects such as floor heights, ceiling levels, and the
placement of windows and doors, all of which must align precisely to facilitate seamless
construction and functional use.
Verticality verification ensures that columns, walls, and other load-bearing elements are perfectly
upright, preventing structural issues such as leaning or buckling. Achieving verticality typically
involves using plumb lines, laser plummets, or electronic inclinometers to detect deviations from the
true vertical. Dimensions verification, on the other hand, involves measuring the sizes, distances, and
angles of built elements to confirm they match the detailed drawings and specifications. This



includes checking lengths, widths, depths, and inter-element distances, and is often carried out with
tape measures, calipers, or laser distance meters.
Throughout this process, any discrepancies or deviations identified are documented and addressed
promptly. Corrections may involve re-aligning elements, adjusting elevations, or making precise
modifications to ensure compliance with the design intent. This rigorous verification process not
only helps in maintaining the quality and safety standards but also minimizes costly rework and
delays during construction.
In essence, geometric control acts as a quality assurance mechanism that bridges the gap between the
design and the constructed reality. It ensures that every component of the built environment aligns
perfectly with the original plans, preserving the integrity of the architectural vision and contributing
to the durability and aesthetic appeal of the final structure.

7. Translate the text. (1800 printed characters; time — 45 min.)

Construction phase: Volume calculations: Monitoring earthworks, materials (e.g., concrete)
Engineering Geodetic Support (EGS) is the systematic application of precise geodetic and surveying
techniques throughout the lifecycle of engineering projects. Its primary goal is to ensure the spatial
accuracy, safety, quality, and compliance of constructed objects and infrastructure, from initial
planning through construction, operation, and monitoring.
During the construction phase, volume calculations play a crucial role in ensuring the project
progresses efficiently, accurately, and within budget. Monitoring earthworks involves precisely
measuring the amount of soil or other materials excavated or filled to meet the project's design
specifications. This process typically requires detailed volume calculations derived from survey data,
CAD drawings, and site measurements. Accurate volume assessments help in planning the
procurement and transportation of materials, preventing shortages or excesses that could lead to
delays or increased costs.
In the case of materials like concrete, volume calculations are essential for determining the correct
quantities needed for various structural elements such as foundations, beams, slabs, and other
components. These calculations are based on the dimensions provided in the engineering drawings,
taking into account the shape, thickness, and reinforcement details. Precise measurement ensures that
the right amount of concrete is produced, minimizing waste and optimizing resource utilization.
During construction, these calculations are verified through on-site sampling and measurements,
ensuring that the poured quantities match the planned volumes.
Monitoring earthworks and material quantities also involves continuous tracking and updating of
volume data throughout the construction process. This can be facilitated through technologies such
as 3D laser scanning, drone surveys, and digital modeling, which provide real-time data and help
identify any discrepancies early on. This ongoing monitoring allows project managers to make
informed decisions regarding resource allocation, scheduling, and cost control, ultimately
contributing to the successful completion of the project within its designated parameters.

8. Translate the text. (1800 printed characters; time — 45 min.)

Geodetic Supervision: The Guardian of Spatial Integrity in Construction

Geodetic supervision represents the critical, proactive, and continuous oversight function performed
by qualified surveying personnel throughout the active construction phase. It transcends the
execution of discrete surveying tasks like stakeout or as-built verification; instead, it embodies the
persistent vigilance required to ensure that every aspect of the built structure conforms precisely to
the approved design plans, specifications, and spatial tolerances. This ongoing process acts as the
essential geospatial quality assurance mechanism, safeguarding against deviations that could lead to
costly rework, delays, safety hazards, or functional failures later in the project lifecycle or during
operation.

The core principle of geodetic supervision is its continuous presence and proactive engagement.
Supervising surveyors are not merely reactive, arriving only when called for a specific layout. They
are embedded within the construction workflow, maintaining a constant awareness of ongoing
activities. This involves regular site walks, direct communication with construction managers,
foremen, and crews, and a deep understanding of the construction sequence. By being present, they
anticipate upcoming critical stages requiring geodetic verification (e.g., prior to concrete pours for
foundations, setting critical equipment, or welding major pipeline segments) and ensure surveying



support is timely and accurate. They actively monitor workmanship, observing how contractors
interpret and implement staked points or benchmarks, intervening immediately if practices are
observed that could compromise accuracy, such as relying solely on string lines without verification,
disturbing control points, or inadequate protection of survey markers.
A key function is the systematic verification of constructed elements against design. This goes
beyond formal as-built surveys. It involves frequent, targeted checks at critical junctures: confirming
the position and elevation of reinforcing steel cages before concrete placement; verifying the
alignment and grade of freshly laid pipelines before backfilling; checking the plumb and position of
structural steel columns after erection but before bracing or cladding; ensuring the correct
positioning of anchor bolts embedded in foundations. These interim verifications catch discrepancies
early, when corrections are still feasible and relatively inexpensive. Supervising surveyors
meticulously compare field measurements directly to the design coordinates and elevations,
documenting any deviations and ensuring they are either within acceptable tolerance limits or
promptly rectified.
Geodetic supervision also encompasses rigorous control network management. Supervising
personnel are responsible for the ongoing integrity and availability of the project's geodetic control
points. This includes regularly checking the stability of primary and secondary control monuments,
re-establishing points if disturbed or destroyed by construction activity, and verifying the calibration
and performance of surveying instruments used by both the supervision team and, where applicable,
contractor survey teams. They maintain a central log of all control points, their status, and any
adjustments made, ensuring consistency and traceability of all spatial data throughout the project.
Furthermore, supervision involves meticulous documentation. Every verification check, intervention,
identified deviation, corrective action taken, and control point status update is formally recorded.
Daily logs, inspection reports, and non-conformance reports (NCRs) provide a real-time audit trail.
This comprehensive documentation is vital for quality assurance records, resolving potential
disputes, supporting payment applications based on completed work meeting specifications, and
creating the foundation for the final, authoritative as-built documentation. Ultimately, geodetic
supervision is the indispensable layer of geospatial governance that transforms design intent into
physical reality with precision and accountability, minimizing risk and maximizing project success.
9. Translate the text. (1800 printed characters; time — 45 min.)
Deformation Monitoring: Safeguarding Infrastructure Through Precise Measurement of Movement
Deformation monitoring is a critical, systematic geodetic process dedicated to detecting, measuring,
and analyzing the displacement, settlement, tilt, vibration, or strain experienced by engineered
structures, their foundations, and the surrounding ground mass over time. It transcends simple
surveying; it is an essential engineering safeguard, providing quantitative data on structural behavior
to ensure operational integrity, verify design assumptions, predict potential failure modes, and trigger
timely maintenance or intervention before minor movements escalate into catastrophic failures. This
ongoing vigilance is paramount for high-consequence infrastructure where stability is
non-negotiable, such as dams, nuclear power plants, bridges, high-rise buildings, offshore platforms,
historical monuments, slopes adjacent to critical facilities, and extensive pipeline networks.
The fundamental objective is to establish a reliable baseline of the structure's or ground's initial
position and geometry immediately after construction or at the commencement of monitoring. This
baseline is established using highly precise geodetic techniques, creating a network of stable
reference points located outside the anticipated zone of influence and a network of monitoring points
(targets, prisms, sensors) strategically attached to or embedded within the structure itself or installed
in the ground. The selection of monitoring point locations is based on engineering judgment,
structural analysis (identifying critical points like maximum bending moments, potential hinge
points, zones of differential settlement), and the specific failure mechanisms being assessed (e.g.,
sliding, overturning, settlement, heave).
Measurement campaigns are then conducted at defined intervals throughout the asset's operational
life, ranging from continuous real-time surveillance to monthly, quarterly, or annual surveys, dictated
by the structure's criticality, its age, observed behavior, environmental loading factors, and regulatory
requirements. Continuous monitoring is often employed for exceptionally high-risk structures like
large dams or nuclear facilities, utilizing permanently installed, automated sensors providing data
streams 24/7. Periodic monitoring involves repeated measurements using precise instruments at



specific times. The core suite of technologies deployed is diverse, each suited to specific movement
types and accuracies: High-Precision Geometric Leveling remains the gold standard for detecting
vertical movements (settlement, heave) with sub-millimeter accuracy over short to medium
distances, comparing elevations of monitoring points to stable benchmarks. Robotic Total Stations
(often automated — ATMS) continuously or periodically measure precise horizontal angles and
distances to prisms mounted on the structure, capable of detecting minute horizontal displacements
and tilts in multiple axes. Global Navigation Satellite Systems (GNSS) provide continuous,
all-weather, 3D positioning (latitude, longitude, elevation) for monitoring points on large structures
(dams, bridges, platforms) or in remote areas, achieving centimeter to millimeter-level accuracy with
sophisticated processing. Terrestrial Laser Scanning (LiDAR) captures dense 3D point clouds of the
entire structure or slope surface at different epochs, enabling comprehensive visualization and
quantification of deformation patterns, crack propagation, or surface changes through comparison.
Inclinometers (in-place or traversing) measure lateral deformation profiles deep within boreholes in
soil or rock, critical for assessing slope stability or deep-seated foundation movements. Piezometers
monitor pore water pressure changes, a key driver of ground movement. Interferometric Synthetic
Aperture Radar (InSAR), utilizing satellite or ground-based radar, detects ground surface
deformation over vast areas with millimeter precision, invaluable for regional subsidence studies or
monitoring ground stability around large industrial sites.

The true value lies not just in collecting data, but in its rigorous processing, analysis, and
interpretation. Time-series analysis is performed on the measured coordinates or displacements of
each monitoring point, plotting movement against time and correlating it with potential triggers like
reservoir level changes in dams, seasonal temperature fluctuations, heavy rainfall, seismic events, or
nearby construction activities. Advanced statistical methods and deformation modeling are used to
distinguish between normal elastic behavior (reversible movement under load) and concerning
inelastic creep or progressive failure. Threshold alarm levels are predefined; exceeding these triggers
immediate engineering assessment. The output is comprehensive deformation reports detailing
movement vectors, rates, accelerations, and potential causes, providing actionable intelligence for
asset managers and engineers to make informed decisions regarding structural health, required
maintenance, safety protocols, or the necessity for major reinforcement. Ultimately, deformation
monitoring is the indispensable geodetic sentinel, providing the empirical evidence needed to
manage risk, extend asset lifespan, and protect lives, property, and the environment by ensuring
structures stand firm against the test of time and load.

10. Translate the text. (1800 printed characters; time — 45 min.)

Geodetic Support for Modifications, Repairs, and Expansions: Enabling Precise Infrastructure
Evolution

The operational lifecycle of critical oil & gas and energy infrastructure is characterized not by static
existence, but by continuous adaptation. Retrofits to enhance efficiency or comply with new
regulations, expansions to increase capacity, and essential repairs to maintain integrity all demand
precise spatial integration with the existing facility. Engineering geodetic support is the
indispensable enabler of these complex interventions, providing the accurate geospatial data and
precise positioning necessary to execute modifications safely, efficiently, and without disrupting
ongoing operations. This function transforms abstract engineering change orders into actionable,
millimeter-accurate field work within the intricate, often congested, and potentially hazardous
environment of a live industrial complex.

The foundation for successful modification or repair support lies in accessing and verifying accurate
as-built geospatial data. Ideally, comprehensive "as-built" surveys and documentation from the
original construction phase exist within a facility's Geographic Information System (GIS) or Building
Information Model (BIM). Geodetic personnel retrieve and validate this data, ensuring it reflects the
true current state of the facility. However, for older infrastructure or where documentation is
incomplete or unreliable, the first critical step becomes conducting a targeted verification survey.
This involves using precise techniques like terrestrial laser scanning (LiDAR) to capture dense 3D
point clouds of the specific area affected by the planned work, or employing robotic total stations and
GNSS to survey critical existing structures, equipment foundations, piping isometrics, and structural
elements. This survey establishes the definitive spatial context into which the new element must
integrate, identifying any discrepancies between design records and physical reality.



Armed with verified existing conditions and the modification design, geodetic support shifts to
detailed planning and precise layout. For a retrofit, this might involve calculating the exact position
for new equipment foundations relative to existing structural columns and pipe racks, ensuring
adequate clearances for operation and maintenance. For a pipeline repair or tie-in, it requires
determining the precise cut points on the existing line and the positioning of the replacement spool
or new valve assembly to achieve perfect flange alignment. For an expansion, it entails extending the
facility's control network into the new area and staking the exact location of new structural
foundations tied seamlessly to the existing grid. Surveyors meticulously calculate coordinates and
elevations for every critical interface point — anchor bolt patterns, pipe weld joints, structural
connection plates, conduit penetrations — often requiring complex spatial calculations to navigate
around obstructions and adhere to stringent tolerances. This planning phase is crucial for clash
detection, ensuring the new components fit within the spatial envelope without interfering with
existing infrastructure.
During the execution phase, geodetic personnel perform high-precision stakeout and real-time
guidance. This involves setting out the calculated points directly in the field with millimeter-level
accuracy using robotic total stations or GNSS. For critical operations like cutting into a live pipeline
under controlled conditions, surveyors provide continuous positioning feedback to the technicians,
ensuring the cut is made exactly at the designated point. When setting new heavy equipment,
surveyors guide the precise placement onto foundation bolts or sole plates. During structural steel
erection for an expansion, they verify column plumbness and alignment to ensure seamless
connection to the existing framework. This on-site support is vital in confined or hazardous spaces
where visual alignment is impossible and tolerances are tight, preventing costly errors, rework, and
potential safety incidents. Furthermore, temporary monitoring may be deployed during critical lifts or
structural modifications to detect any unintended movement of adjacent structures or equipment that
could pose a risk.
Finally, geodetic support ensures accurate as-built documentation of the modified state. Once the
modification, repair, or expansion is complete, surveyors conduct a final verification survey. This
captures the precise location and geometry of all newly installed components and their interfaces
with the existing infrastructure. This updated geospatial data is then integrated back into the facility's
GIS and/or BIM, ensuring the digital twin accurately reflects the current physical asset. This updated
record is essential for future operations, maintenance planning, subsequent modifications, regulatory
compliance audits, and overall asset integrity management. By providing this continuous thread of
precise spatial information from assessment through execution to documentation, geodetic support is
the silent guardian of precision, safety, and long-term operability as vital energy infrastructure
evolves throughout its decades-long service life.

11. Translate the text. (1800 printed characters; time — 45 min.)
Subsidence Monitoring: Safeguarding Assets and Environment in Extractive Regions
Subsidence monitoring represents a critical, specialized facet of geodetic engineering focused on the
precise measurement and analysis of ground settlement over extensive areas and extended time
periods. While settlement can occur naturally or due to urban development, it becomes a paramount
engineering concern in regions affected by subsurface resource extraction, particularly mining (both
surface and underground) and oil & gas production (including conventional reservoirs and
unconventional shale plays). In these contexts, the removal of vast volumes of solid minerals, fluids
(oil, gas, water), or the creation of subsurface voids fundamentally alters the geomechanical
equilibrium, leading to compaction of reservoir rocks or collapse/arching of overlying strata,
ultimately manifesting as measurable ground surface displacement. The consequences of
uncontrolled or unmonitored subsidence can be severe, ranging from structural damage to critical
infrastructure, disruption of surface drainage, environmental harm (wetland loss, saltwater intrusion),
and threats to public safety, making systematic monitoring an indispensable component of
responsible resource development and long-term risk management.
The fundamental objective is to detect, quantify, and understand the spatial extent, magnitude, rate,
and evolution of ground settlement induced by extraction activities. This requires establishing a
robust geodetic monitoring network before significant extraction begins to capture the
pre-subsidence baseline conditions. This network consists of a stable reference framework located
outside the anticipated zone of influence (using deep-benchmarked monuments or GNSS base



stations on bedrock) and a dense array of monitoring points distributed across the area of potential
impact. Monitoring points can be traditional survey monuments, rod extensometers anchored at
depth, or strategically placed prisms. Crucially, the network design must anticipate the potentially
vast spatial scale (tens to hundreds of square kilometers) and the slow, often non-linear, temporal
nature of subsidence, which can continue for years or even decades after extraction ceases.
Advanced geodetic technologies are deployed to capture the complex subsidence phenomena.
Synthetic Aperture Radar Interferometry (InSAR), particularly time-series analysis of satellite radar
data (e.g., Sentinel-1, TerraSAR-X), has revolutionized subsidence monitoring. It provides
near-continuous, millimeter-accurate measurements of vertical displacement over enormous areas,
generating detailed subsidence "bowl" maps that reveal spatial patterns and rates. High-Precision
GNSS (Continuous Operating Reference Stations - CORS) installed at critical locations provide
continuous, absolute 3D positioning data, validating InSAR measurements and capturing horizontal
movements often associated with subsidence bowls. Robotic Total Stations periodically measure
precise positions of surface prisms within targeted high-risk zones or near specific infrastructure.
Precise Geometric Leveling remains essential for establishing the highest vertical accuracy reference
framework and validating other techniques along key profiles. Extensometers, installed in deep
boreholes, directly measure compaction occurring within specific subsurface strata, differentiating
between reservoir compaction and overburden sagging. LiDAR (Airborne or Terrestrial) and
Photogrammetry (UAV-based) provide high-resolution topographic data at different epochs, enabling
detailed change detection analysis of surface features, slopes, and infrastructure.
The true power lies in integrating geodetic measurements with subsurface data. Monitoring data is
meticulously correlated with detailed extraction records: volumes and locations of mined coal or ore,
volumes and pressures of produced fluids, locations of injection wells (for enhanced oil recovery or
wastewater disposal, which can also induce surface deformation), and the timing of these activities.
Sophisticated geomechanical models are calibrated and refined using the measured subsidence data.
These models aim to predict future subsidence behavior based on planned extraction, identify areas
at highest risk, and assess potential impacts on surface features. Key parameters derived include the
subsidence extent, the maximum magnitude of settlement, the subsidence rate, and the location of
the point of maximum subsidence. Critically, monitoring tracks differential settlement — where
adjacent points settle at different rates — as this is the primary cause of damage to pipelines, roads,
railways, buildings, and dams.
The outputs drive critical risk mitigation and operational decisions. Early Warning Systems:
Real-time or near-real-time monitoring (via GNSS CORS or automated total stations) can trigger
alerts if subsidence rates exceed safe thresholds near critical infrastructure. Infrastructure Protection:
Data informs the design of protective measures for pipelines (e.g., installing flexible joints, targeted
soil stabilization), reinforcement of structures, or rerouting of planned infrastructure. Regulatory
Compliance & Liability Management: Comprehensive monitoring provides objective evidence for
regulatory reporting, demonstrating responsible operations and managing potential liability claims
for surface damage. Reservoir Management: In oil/gas, surface subsidence data can be an indirect
indicator of reservoir compaction, informing decisions on injection strategies to maintain pressure
and optimize recovery. Environmental Impact Assessment: Monitoring quantifies impacts on
wetlands, coastlines, and groundwater regimes, guiding remediation efforts. Ultimately, subsidence
monitoring in mining and hydrocarbon regions is not merely observational; it is a proactive
geotechnical safeguard. By providing empirical, quantitative data on the ground's response to
extraction, it enables operators, regulators, and communities to understand the risks, implement
effective mitigation strategies, minimize environmental damage, protect vital infrastructure, and
ensure the long-term safety and sustainability of operations in these geodynamically active
landscapes.
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Engineering Geodetic Support: The Technological Arsenal for Precision and Insight

The effectiveness of Engineering Geodetic Support (EGS) hinges on a sophisticated and continually
evolving suite of methods and technologies. These tools transform theoretical designs into physical
reality with millimeter precision, monitor structural health over decades, and provide the critical
geospatial intelligence needed for safe, efficient, and compliant construction and operation of
complex infrastructure. This technological foundation integrates classical surveying principles with



cutting-edge digital innovations to meet the demanding spatial challenges of modern engineering
projects.

At the core of precise positioning and control lie Global Navigation Satellite Systems (GNSS),
leveraging constellations like GPS, GLONASS, Galileo, and BeiDou. Modern high-precision GNSS
techniques, particularly Real-Time Kinematic (RTK) and Network RTK (NRTK), provide
centimeter-level accuracy in real-time for establishing control networks, stakeout, and positioning
across vast sites or remote locations. Post-Processed Kinematic (PPK) and Precise Point Positioning
(PPP) techniques extend this capability to offshore platforms or areas with limited communication.
GNSS is indispensable for large-scale linear projects (pipelines, transmission lines), deformation
monitoring networks, and establishing fundamental project datums. Complementing GNSS for
localized, ultra-high precision are Robotic Total Stations (RTS). These instruments automate angle
and distance measurement, allowing a single operator to conduct precise layout (stakeout), as-built
surveys, and deformation monitoring with exceptional speed and accuracy. Their ability to
automatically track a prism enables efficient data collection for complex structures, critical
equipment placement, and monitoring points. Precise Digital and Optical Leveling remains the gold
standard for establishing and monitoring vertical control with sub-millimeter accuracy over short to
medium distances, essential for foundations, slab elevations, and detecting subtle settlement.
Revolutionizing data capture for as-built documentation, volumetric calculations, and complex site
modeling is Terrestrial Laser Scanning (TLS or LiDAR). By emitting millions of laser pulses per
second, TLS generates dense, highly accurate 3D point clouds representing the exact shape and
position of structures, terrain, and equipment. This technology excels in congested sites, for
capturing intricate existing conditions (e.g., within operational plants), verifying complex
geometries, performing clash detection, calculating stockpile volumes, and creating detailed digital
twins. Extending the reach and perspective is Unmanned Aerial Vehicle (UAV or Drone) Technology.
Equipped with high-resolution cameras for photogrammetry or dedicated LiDAR sensors, drones
rapidly capture vast amounts of aerial imagery or direct elevation data. Photogrammetric processing
using Structure-from-Motion (SfM) algorithms transforms overlapping images into orthophotos,
dense point clouds, Digital Surface Models (DSMs), and, after filtering, Digital Terrain Models
(DTMs). UAVs are transformative for topographic mapping of large or inaccessible areas, corridor
surveys (pipelines, power lines), construction progress monitoring, volumetric calculations, and
infrastructure inspection, offering unparalleled efficiency and safety.

For the critical task of long-term structural and ground stability assessment, Automated Deformation
Monitoring Systems (ADMS) represent the pinnacle of integration. These systems combine robotic
total stations, GNSS sensors, tiltmeters, and other geotechnical instruments (inclinometers,
piezometers) into a network of permanently installed sensors. Controlled by central software, they
perform continuous, real-time measurements of displacements, tilts, and settlements, transmitting
data for immediate analysis and triggering alarms if pre-defined thresholds are exceeded. This is vital
for high-risk structures like dams, bridges, nuclear facilities, and slopes. Interferometric Synthetic
Aperture Radar (InSAR), utilizing satellite or ground-based radar, provides a powerful wide-area
perspective. By analyzing phase differences in radar waves reflected from the ground over time,
InSAR detects millimeter-scale ground surface deformation across hundreds of square kilometers,
invaluable for monitoring subsidence in mining/oil-gas regions, regional landslide potential, or the
stability of large industrial sites. Hydrographic Surveying, employing multibeam and singlebeam
echosounders coupled with precise GNSS positioning and inertial measurement units (IMUs),
accurately maps underwater terrain, structures, and pipelines, essential for ports, offshore platforms,
and underwater cable routes.

Underpinning all these data acquisition methods is the crucial layer of Data Processing, Integration,
and Management. Sophisticated Computer-Aided Design (CAD) and Geographic Information
System (GIS) software process raw survey data, generate plans and models, manage vast spatial
datasets, and support analysis. Building Information Modeling (BIM) represents a paradigm shift,
integrating precise geospatial data (from surveys, scans, and monitoring) into intelligent 3D digital
models of the facility. This enables clash detection during design, construction simulation, precise
component placement, and serves as the foundation for digital twins used throughout the asset
lifecycle for facility management and future modifications. Specialized deformation analysis
software processes time-series data from monitoring systems, identifying trends, calculating rates,



and generating predictive models and alerts. Cloud platforms facilitate data sharing, collaboration,
and long-term archival. The seamless integration of these technologies — from field data capture
through advanced processing and into intelligent models — creates a powerful, continuous geospatial
feedback loop. This loop is fundamental to achieving the core objectives of EGS: ensuring spatial
fidelity, safeguarding structural integrity, optimizing processes, and providing the empirical evidence
for sound engineering decisions across the entire infrastructure lifecycle.

13. Translate the text. (1800 printed characters; time — 45 min.)

Building Information Modeling (BIM): The Digital Backbone of Modern Infrastructure Lifecycle
Management

Building Information Modeling (BIM) represents a transformative paradigm shift in the design,
construction, and management of engineered structures and infrastructure, moving far beyond
traditional 2D drafting into a sophisticated, intelligent, and data-rich 3D digital environment. At its
core, BIM is a collaborative process centered on the creation and utilization of a dynamic digital
representation — the "Information Model" — that encapsulates not only the physical and functional
characteristics of a facility but also the vast ecosystem of associated data throughout its entire
lifecycle. This model serves as a shared knowledge resource, providing a reliable basis for decisions
from earliest conception through demolition, fundamentally changing how projects are planned,
built, operated, and maintained. Within the realm of Engineering Geodetic Support (EGS), BIM acts
as the critical integrator and amplifier, transforming precise spatial data into actionable intelligence
and ensuring geospatial fidelity underpins every phase.

The foundation of a BIM model lies in its intelligent, object-oriented structure. Unlike simple 3D
geometry, elements within a BIM model — be it a structural column, a pump, a section of pipe, or an
electrical conduit — are defined as intelligent objects. These objects possess inherent attributes
("parameters") such as dimensions, material properties, manufacturer details, performance
specifications, cost data, maintenance schedules, and crucially, their precise spatial coordinates and
relationships. This intelligence enables automated functions: clash detection identifies spatial
conflicts between disciplines (e.g., a pipe running through a structural beam) before construction
begins; quantity take-offs generate accurate material schedules; and spatial analysis informs logistics
planning. The model evolves dynamically, progressing through distinct levels of detail (LOD), from
conceptual massing in early design to fabrication-level precision for complex components.

The synergy between EGS and BIM is profound and multifaceted. Precise geodetic data is the
essential spatial anchor that breathes real-world accuracy into the virtual BIM environment.
High-accuracy topographic surveys captured via GNSS, terrestrial LIDAR, and drones provide the
exact existing conditions upon which the new design is superimposed. During construction, the BIM
model guides high-precision stakeout — robotic total stations or GNSS receivers position elements
directly according to the model's coordinates. Conversely, as-built surveys, increasingly conducted
using laser scanning and photogrammetry, generate dense point clouds that are compared against the
design BIM model, verifying construction accuracy and automatically updating the model to reflect
reality ("As-Built BIM" or "Asset Information Model"). For complex retrofits or expansions within
operational facilities like refineries or power plants, the verified as-built BIM model is indispensable
for planning, allowing engineers to virtually position new components within the congested existing
environment, ensuring clearances and avoiding clashes before any physical work begins.
Deformation monitoring data feeds into the BIM environment, enabling the visualization of
structural movements over time within the context of the entire asset.

The true power of BIM unfolds during the operational phase, evolving into a "Digital Twin." This
living model, continuously updated with data from sensors, maintenance records, and periodic
geodetic surveys (including deformation and subsidence monitoring), becomes the central hub for
Facility Management (FM). Operators can visualize the exact location of assets, access maintenance
histories and manuals linked to specific equipment objects, plan upgrades using the accurate spatial
context, and simulate the impact of changes. Geodetic data, such as subsidence trends affecting
pipeline alignments or foundation settlements under critical turbines, is integrated directly, providing
spatial context to operational risks and informing predictive maintenance strategies. BIM facilitates
spatial queries, energy performance analysis linked to the building fabric, and optimized space
utilization. Ultimately, it provides a comprehensive, spatially accurate digital record essential for
regulatory compliance, safety management, and future major interventions.



BIM is not merely a technology but a collaborative methodology demanding standardized processes
(like ISO 19650) and open data exchange formats (such as IFC - Industry Foundation Classes). Its
implementation requires a cultural shift towards shared data ownership and integrated project
delivery. The benefits, however, are substantial: significant reductions in errors and rework during
construction through clash detection and precise layout; enhanced cost and schedule predictability;
improved facility performance and energy efficiency during operation; extended asset lifespan
through informed maintenance; and robust data management supporting sustainability goals and
decommissioning planning. By seamlessly integrating the precision of engineering geodesy with
intelligent object modeling and rich data, BIM establishes a continuous digital thread, transforming
how we create, manage, and sustain the built environment.
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Accuracy and Safety: The Uncompromising Pillars of Engineering Geodetic Support
Engineering Geodetic Support (EGS) transcends mere measurement; it is a fundamental
safeguarding discipline underpinning the entire lifecycle of critical infrastructure. At its heart lie two
inseparable and non-negotiable core aims: Spatial Accuracy and Operational Safety. These are not
parallel goals but intrinsically linked imperatives, where precision in measurement directly translates
into the prevention of catastrophic failures and the protection of human life, the environment, and
vast capital investments.
Spatial Accuracy is the bedrock upon which EGS stands. It demands millimeter-to-centimeter level
precision in positioning, alignment, elevation, and dimension throughout every project phase. This
unwavering commitment to exactitude begins with the establishment of robust, high-precision
geodetic control networks that serve as the project's spatial backbone. During construction,
meticulous stakeout ensures foundations are poured, structures are erected, and pipelines are laid
precisely according to design coordinates and tolerances. Complex components fit seamlessly,
machinery aligns perfectly, and interfaces connect without compromise. Accurate as-built surveys
capture the constructed reality, forming the reliable baseline for future operations and modifications.
In deformation monitoring, the detection of minuscule movements — shifts invisible to the naked eye
— relies on instrumentation and methodologies capable of discerning millimeter-level changes over
time. This relentless pursuit of accuracy is not an abstract ideal; it is the practical necessity that
prevents misaligned flanges causing leaks, ensures turbine shafts rotate true, guarantees bridge
bearings seat correctly, and verifies that nuclear containment structures meet their exacting
geometric specifications. Even minor deviations, if undetected, can propagate into major structural
instabilities, functional impairments, or hazardous malfunctions.
Operational Safety is the paramount outcome enabled by this foundational accuracy. EGS acts as a
continuous, vigilant guardian against spatial risks. During construction, precise layout and constant
geodetic supervision prevent errors that could lead to crane collisions, structural instability during
erection, or accidental utility strikes. Accurate earthwork calculations and slope staking prevent
embankment failures or unintended excavations compromising adjacent structures. Most critically,
EGS safeguards the long-term integrity of operational assets through systematic deformation and
subsidence monitoring. By detecting abnormal settlement of a dam abutment, tilt in a power plant
cooling tower, subsidence beneath a pipeline, or movement in a refinery slope before it reaches
critical levels, EGS provides the vital early warning needed for preventative intervention. This
proactive identification of spatial anomalies allows engineers to assess risks, implement
reinforcements, or initiate controlled shutdowns, thereby averting potential disasters like structural
collapses, pipeline ruptures, or containment breaches. Furthermore, accurate as-built data and BIM
models are essential for safe maintenance and modifications within complex, potentially hazardous
operational environments like offshore platforms or chemical plants, ensuring work is planned and
executed with full knowledge of spatial constraints and clearances. The precise positioning data
integrated into pipeline integrity management systems directly supports leak detection and
prevention strategies. Ultimately, the spatial integrity verified and maintained by EGS is the bedrock
upon which the physical safety of personnel, surrounding communities, and the environment rests. In
the high-stakes world of energy and infrastructure, where failure carries immense consequences, the
millimeter precision of EGS is the first and most crucial line of defense, transforming geospatial data
into an indispensable shield protecting lives and assets.
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Quality Control: The Geodetic Guarantee of Constructed Excellence

Within the intricate process of building and maintaining critical infrastructure, Engineering Geodetic
Support (EGS) serves as the indispensable, objective arbiter of spatial quality. Its fundamental role
extends far beyond simple measurement; EGS is the rigorous quality control mechanism that ensures
every element of a structure — from its deepest foundations to its highest structural members, from
kilometers of pipeline to precisely aligned machinery — is built exactly as designed, conforms to
stringent specifications, and possesses the inherent geometric integrity required for safe, efficient,
and long-lasting operation. This relentless pursuit of spatial fidelity is not an ancillary function; it is a
core aim woven into every EGS activity, safeguarding the project against defects, rework, and
functional failure.

The geodetic quality control process begins with the translation of abstract design coordinates into
physical reality. Precise stakeout, guided by the project's high-accuracy control network, establishes
the exact position, elevation, and alignment of every critical component — foundation piles, anchor
bolts, structural grid lines, equipment pedestals, pipeline centerlines, and road alignments. This
initial positioning is the first critical quality gate. However, EGS-driven QC extends far beyond
initial marking. It involves continuous, proactive verification during construction. Geodetic
personnel perform systematic checks at crucial junctures before work proceeds irreversibly. This
includes verifying the position and elevation of reinforcing steel cages before concrete is poured,
confirming the alignment and grade of pipelines before backfilling, checking the plumb and position
of structural steel columns after erection but before final connections, and ensuring the correct
placement of embedded parts or conduits. These interim checks are vital quality interventions,
catching deviations early when corrections are feasible and cost-effective, preventing minor errors
from cascading into major defects.

EGS provides objective, quantifiable validation of material placement and construction tolerances. In
earthworks, periodic topographic surveys (increasingly using drones for efficiency) measure cut and
fill volumes against design, ensuring earth is placed and compacted to specified grades and slopes,
directly impacting foundation stability and drainage performance. For concrete pours, surveys verify
formwork positioning and final slab elevations against tight tolerances. In pipeline construction, EGS
confirms bend angles, fitting orientations, and the final as-laid position and depth, ensuring
compliance with design stress profiles and burial requirements. For rotating machinery in power
plants or refineries, the precise alignment of shafts, turbines, and pumps, verified by laser alignment
tools integrated with geodetic methods, is paramount to prevent premature wear, vibration, and
catastrophic failure. This empirical measurement provides irrefutable evidence of conformance or
identifies non-conformances requiring remediation.

The culmination of construction-phase QC is the comprehensive as-built survey. Utilizing tools like
terrestrial laser scanning, high-precision GNSS, and total stations, surveyors capture the exact spatial
reality of the completed structure or system. This dense dataset is meticulously compared against the
original design models and specifications. This final verification process identifies any discrepancies
between "as-designed" and "as-constructed, " documenting every element's true position, dimension,
and elevation. The resulting authoritative as-built records are not merely archival; they are the
definitive quality assurance documentation, essential for client acceptance, regulatory sign-off, and
forming the accurate baseline for all future operations, maintenance, and modifications. They
represent the geodetic certification of the built asset's spatial quality.

Furthermore, EGS sustains quality control throughout the operational lifespan via deformation
monitoring. By continuously or periodically measuring structural movements and ground settlement
with high precision, EGS provides early warning of developing issues that could compromise
structural integrity or equipment function — such as excessive foundation settlement under a
compressor, tilt in a cooling tower, or subsidence affecting pipeline support. Detecting these
movements early allows for preventative maintenance or reinforcement, ensuring the asset continues
to perform safely and efficiently to its design standards. Thus, geodetic QC is not a one-time event at
project completion; it is an ongoing commitment to preserving the constructed quality and
operational integrity of vital infrastructure over decades, ensuring it delivers reliable performance as
intended by its designers and expected by its operators and the communities it serves.
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Engineering Geodetic Support: The Engine of Infrastructure Efficiency
While precision and safety are fundamental pillars of Engineering Geodetic Support (EGS), its role
as a critical driver of project and operational efficiency is equally profound and indispensable. Far
from being a mere cost center or procedural hurdle, strategic EGS implementation actively
streamlines workflows, optimizes resource allocation, minimizes costly errors and delays, and
maximizes the long-term value of infrastructure investments across the entire asset lifecycle. It
transforms geospatial intelligence into tangible economic and temporal savings, proving that
meticulous measurement is inherently efficient.
The efficiency gains begin decisively in the planning and design phase. High-precision topographic
surveys and accurate existing condition models (captured via LiDAR, drones, or GNSS) provide
designers with a reliable digital twin of the site. This eliminates costly assumptions, reduces the need
for repeated site visits, enables precise volumetric calculations for earthworks balancing, and
facilitates optimal site layout planning — minimizing earth movement, avoiding clashes with hidden
utilities or terrain constraints, and optimizing access routes. Accurate spatial data integrated into
Building Information Modeling (BIM) allows for sophisticated virtual construction and clash
detection long before ground is broken, resolving spatial conflicts between architectural, structural,
and MEP (Mechanical, Electrical, Plumbing) systems in the digital realm. This pre-emptive
resolution prevents expensive rework, material waste, and schedule disruptions during physical
construction, fundamentally compressing the design iteration cycle.
During the construction phase, EGS acts as the guarantor of execution efficiency. Precise and rapid
stakeout using robotic total stations or GNSS-RTK ensures construction crews work correctly the
first time. Equipment operators guided by machine control systems, fed directly by geodetic data and
design models, achieve design grades and alignments with minimal passes, reducing fuel
consumption, labor hours, and equipment wear. Continuous geodetic supervision and interim
verification checks catch deviations early, when corrections are minor and inexpensive, preventing
small errors from snowballing into major rework, demolition, or delays that ripple through the
critical path. Accurate as-built surveys conducted progressively, often utilizing efficient drone
photogrammetry for large areas, provide real-time progress tracking against the schedule and enable
precise payment certification based on actual quantities installed, improving cash flow and reducing
disputes. Furthermore, EGS enables just-in-time delivery of prefabricated components by ensuring
their precise fit within the evolving structure, minimizing on-site storage and handling.
The efficiency imperative extends powerfully into long-term operations and maintenance.
Comprehensive, accurate as-built documentation and BIM models, delivered as part of EGS, become
the essential spatial reference for facility managers. This allows for rapid location of buried utilities,
precise planning of maintenance activities, and efficient execution of repairs or modifications —
drastically reducing search times, downtime, and the risk of accidental damage during interventions.
Systematic deformation and subsidence monitoring provide early warning of developing issues.
Addressing minor foundation settlement or pipeline stress points proactively, guided by precise
geodetic data, is exponentially more efficient and less disruptive than emergency repairs following a
catastrophic failure. Predictive maintenance informed by monitoring data optimizes resource
allocation, scheduling interventions only when necessary and preventing unplanned outages that
carry massive operational and financial penalties. For expansions or retrofits, existing accurate
geospatial data allows for seamless integration planning, minimizing operational disruption and
construction duration within live facilities.
Ultimately, EGS drives efficiency by transforming uncertainty into certainty and waste into value. It
replaces guesswork and corrective actions with proactive, data-driven execution. The upfront
investment in high-quality geodetic services yields substantial returns: reduced construction duration,
lower material and labor costs, minimized rework, optimized resource utilization, extended asset
lifespan through preventative care, and maximized operational uptime. In an industry where time is
money and errors are magnified by scale, EGS is not an overhead; it is the intelligent geospatial
framework that ensures projects are built right, on time, within budget, and operate reliably at peak
performance for decades, delivering sustained efficiency from blueprint to decommissioning.
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Engineering Geodetic Support (EGS) and Building Information Modeling (BIM): The Synergistic
Foundation for Precision Construction and Lifecycle Management



Engineering Geodetic Support (EGS) is the specialized discipline applying precise geospatial
measurement, positioning, and monitoring techniques throughout the entire lifecycle of engineered
structures and infrastructure. Its core functions encompass establishing control networks,
topographic surveying, construction stakeout, as-built verification, deformation monitoring, and
subsidence tracking. EGS ensures spatial accuracy, quality control, safety, and compliance, serving
as the empirical link between design intent and physical reality.

Building Information Modeling (BIM) is a collaborative process centered on creating and managing
intelligent, data-rich 3D digital representations of a facility's physical and functional characteristics.
Beyond mere geometry, BIM models consist of parametric objects (walls, pipes, equipment)
embedded with attributes (dimensions, materials, performance data, maintenance schedules). It
functions as a shared knowledge resource from initial planning and design through construction,
operation, maintenance, and eventual decommissioning, enabling informed decision-making, clash
detection, quantity take-offs, and performance simulation.

EGS-BIM Integration: Creating a Continuous Digital Thread of Spatial Fidelity

The integration of EGS and BIM represents a transformative convergence, establishing a continuous,
accurate, and intelligent digital thread that fundamentally enhances project delivery and asset
management. This synergy is not merely data exchange; it is a bidirectional flow where precise
geospatial reality informs and validates the digital model, and the intelligent model guides precise
field operations.

1. Feeding the Model: EGS as the Spatial Anchor for BIM

Definitive Existing Conditions: High-precision EGS surveys (using GNSS, terrestrial LIDAR, UAV
photogrammetry/LiDAR) capture the exact pre-construction state of the site and any existing
structures. This accurate point cloud and topographic data forms the essential foundation upon which
the new design BIM model is georeferenced and developed, eliminating guesswork and ensuring the
design fits the real-world context.

Control Network Integration: The project's high-accuracy geodetic control points and datum are
embedded within the BIM environment. This provides the absolute spatial reference frame for all
model elements, ensuring design coordinates align seamlessly with the real-world coordinate system
used for construction.

2. Guiding Construction: BIM Directing Precision EGS Execution

Model-Driven Stakeout: Robotic Total Stations (RTS) and GNSS receivers are directly guided by
the BIM model's coordinates and geometry. Surveyors stake out foundations, structural elements,
equipment locations, and piping routes precisely as defined in the intelligent 3D model, drastically
reducing manual coordinate calculation errors and ensuring components fit as designed.

Automated Machine Control: Earthwork and paving equipment equipped with GPS/GNSS and
guidance systems utilize surface models derived directly from the BIM design. This allows machines
to achieve design grades and alignments automatically, guided by the digital model, optimizing
efficiency and accuracy.

3. Verifying Reality: EGS Validating the As-Built Model

As-Built Verification via Scanning: During and after construction, terrestrial or mobile LiDAR
scanners capture dense point clouds of the built asset. Specialized software compares this
"as-constructed" point cloud directly against the "as-designed" BIM model, automatically identifying
deviations, verifying tolerances, and quantifying construction accuracy.

Updating the Digital Twin: The results of as-built surveys are used to update the BIM model,
transforming it from a design model into a verified Asset Information Model (AIM) or Digital Twin.
This updated model reflects the true spatial and geometric state of the constructed facility, becoming
the authoritative record for operations.

4. Empowering Operations and Maintenance: The Intelligent, Spatially Accurate Digital Twin
Spatially Intelligent Asset Management: The verified BIM model, enriched with precise EGS data,
serves as the central hub for Facility Management (FM). Operators can visually locate assets (e.g., a
specific valve on a pipeline), access linked maintenance records/manuals, and plan work within the
accurate spatial context, reducing search time and downtime.

Integration of Monitoring Data: Continuous deformation or subsidence monitoring data (from
automated total stations, GNSS, or InSAR) is fed into the BIM/Digital Twin environment. This
allows visualization of structural movement trends over time directly within the spatial model of the



asset, providing critical context for assessing risks, planning interventions, and predictive
maintenance.
Efficient Retrofits and Modifications: For expansions or upgrades within complex operational
facilities (e.g., refineries, power plants), the spatially accurate AIM is indispensable. Engineers can
virtually design and clash-check new components within the congested existing environment before
physical work begins, ensuring fit and minimizing disruption. EGS then precisely stakes out the new
elements based on this coordinated model.
5. Data Integration and Workflow: The Enabling Foundation
This seamless integration relies on standardized data formats (e.g., IFC - Industry Foundation
Classes), robust data management platforms, and collaborative workflows defined by standards like
ISO 19650. Cloud-based Common Data Environments (CDEs) facilitate the secure sharing and
updating of both the BIM model and associated geospatial survey/monitoring data among all
stakeholders.
A Paradigm Shift
The integration of EGS and BIM transcends traditional silos. It creates a powerful, closed-loop
system: precise geospatial data builds and validates an intelligent digital model; the intelligent model
guides precise field operations and informs long-term management; and ongoing monitoring feeds
back into the model, ensuring it remains a true reflection of the physical asset. This synergy delivers
unparalleled accuracy, reduces risk and rework, optimizes efficiency throughout the lifecycle, and
establishes a reliable, spatially intelligent foundation for managing critical infrastructure assets over
decades. EGS provides the spatial rigor; BIM provides the intelligent framework; together, they form
the backbone of modern, data-driven engineering and construction.
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Building Information Modeling (BIM) and Digital Twins: Complementary Pillars of the Modern
Asset Lifecycle
Building Information Modeling (BIM) is a process centered on creating and managing an intelligent
digital representation of a physical asset during its design and construction phases. A BIM model is a
data-rich, object-oriented 3D virtual prototype where elements (walls, pipes, pumps, structural
members) are not just graphical shapes but intelligent objects possessing defined attributes
("parameters") — dimensions, materials, performance specifications, cost data, manufacturer details,
and maintenance requirements. BIM facilitates collaboration, enables clash detection before
construction, generates accurate quantity take-offs, supports construction sequencing (4D), cost
estimation (5D), and sustainability analysis (6D). Its primary focus is on the planning, design, and
construction of the asset, serving as a shared single source of truth for the project team. The
deliverable is a highly detailed "as-designed" or verified "as-built" model, representing the asset's
intended or constructed state at a specific point in time (typically handover).
A Digital Twin, in contrast, is a dynamic, living virtual replica of a physical asset or system
throughout its entire operational lifespan. It goes far beyond the static geometry and embedded data
of a BIM model. A true Digital Twin is characterized by its bidirectional data flow:
1. Real-Time Data Integration: It continuously ingests live data streams from sensors embedded
within the physical asset (IoT - Internet of Things). This includes operational data (temperatures,
pressures, flow rates, energy consumption, vibration levels), environmental conditions, and crucially,
real-time spatial performance data from integrated geodetic monitoring systems (automated total
stations, GNSS, tiltmeters, strain gauges) tracking deformation, settlement, or movement.
2. Analytics, Simulation & Al: The twin utilizes this real-time and historical data with advanced
analytics, machine learning (ML), and physics-based simulation models to understand current
performance, diagnose issues, predict future behavior (e.g., remaining useful life of equipment,
potential failure points based on stress/strain patterns), and simulate "what-if" scenarios.
3. Feedback & Optimization: Insights derived from the twin can be fed back to optimize the physical
asset's operation in real-time (e.g., adjusting pump settings for efficiency) or to inform maintenance
schedules, capital planning, and future modifications.
Synergy: BIM as the Foundational Genesis of the Digital Twin
The verified "as-built" BIM model (often termed an Asset Information Model - AIM) frequently
serves as the essential spatial and geometric foundation for creating the initial Digital Twin,
particularly for complex infrastructure like power plants or refineries. It provides the accurate 3D



context and the initial "digital thread" of component information. The twin then builds upon and
enriches this static model with the continuous flow of operational and performance data.
Key Difterences: Purpose, Dynamism, and Scope
Core Purpose:
BIM: Optimize the design and construction process, ensuring accuracy, reducing errors/clashes,
improving collaboration, and delivering a high-quality asset. It answers "How do we design and
build it correctly?"
Digital Twin: Optimize the operational performance, maintenance, and management of the existing
asset throughout its life. It answers "How is it performing now? How can we
operate/maintain/improve it best? What will happen next?"
Nature & Data Flow:
BIM: Primarily static or periodically updated (e.g., design revisions, as-built updates). Data flow is
largely unidirectional into the model during creation/construction. Its value peaks at project
handover.
Digital Twin: Inherently dynamic and continuously evolving. Features bidirectional data flow:
real-time sensor data into the twin, and insights/commands potentially back to the physical asset or
operators. Its value grows continuously during operations.
Temporal Focus:
BIM: Focuses on the asset from conception through construction completion/handover.
Digital Twin: Focuses on the asset from commissioning through its entire operational life to
decommissioning.
Data Scope:
BIM: Contains design, construction, and component metadata (geometric, specifications,
procurement, installation).
Digital Twin: Contains BIM data plus vast streams of real-time operational data (IoT sensors),
control system data, maintenance history, performance logs, financial data (O&M costs), and
sophisticated analytical models.
Primary Users:
BIM: Architects, Engineers, Contractors, Project Managers (design/construction teams).
Digital Twin: Facility Managers, Operations Teams, Maintenance Engineers, Reliability Engineers,
Asset Managers, Executive Decision-Makers (operators/owners).
Why the Distinction Matters
Confusing a static BIM model with a dynamic Digital Twin leads to missed opportunities. A BIM
model is a crucial step, but a true Digital Twin represents a paradigm shift in asset management. It
transforms reactive maintenance into predictive strategies, optimizes energy consumption in
real-time based on actual load and weather, simulates the impact of proposed modifications before
implementation, provides immersive training environments using the virtual replica, and
fundamentally enhances safety by providing unprecedented insight into the asset's real-time
condition and future risks. While BIM ensures the asset is built right, the Digital Twin ensures it
operates right, lasts longer, and delivers maximum value over its entire lifecycle. Together, they form
a powerful continuum: BIM provides the accurate digital birth certificate, and the Digital Twin
becomes the living, breathing digital counterpart guiding the asset's operational life.
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Advanced Geospatial Data Acquisition: Core Methods for Engineering Geodetic Support
Engineering Geodetic Support (EGS) relies on sophisticated technologies to capture the precise
spatial reality of sites, structures, and subsea environments. Three methods stand out for their
transformative impact: Terrestrial Laser Scanning (LiDAR), Aerial/UAV-based Photogrammetry &
LiDAR, and Hydrographic Surveying. Each offers unique capabilities essential for different phases
and challenges within the infrastructure lifecycle.

1. Terrestrial Laser Scanning (TLS / LiDAR): Capturing the Intricate Built World

Terrestrial Laser Scanning (TLS), often referred to as LiDAR (Light Detection and Ranging),
involves stationary ground-based instruments that rapidly emit millions of laser pulses. These pulses
measure distances to surrounding surfaces with millimeter accuracy, generating a dense, precise 3D
"point cloud" — a massive dataset where each point has known X, Y, Z coordinates and often
intensity/color values. TLS excels in capturing complex geometries, congested environments, and



intricate details of existing structures (refineries, bridges, building interiors, historical monuments)
or newly constructed elements. Its key strengths lie in its ultra-high spatial resolution and accuracy at
close range, ability to operate without external lighting, and capacity to capture hard-to-reach areas
safely. Primary EGS applications include generating millimeter-accurate as-built documentation for
verification against design models (BIM), conducting detailed deformation analysis by comparing
point clouds captured over time, performing clash detection during retrofits, calculating stockpile
volumes, and creating detailed 3D models for forensic investigation or planning. The resulting point
cloud is the foundational raw data, processed into deliverables like surface models, 2D drawings, or
directly integrated into CAD/BIM platforms.

2. Aerial/UAV Photogrammetry & LiDAR: The Bird's-Eye Perspective Revolution

This category leverages airborne platforms — traditionally manned aircraft but increasingly
Unmanned Aerial Vehicles (UAVs or drones) — equipped with specialized sensors. Photogrammetry
uses high-resolution cameras capturing hundreds of overlapping aerial images during systematic
flight patterns. Sophisticated software (using Structure-from-Motion - SfM algorithms) processes
these images, matching features to calculate precise 3D positions, generating outputs like
orthophotos (geometrically corrected aerial maps), dense 3D point clouds, Digital Surface Models
(DSMs) showing the top of visible features (trees, buildings), and filtered Digital Terrain Models
(DTMs) representing the bare earth surface. UAV LiDAR mounts a lightweight laser scanner on the
drone, directly measuring distances to the ground and objects, providing its own 3D point cloud. The
critical advantage of UAV LiDAR is its ability to penetrate vegetation canopy to capture ground
points below, unlike photogrammetry which only sees the top surface. UAV-based methods offer
unparalleled speed, coverage, and safety for accessing large, remote, or hazardous areas (quarries,
steep slopes, post-disaster sites, pipeline corridors). Core EGS uses include large-scale topographic
mapping for design, construction progress monitoring, earthwork volume calculations, corridor
surveys for linear infrastructure (roads, power lines, pipelines), inspection of roofs, facades, or
hard-to-reach structures, and environmental monitoring. UAVs deliver efficiency and
cost-effectiveness, particularly for repetitive monitoring tasks.

3. Hydrographic Surveying: Mapping the Subsurface Realm

Hydrographic Surveying is the specialized branch of geomatics focused on measuring and describing
the physical features of underwater environments — the seafloor, riverbeds, lake bottoms, and
submerged structures (pipelines, cables, foundations, wrecks). The primary tool is the echosounder.
Multibeam Echosounders (MBES) emit a wide fan of sound beams perpendicular to the vessel's
track, measuring water depth across a swath and creating high-resolution, full-coverage bathymetric
maps. Singlebeam Echosounders (SBES) measure depth directly beneath the vessel, suitable for less
complex surveys. Achieving accurate underwater positioning requires tightly integrated systems:
High-Precision GNSS (e.g., RTK, PPK) provides the wvessel's location, while an Inertial
Measurement Unit (IMU) measures its precise attitude (pitch, roll, heading, heave). A sound velocity
profiler constantly measures water column sound speed variations, critical for correcting depth
measurements. Hydrographic deliverables include bathymetric charts, Digital Terrain Models
(DTMs) of the seabed, contour maps, and identification of submerged features or obstructions. This
is vital EGS for offshore oil & gas platform installation, subsea pipeline/cable route surveying
(pre-lay, as-laid, post-lay), dredging operations (pre-dredge surveys, volume control, verification),
port and harbor maintenance, dam reservoir surveys, and assessing scour around bridge piers or
offshore structures. It ensures safe navigation, efficient marine construction, and the integrity of
underwater infrastructure.

Complementary Tools for Comprehensive Understanding

These three methods form a powerful geospatial toolkit. TLS provides unmatched detail for
complex, confined, or critical structural elements. UAV Photogrammetry and LiDAR offer rapid,
extensive coverage of terrestrial surfaces, with LiDAR excelling in vegetated terrain. Hydrographic
surveying unlocks the essential third dimension beneath the waterline. Their intelligent selection and
integration, guided by project-specific requirements for accuracy, coverage, resolution, and
environment, enable Engineering Geodetic Support to deliver the precise spatial intelligence
fundamental to building, monitoring, and maintaining safe, efficient, and resilient infrastructure
across all terrains.
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Why Engineering Geodetic Support is Indispensable in Oil, Gas & Energy

The oil, gas, and energy sectors represent the backbone of modern industrial society, operating vast,
complex, and inherently high-risk infrastructure. Within this high-stakes environment, Engineering
Geodetic Support (EGS) transcends being a technical service; it is a fundamental pillar of safety,
efficiency, regulatory compliance, and long-term asset integrity. Its vital importance stems from the
unique confluence of scale, precision demands, environmental challenges, catastrophic risk potential,
and extended operational lifespans characterizing these industries.

Firstly, the sheer scale and complexity of projects demand unparalleled spatial control. Offshore
platforms are intricate cities built in open ocean depths, requiring millimeter-precise positioning of
thousands of tons of steel during installation and interconnection. Pipeline networks stretch for
thousands of kilometers across diverse, often inaccessible terrain, demanding consistent alignment
and depth control. Refineries and petrochemical plants are dense mazes of piping, structures, and
critical equipment where spatial conflicts are not just costly but potentially disastrous. Power plants,
whether thermal, nuclear, or hydro, house massive turbines, generators, and reactors requiring
exacting alignment and foundation stability. EGS provides the high-precision geodetic control
networks, meticulous stakeout, and rigorous as-built verification essential to construct and integrate
these colossal, interdependent systems correctly the first time. Errors in positioning during
construction, undetected due to inadequate surveying, can lead to misaligned flanges causing leaks,
structural instability, or costly rework cascading into massive delays.

Secondly, the consequences of failure are catastrophic. A minor undetected misalignment in
high-pressure gas piping, excessive foundation settlement under a critical compressor, undiagnosed
subsidence along a pipeline route, or unforeseen deformation of a dam abutment can trigger
explosions, toxic releases, fires, environmental devastation (oil spills, contamination), massive
financial losses, and tragic loss of life. EGS acts as a primary safeguard against these risks.
Continuous deformation monitoring systems using automated total stations, GNSS, and InSAR
provide early warning of developing structural issues or ground movement. Precise subsidence
monitoring in extraction zones (oil fields, mines) is critical for predicting and mitigating ground
settlement impacts on pipelines, wellheads, and surface facilities. Hydrographic surveying ensures
safe pipeline landfalls and platform placements, avoiding seabed hazards. The millimeter-level
precision of EGS in construction and the vigilant eye of its monitoring systems are the first line of
defense against low-probability, high-consequence events.

Thirdly, operations frequently occur in extremely harsh and remote environments. Offshore surveys
face relentless waves, wind, and corrosive saltwater, demanding robust equipment and specialized
techniques like GNSS-aided vessel positioning and dynamic referencing for platform surveys. Arctic
projects contend with permafrost instability, requiring sophisticated monitoring to track ground
thermal changes affecting foundations and pipelines. Desert pipelines cross shifting sands, while
transmission lines traverse rugged mountains and dense forests. EGS technologies adapted to these
conditions — ruggedized GNSS, UAVs for corridor mapping in difficult terrain, satellite-based InNSAR
for wide-area monitoring in remote locations — provide the essential spatial intelligence where
conventional methods falter. The ability to deliver accurate data under these duresses is
non-negotiable for safe and efficient operations.

Fourthly, the extended operational lifespans of assets (often 30-50+ years) necessitate continuous
vigilance. Structures and foundations experience long-term stresses, ground conditions evolve
(especially in extraction zones), and materials fatigue. EGS is not a one-time construction activity;
its long-term deformation and subsidence monitoring programs are crucial for ongoing asset integrity
management. Detecting subtle movements early allows for predictive maintenance and proactive
interventions, preventing minor issues from escalating into catastrophic failures and extending the
safe operational life of multi-billion dollar investments.

Finally, the sectors operate under intense regulatory scrutiny. Strict national and international
regulations govern every aspect, from construction tolerances and pipeline burial depths to
mandatory structural health monitoring programs for dams, nuclear facilities, and offshore platforms.
Comprehensive, auditable EGS documentation — accurate as-built records, deformation monitoring
reports, subsidence analysis — is essential for demonstrating compliance, securing operating permits,
managing liability, and providing evidence of responsible operational practices. EGS provides the
objective, quantifiable geospatial data required to meet these stringent regulatory demands.



In essence, EGS is vital in oil, gas, and energy because it directly addresses the core challenges:
building immensely complex systems with zero margin for spatial error, operating them safely within
unforgiving environments over decades, and relentlessly guarding against failures with catastrophic
consequences. It transforms geospatial precision into the bedrock of safety, efficiency, regulatory
compliance, and the sustainable longevity of the infrastructure powering our world.
21. Look through the text and say what it is about. (preparation time - 15 min.).
Geometric Leveling: An Overview
Geometric leveling is a fundamental surveying technique used to determine the relative heights or
elevations of different points on the Earth's surface. It is essential in various engineering projects,
such as construction, road design, drainage planning, and mapping, where precise elevation data is
crucial.
Principles of Geometric Leveling
At its core, geometric leveling is based on the principle of measuring vertical distances (differences
in elevation) between points using an optical instrument called a level, along with a staff or rod. The
basic idea is to establish a horizontal line of sight and measure the height difference between the
instrument's line of sight and the points of interest.
Types of Geometric Leveling
1. Differential Leveling: Involves taking a series of readings from one point to another, measuring
the difference in elevation between successive points.
2. Profile Leveling: Used to determine the elevation change along a specific line or route.
3. Fly Leveling: A rapid method for temporary or less precise measurements over a large area.
Instruments Used
- Dumpy Level: A simple, fixed-magnification instrument suitable for standard applications.
- Automatic (Self-Aligning) Level: Provides more accurate and easier readings.
- Digital Levels: Use electronic sensors for high-precision measurements.
Procedure of Geometric Leveling
1. Setup: The level is set up on a stable tripod over a benchmark or known elevation point.
2. Focusing: The instrument is leveled using foot screws until the bubble is centered.
3. Reading the Staff: The staff is placed on the point whose elevation is to be determined. The
observer reads the staff through the telescope at the line of sight.
4. Recording: The reading (height of instrument plus staff reading) is recorded.
5. Moving to Next Point: The staft is moved to the next point, and the process repeats.
6. Backsight and Foresight:
- Backsight (BS): The reading taken on a benchmark or known point to establish the instrument's
height.
- Foresight (FS): The reading on the new point.
7. Calculations: The difference between Backsight and Foresight readings gives the change in
elevation.
Calculations
The elevation of a point is calculated as:
Elevation of point = Elevation of benchmark + Backsight — Foresight
or, when moving along a chain of points:
Elevation of subsequent point = Elevation of previous point + Backsight — Foresight
Accuracy and Error Correction
- Proper setup and leveling of the instrument are vital.
- Readings should be taken carefully to avoid parallax errors.
- Repeated measurements improve accuracy.
- Corrections may be applied for refraction and curvature over long distances.
Advantages of Geometric Leveling
- High precision in elevation measurements.
- Suitable for detailed topographical surveys.
- Relatively quick and straightforward with proper equipment.
Applications
- Construction site leveling.
- Highway and railway design.



- Drainage and flood control planning.
- Mapping and land development.
Geometric leveling is a vital surveying technique that provides accurate elevation data essential for
engineering and construction projects. Mastery of its principles and procedures ensures reliable
results, facilitating successful project planning and execution.

22. Look through the text and say what it is about. (preparation time - 15 min.).
Triangulation
Triangulation is a fundamental concept in various fields such as geography, navigation, surveying,
and social sciences, serving as a method to determine an unknown position or to analyze
relationships by using geometric principles. At its core, triangulation involves the use of
triangles—simple geometric shapes with three sides and three angles—to measure distances, map
locations, or understand complex structures. The principle relies on the fact that if the lengths of at
least two sides of a triangle and one angle are known, or if two angles and a side are known, the
remaining sides and angles can be accurately calculated through basic trigonometry.
Historically, triangulation revolutionized land surveying and cartography. Surveyors would establish
a network of triangles across a region, often starting from a known baseline. By measuring the angles
from specific points and knowing the baseline length, they could accurately compute the positions of
unmarked locations or boundaries. This method allowed for the creation of detailed maps over large
areas with high precision, which was essential for land division, construction projects, and
navigation. The development of triangulation networks in the 18th and 19th centuries was
instrumental in the creation of national coordinate systems and geographic databases, laying the
groundwork for modern geographic information systems (GIS).
In contemporary applications, triangulation extends beyond physical measurements. In navigation
systems such as GPS, triangulation is used to determine a receiver's location by calculating distances
from multiple satellites, each providing a known position. By measuring the time it takes for signals
to travel from satellites to the receiver, the system estimates distances and uses geometric principles
to pinpoint the exact location. Similarly, in wireless communications, triangulation helps locate
devices or signal sources by analyzing signal strengths and timings from multiple antennas. In social
sciences and research, triangulation refers to the use of multiple methods or data sources to validate
findings, thereby increasing the reliability and depth of analysis. This metaphorical use underscores
the idea of combining different perspectives or data points to arrive at a more comprehensive
understanding.
Overall, triangulation exemplifies how simple geometric concepts can be harnessed to solve complex
real-world problems. Its versatility across disciplines highlights its importance as a foundational
technique for measurement, navigation, mapping, and validation. As technology advances, the
principles of triangulation continue to underpin innovations in positioning, sensing, and data
validation, demonstrating that the humble triangle remains a powerful tool for understanding and
navigating our world.

23. Look through the text and say what it is about. (preparation time - 15 min.).

Trilateration

Trilateration is a fundamental technique used in navigation and positioning systems to determine the
exact location of an object or point in space by measuring distances from known reference points.
This method relies on the principle that if the distances to at least three known points are known, the
position of the unknown point can be precisely calculated. It is widely employed in various fields,
including GPS technology, radio navigation, and surveying, to establish accurate positional
information.

The process of trilateration involves drawing circles (or spheres in three dimensions) around each of
the known reference points, with radii equal to the measured distances to the unknown point. The
intersection point of these circles (or spheres) indicates the location of the target. In two-dimensional
space, the intersection of three circles typically pinpoints a single location, provided the distance
measurements are accurate. In three-dimensional applications, three spheres are used, and their
common intersection defines the position in space.

GPS systems exemplify trilateration in action. Satellites orbiting the Earth transmit signals that
include their positions and the time the message was sent. A GPS receiver, located somewhere on



Earth's surface, receives these signals and measures the time delay for each, which translates into the
distance to each satellite. Using the known positions of the satellites and the measured distances, the
receiver performs trilateration to compute its precise location, often expressed in latitude, longitude,
and altitude. This process requires at least four satellites to account for clock errors and enhance
accuracy.
Overall, trilateration is a powerful and reliable method for position determination, enabling modern
navigation and location-based services that are integral to daily life, from smartphone mapping
applications to autonomous vehicle navigation systems. Its reliance on geometric principles makes it
both robust and precise, provided the distance measurements are accurate and the reference points
are well-known.

24. Look through the text and say what it is about. (preparation time - 15 min.).
Geographic Information Systems
Geographic Information Systems (GIS) have become an integral part of modern society,
transforming the way we analyze and interpret spatial data. At its core, GIS is a framework that
allows users to capture, store, manipulate, analyze, manage, and present geographic information. By
integrating various layers of data, GIS enables a comprehensive understanding of spatial
relationships and patterns that are often invisible through traditional analysis methods.

The foundation of GIS lies in its ability to handle diverse data types, including vector data, which
represents features such as roads, buildings, and boundaries, and raster data, which encompasses
images like satellite photographs and aerial imagery. These layers can be overlaid and analyzed to
reveal insights that support decision-making across numerous fields. For example, urban planners
utilize GIS to optimize land use, minimize environmental impact, and plan infrastructure
development. Environmental scientists employ GIS to monitor changes in ecosystems, track
deforestation, and model climate change impacts. Emergency responders rely on GIS for disaster
management, locating resources, and planning evacuation routes.
Advancements in technology have significantly expanded the capabilities of GIS. The proliferation
of high-resolution satellite imagery, GPS technology, and the internet has facilitated real-time data
collection and sharing. Cloud-based GIS platforms allow for collaborative analysis and accessibility
from anywhere in the world, enhancing responsiveness and coordination among stakeholders.
Moreover, the integration of GIS with other technologies, such as artificial intelligence and machine
learning, opens new frontiers in predictive modeling and automated analysis, enabling more
proactive and informed decision-making.
Despite its many benefits, GIS also faces challenges. Data quality and accuracy are paramount, as
unreliable data can lead to misguided decisions. Privacy concerns arise when geospatial data
involves sensitive information about individuals or communities. Additionally, the complexity of
GIS software can present barriers for users lacking technical expertise, emphasizing the need for
education and training. As the technology continues to evolve, addressing these issues will be crucial
for maximizing the potential of GIS while safeguarding ethical considerations.
In conclusion, GIS is a powerful tool that bridges the gap between geography and technology,
providing valuable insights across multiple domains. Its ability to visualize and analyze spatial data
empowers organizations and governments to make informed decisions that enhance sustainability,
safety, and efficiency. As data collection methods become more sophisticated and accessible, GIS
will undoubtedly play an increasingly vital role in shaping a smarter, more connected world.

25. Look through the text and say what it is about. (preparation time - 15 min.).

Total Stations & Robotic Total Stations: Precision Workhorses of Geodetic Control

The Total Station (TS) is a fundamental electronic/optical surveying instrument essential for
Engineering Geodetic Support (EGS). It integrates three core functions: an electronic theodolite for
measuring horizontal and vertical angles with high precision (typically to seconds of arc), an
electronic distance meter (EDM) using infrared or laser light to measure slope distances to a
reflective prism (with millimeter to centimeter accuracy), and an on-board microprocessor with data
storage. Operators manually sight the instrument's telescope crosshairs onto a prism held by a
rodperson at the target point. The TS measures the angles and distance, then calculates the 3D
coordinates (Northing, Easting, Elevation) of the target point relative to the instrument's position and



a known reference point (back sight). Data is recorded manually in field books or, more commonly
now, electronically in onboard memory or external data collectors. Key purposes include establishing
control networks, topographic detail surveys, construction stakeout, as-built verification, and precise
monitoring where automation isn't critical.

The Robotic Total Station (RTS) represents a significant technological evolution, automating the
most time-consuming manual task: target tracking. An RTS incorporates a motorized drive system
and automatic target recognition (ATR) technology. The operator controls the instrument remotely
via a rugged field controller (tablet or handheld unit). Once the RTS is set up over a known point and
oriented, the operator simply commands it to locate a specific prism (either by searching or entering
its approximate location). The RTS automatically finds, locks onto, and continuously tracks the
prism as the rodperson moves around the site. This enables true one-person operation: the single
surveyor carries the prism pole and controller, directing the RTS from the target location. The RTS
continuously measures angles and distances as the prism moves, instantly calculating coordinates
and sending them to the controller for verification, recording, or stakeout guidance. This automation
drastically increases survey speed and efficiency, particularly for complex layouts or large-scale topo
surveys.

Operations and Core Purposes:

Both TS and RTS perform the same fundamental measurements: angles and distances to prisms.

Their core operational purposes within EGS are identical:

1. Precise Stakeout: Marking design points (foundations, columns, equipment pads, pipelines, roads)
accurately on the ground using coordinates from plans/BIM models.

2. Control Network Establishment & Densification: Creating high-accuracy reference points across a
site.

3. Topographic & As-Built Surveys: Capturing the precise location and elevation of existing features
or newly constructed elements.

4. Deformation Monitoring: Measuring displacements of prisms attached to structures over time

(manually with TS, often automated/continuous with RTS).

5. Geometric Control: Verifying alignment, elevation, verticality, and dimensions during
construction.

The RTS Advantage:

Dramatically Increased Productivity: One-person operation eliminates constant communication and
walking back to the instrument. Automatic tracking allows rapid data collection or layout of
numerous points.

Reduced Human Error: Minimizes pointing/sighting errors and miscommunication.

Enhanced Safety: The operator works away from the instrument, beneficial near traffic, moving
machinery, or on unstable ground.

Enables Complex Layouts: Efficiently handles intricate patterns or numerous points.

Foundation for Automation: RTS is the core sensor in Automated Deformation Monitoring Systems
(ADMS), providing continuous, unattended measurements.

While the standard TS remains valuable for specific tasks or budget constraints, the Robotic Total
Station has become the dominant instrument for most construction and engineering surveying due to
its unparalleled efficiency, accuracy, and ability to streamline workflows, making it an indispensable
tool for modern EGS.

26. Look through the text and say what it is about. (preparation time - 15 min.).

Geodetic and topographic surveys
Geodetic and topographic surveys are fundamental techniques used in the field of surveying to gather
essential data about the Earth's surface, each serving distinct purposes and employing different
methodologies. Geodetic surveys are comprehensive measurements that account for the curvature of
the Earth, aiming to establish precise positions over large areas with high accuracy. They are crucial
for creating coordinate systems, mapping large regions, and supporting activities such as engineering
projects, navigation, and scientific research. These surveys typically involve the use of sophisticated
instruments like GPS, theodolites, and electronic distance measurement devices to determine
geographical coordinates with minimal errors, ensuring that spatial data remains consistent over vast
distances.

In contrast, topographic surveys focus on capturing the detailed features of a specific area, including



natural elements like hills, rivers, and vegetation, as well as man-made structures such as buildings,
roads, and fences. The primary goal is to produce detailed maps or plans that depict the surface
features and terrain elevations, which are essential for urban planning, construction, landscaping, and
environmental management. Topographic surveys are generally conducted over smaller areas and
employ techniques such as total stations, level instruments, and photogrammetry to gather detailed
data about the surface features.

The key differences between the two surveys lie in their scope, accuracy, and purpose. Geodetic
surveys are extensive and aim for absolute positioning accuracy across large regions, taking into
account the Earth's curvature. Topographic surveys are more localized, emphasizing detailed surface
features without necessarily accounting for the Earth's curvature, although they provide critical
information for design and construction. Their applications are equally diverse; geodetic surveys
underpin the creation of coordinate systems used in navigation, cartography, and large-scale
infrastructure projects, while topographic surveys support site planning, civil engineering, and
environmental management. Both types of surveys are vital in ensuring the precision and reliability
of spatial data, ultimately facilitating informed decision-making across various disciplines.

27. Look through the text and say what it is about. (preparation time - 15 min.).

Measuring polygons
Measuring polygons accurately at construction sites is a crucial task that ensures the precise layout
and structural integrity of any project. To begin, it’s essential to have the right tools, such as a tape
measure, a theodolite or total station, a measuring wheel, and a GPS device if available. The process
starts with establishing a clear baseline or reference points using stakes and markers. These points
serve as the foundation for calculating the positions of the polygon's vertices.
Next, establish the first point by marking it clearly and recording its coordinates or distances from
known reference points. Using a theodolite or total station, measure the angles between this initial
point and subsequent points around the polygon. These angles, combined with distance
measurements obtained via tape or electronic distance measurement (EDM) devices, allow you to
determine the precise locations of each vertex. For irregular polygons, it’s important to measure all
sides and interior angles carefully, ensuring that the sum of angles aligns with geometric
expectations.
To improve accuracy, double-check measurements by repeating the process from different reference
points or using redundant measurements. Once all vertices are located, connect the points accurately
on the ground, verifying that the polygon’s shape conforms to the design plans. Document all
measurements meticulously, noting any deviations or anomalies. Properly marking and recording
these points ensures that the construction aligns precisely with the intended design, reducing errors
and rework. With careful measurement and recording, you can reliably define complex polygonal
shapes at construction sites, ensuring the project’s success and structural integrity.

28. Look through the text and say what it is about. (preparation time - 15 min.).

The history of geodesy till the 19th century

The history of geodesy, the science concerned with measuring and understanding the Earth's shape,
size, and gravitational field, is a fascinating journey that spans thousands of years. Its evolution
reflects humanity's enduring quest to comprehend our planet, driven by practical needs such as land
division, navigation, and scientific curiosity.

Ancient civilizations laid the foundational principles of geodesy. The earliest records come from the
Egyptians around 3000 BCE, who employed simple surveying techniques to delineate land
boundaries after the annual flooding of the Nile River. They recognized the importance of precise
measurements for agriculture and taxation. The Babylonians and Assyrians also engaged in land
measurement, utilizing rudimentary tools like ropes and plumb lines. In ancient Greece,
mathematicians such as Eratosthenes of Cyrene (circa 276-194 BCE) made groundbreaking
contributions. Eratosthenes is famously credited with estimating the Earth's circumference with
remarkable accuracy by comparing the angle of the Sun's rays at two different locations, Alexandria
and Syene (modern-day Aswan). His method involved measuring the shadow cast by a stick at noon
and applying basic geometry, establishing one of the earliest scientific methods for understanding
Earth's size.

During the Roman Empire and into the Middle Ages, geodesy continued to develop through the



efforts of various surveyors and scholars. The Romans advanced land surveying techniques,
constructing extensive networks of roads and aqueducts with precise measurements. However,
systematic scientific approaches to Earth's shape remained limited until the Renaissance.
The Renaissance era marked a renewed interest in scientific inquiry and exploration. The 16th and
17th centuries saw significant progress with the advent of more sophisticated instruments. Notably,
the invention of the telescope and improvements in geometric methods allowed for better
measurements. In 1672, Isaac Newton hypothesized that the Earth was not a perfect sphere but an
oblate spheroid—flattened at the poles—based on his studies of gravity and planetary motion. This
insight prompted further investigations into Earth's shape.
The 18th century was a pivotal period for geodesy, driven largely by the need for accurate mapping
for navigation, military, and scientific purposes. The French Academy of Sciences organized
large-scale geodetic surveys, such as the Cassini mission, which aimed to measure the meridian arc
from Dunkerque to Barcelona. These efforts resulted in more precise models of Earth's shape,
leading to the adoption of the reference ellipsoid and the development of geodetic datums. The
advent of triangulation methods allowed for the measurement of vast areas with improved accuracy.
29. Look through the text and say what it is about. (preparation time - 15 min.).

The history of geodesy
The 19th century heralded technological advancements with the development of more accurate
theodolites, baseline measurement techniques, and the establishment of international standards. The
creation of national geodetic networks and the development of gravity measurements further refined
our understanding of Earth's shape and gravitational field. The concept of geodetic datums became
standardized, providing essential frameworks for mapping and navigation.
The 20th century witnessed a transformative leap with the introduction of electronic distance
measurement (EDM) instruments, which vastly increased measurement precision. A major milestone
was the advent of satellite geodesy in the latter half of the century. The launch of artificial satellites,
beginning with Sputnik in 1957, revolutionized geodesy by enabling global measurements of Earth's
shape and gravity field. Satellite tracking techniques, such as Doppler shifts and later laser ranging,
allowed scientists to determine Earth's parameters with unprecedented accuracy.
The development of global navigation satellite systems (GNSS), including GPS (Global Positioning
System), GLONASS, Galileo, and BeiDou, has further advanced the field. These systems provide
real-time positioning data with centimeter-level accuracy, transforming navigation, surveying, and
Earth sciences. Satellite altimetry, gravity field measurements, and Earth observation missions have
enriched our understanding of Earth's dynamic processes, including plate tectonics, sea level rise,
and climate change.
Today, geodesy continues to evolve with technological innovations like interferometric synthetic
aperture radar (InSAR), gravimetric satellites, and terrestrial laser scanning. The field integrates data
from multiple sources to create highly detailed models of Earth's surface and interior, supporting
scientific research and practical applications worldwide.
In summary, the history of geodesy reflects a continuous journey from primitive land measurements
to sophisticated satellite-based systems. Each era built upon previous discoveries, driven by the need
for more precise, comprehensive knowledge of our planet. As technology advances, geodesy remains
a vital discipline, expanding our understanding of Earth's complex systems and helping humanity
navigate and manage our home planet more effectively.

30. Look through the text and say what it is about. (preparation time - 15 min.).
Units of measurement
Units of measurement are fundamental to understanding and quantifying the world around us,
enabling consistent communication and comparison of physical quantities such as length, mass, time,
and angles. Among the various systems used worldwide, the International System of Units (SI) is the
most widely adopted, providing a standardized framework for scientific, industrial, and everyday
measurements. Developed in France and officially adopted in 1960, the SI system is based on the
metric system, with seven base units including the meter for length, the kilogram for mass, and the
second for time. These units are interconnected through prefixes that denote multiples or fractions,
facilitating precise and scalable measurements across diverse fields.
Angles are a key concept in geometry and physics, representing the measure of rotation between two



intersecting lines or planes. The most common unit for measuring angles in the SI system is the
radian, which is defined as the angle subtended at the center of a circle by an arc equal in length to
the radius of the circle. One radian is approximately 57.2958 degrees. Degrees, another unit of
measurement for angles, are more familiar in everyday contexts and are subdivided into 60 minutes,
each consisting of 60 seconds. This sexagesimal system of degrees originated in ancient civilizations
and remains prevalent in navigation, engineering, and astronomy.

Lines are fundamental in geometry, characterized as infinitely extending in both directions. They can
be classified as parallel, intersecting, or skew, depending on their spatial relationships. When two
lines intersect, they form angles at the point of intersection, which can be classified as either
complementary (summing to 90 degrees) or supplementary (summing to 180 degrees).
Understanding lines and angles is essential for the study of shapes, construction, and design.

The SI system primarily uses the meter for length measurement, but in everyday contexts, especially
in the United States and historically in England, customary units are often employed. The imperial
system, used predominantly in the United Kingdom and the United States, includes units like inches,
feet, yards, and miles for length. One foot equals 12 inches, one yard equals 3 feet, and one mile
equals 1, 760 yards or approximately 1.609 kilometers. These units are customary rather than metric,
and their use varies depending on the context—engineering, navigation, or casual conversation.

In the United States, the imperial system remains the standard for most everyday measurements,
including construction, real estate, and personal height and weight. Conversely, the UK has largely
transitioned to the metric system for most scientific, commercial, and governmental purposes.
However, some imperial units, such as miles for road distances and pints for beer, are still in
common use in Britain. The historical roots of these measurement systems date back centuries, with
the imperial units originating from standards established in the British Empire.
The differences between the SI system and the imperial or customary units can sometimes lead to
confusion, especially in international contexts. For example, a mile in the imperial system is longer
than a kilometer, and an inch is smaller than a centimeter. To facilitate international trade, science,
and technology, SI units are preferred because of their consistency and universal acceptance.
Nonetheless, understanding both measurement systems is essential for effective communication
across different countries and fields.
Angles and lines are also measured and analyzed differently in various systems. In the SI system,
angles are measured in radians for scientific purposes, especially in calculus and physics, because
radians provide a natural measure for describing rotational motion and periodic functions. For
practical applications like navigation and engineering, degrees are more common, with the full circle
divided into 360 degrees, a convention that dates back to ancient Babylonian astronomy. This
division allows for straightforward subdivision of angles, making it easier to measure and
communicate directions and orientations.
Lines play a crucial role in geometry and trigonometry, where their properties help define shapes,
solve problems, and describe spatial relationships. Parallel lines remain equidistant and never meet,
while intersecting lines do so at a single point, forming angles that can be analyzed to understand
geometric configurations. The study of lines and angles underpins many fields, including
architecture, engineering, and computer graphics, where precise measurements are vital.
In summary, units of measurement, angles, and lines form the backbone of quantitative
understanding in science, engineering, and daily life. The SI system provides a universal standard
that promotes consistency and clarity, especially in scientific contexts, while the imperial system
persists in certain regions like the United States and the UK for historical and practical reasons. Both
systems involve the measurement of length, angles, and spatial relationships, but their differences
highlight the importance of context and convention in measurement practices. As global interaction
increases, familiarity with both systems and their underlying principles becomes increasingly
valuable, enabling better communication, collaboration, and innovation across cultures and
disciplines.

31. Look through the text and say what it is about. (preparation time - 15 min.).
Geodetic networks
Geodetic networks are fundamental frameworks used in surveying, mapping, and various geospatial
applications to establish precise positions of points on the Earth's surface. These networks are



classified based on their configuration, purpose, and the accuracy requirements they fulfill.
Understanding the different types and classes of geodetic networks is essential for selecting the
appropriate approach for a given project, whether it involves large-scale mapping, engineering
design, or scientific research.
Primarily, geodetic networks can be categorized into three main types: triangulation networks,
trilateration networks, and traversing networks. Triangulation networks are among the oldest and
most widespread; they are constructed by establishing a series of interconnected triangles, where the
angles of each triangle are measured with high precision. The known baseline length, often
determined by direct measurement, serves as a starting point, and subsequent positions are computed
through angular observations. The accuracy of triangulation networks depends heavily on precise
angle measurements and the stability of the baseline. These networks are particularly suited for
large-area mapping, where establishing a framework over extensive regions is necessary.
Trilateration networks, on the other hand, rely on measuring distances directly between points,
typically using electronic distance measurement (EDM) techniques. By forming interconnected
triangles with known distances, trilateration minimizes the cumulative errors associated with angular
measurements. These networks are advantageous when high accuracy in distance measurement is
achievable, such as in control surveys for engineering projects. Trilateration tends to be more reliable
over shorter distances and is often used in conjunction with triangulation to improve overall network
precision.
Traversing networks, also known as traverse surveys, involve establishing a series of interconnected
points through a combination of measured angles and distances. Traverses can be open or closed;
closed traverses return to the starting point, enabling the detection and correction of measurement
errors through mathematical adjustments. These networks are highly flexible, adaptable to various
terrains and project scales, and are commonly employed for cadastral surveys, construction layout,
and boundary determination. The accuracy of traversing networks depends on the precision of both
angular and distance measurements, as well as the quality of the adjustments applied during data
processing.
The classification of geodetic networks also considers their intended accuracy and purpose.
High-precision networks are designed for scientific and engineering applications where positional
accuracy must be within millimeters or centimeters. These include geodetic control networks used in
tectonic studies, satellite positioning, and large infrastructure projects. Such networks often employ
sophisticated measurement techniques, multiple control points, and rigorous adjustments to
minimize errors. Conversely, lower-accuracy networks serve purposes such as topographic mapping
at a regional scale, general boundary delineation, or preliminary surveys where a few meters of
positional accuracy are sufficient.
The choice of a particular class of geodetic network hinges on several factors: the size of the area to
be covered, the required accuracy, available technology, terrain conditions, and budget constraints.
For instance, establishing a high-precision control network over a large region may involve a
combination of triangulation, trilateration, and traversing, supplemented by modern satellite-based
techniques like GPS. In contrast, small-scale projects in accessible terrain might rely solely on
traversing with total stations.
In summary, understanding the different types and classes of geodetic networks—triangulation,
trilateration, and traversing—and their respective accuracies and purposes is crucial for effective
survey planning. High-precision networks are indispensable for scientific and engineering endeavors
demanding millimeter-level accuracy, while lower-precision networks suffice for general mapping
and boundary surveys. The selection process involves balancing accuracy requirements,
technological capabilities, and logistical considerations to achieve reliable and efficient results in
geospatial positioning.

32. Look through the text and say what it is about. (preparation time - 15 min.).
Types of surveys
In geodesy, surveys are fundamental for establishing and maintaining precise measurements of the
Earth's surface, which are essential for mapping, construction, navigation, and various scientific
applications. There are several main types of surveys, each tailored to specific objectives and
employing different methodologies. The primary categories include cadastral surveys, topographic
surveys, geodetic surveys, and engineering or construction surveys, among others.



Cadastral surveys focus on defining land boundaries, property lines, and ownership details. These
surveys are crucial for legal documentation, land registration, and real estate transactions. They
typically involve precise measurements to determine the exact position of boundary markers and
often require the integration of historical records, deed descriptions, and field measurements to
produce detailed cadastral maps.
Topographic surveys aim to capture the natural and built features of the terrain. They are essential for
urban planning, infrastructure development, environmental management, and landscape design.
These surveys involve collecting data on elevation, landforms, vegetation, and infrastructure such as
roads, buildings, and utilities. The data gathered are used to produce contour maps and 3D models,
providing a comprehensive representation of the terrain's surface.
Geodetic surveys are distinguished by their focus on establishing a network of precise control points
over large areas. They are fundamental for creating a common framework for various mapping and
engineering projects. Geodetic surveys often involve high-precision measurements using techniques
such as triangulation, trilateration, and satellite positioning systems like GPS. They are integral to
defining the shape and size of the Earth, supporting global navigation systems, and ensuring
positional accuracy across large regions.
Engineering or construction surveys are conducted to support the design and construction of
infrastructure projects. These surveys provide detailed site data necessary for planning, layout, and
execution of construction activities. They include site surveys, quantity surveys, and staking out,
which involve marking the positions of structures and features according to engineering plans. These
surveys require high accuracy and often combine traditional methods with modern technologies like
total stations and laser scanning.
In addition to these main categories, specialized surveys such as hydrographic surveys, which map
underwater features; aerial surveys using drones or aircraft for large-scale mapping; and remote
sensing techniques, which analyze satellite imagery, are also integral to the field. Each type of survey
employs specific tools and methods suited to its objectives, but all share the common goal of
acquiring reliable spatial data to support decision-making and scientific understanding.
Overall, the diverse types of surveys in geodesy reflect the broad scope of the discipline, which
adapts its methods to meet the demands of various applications, from legal boundary delineation to
scientific research and engineering projects. Advances in technology continuously enhance the
precision, efficiency, and scope of geodetic surveys, ensuring their vital role in understanding and
managing the Earth's surface.

33. Look through the text and say what it is about. (preparation time - 15 min.).
Vertical surveys
Vertical surveys are a fundamental component of geological and geotechnical investigations, playing
a crucial role in understanding the subsurface profile of a given area. Unlike horizontal or surface
surveys, which primarily focus on the mapping of surface features or horizontal extents, vertical
surveys delve beneath the Earth's surface to provide detailed information about the stratigraphy,
depth, and composition of subsurface layers. These surveys are essential for a variety of applications,
including site investigation for construction projects, mineral and hydrocarbon exploration,
groundwater assessment, and environmental studies.
The primary objective of a vertical survey is to determine the depth and characteristics of different
geological layers beneath the ground. This process involves collecting data at various depths to
construct a vertical profile or section that illustrates the arrangement, thickness, and nature of
subsurface strata. Accurate vertical profiling is critical in ensuring the safety, stability, and feasibility
of engineering projects, especially those involving deep foundations, tunnels, or underground
facilities.
Several methods are employed in conducting vertical surveys, each suited to specific conditions and
objectives. One of the most common techniques is borehole drilling, which involves drilling vertical
or inclined holes into the ground to extract continuous samples or to install measurement
instruments. Boreholes provide direct access to subsurface materials, allowing geologists and
engineers to perform tests such as core sampling, standard penetration tests (SPT), cone penetration
tests (CPT), and geophysical logging. These tests yield valuable data about soil and rock properties,
including density, strength, moisture content, and mineral composition.
Geophysical methods also play a significant role in vertical surveys, especially when direct drilling is



impractical or requires preliminary investigation. Techniques such as electrical resistivity, seismic
refraction, and ground-penetrating radar (GPR) can help delineate subsurface features indirectly. For
instance, seismic refraction surveys measure the travel time of seismic waves through different
layers, allowing the estimation of layer depths and velocities. Electrical resistivity surveys measure
the resistance of the ground to electrical currents, which varies with moisture content and material
type, providing insights into the layering and potential zones of interest.
The data collected from boreholes and geophysical methods are integrated to create a detailed
vertical profile of the subsurface. These profiles are often represented as cross-sectional drawings or
logs that illustrate the sequence of geological layers, their depths, and properties. Such profiles assist
engineers and geologists in making informed decisions regarding site suitability, foundation design,
and risk assessment.
Modern advancements have enhanced the accuracy and efficiency of vertical surveys. Automated
logging tools, real-time data acquisition systems, and sophisticated software for data interpretation
have significantly improved the quality of subsurface models. Additionally, techniques like
downhole geophysical logging allow for continuous measurement of properties along the borehole
depth, providing high-resolution data essential for detailed analysis.
Despite their many advantages, vertical surveys also face certain challenges. Drilling and data
collection can be costly and time-consuming, particularly in difficult terrain or urban environments.
Moreover, the interpretation of geophysical data requires expertise to avoid misrepresentations of
subsurface conditions. Nonetheless, the benefits of obtaining reliable subsurface information
outweigh these challenges, making vertical surveys an indispensable part of comprehensive
geotechnical investigations.
In conclusion, vertical surveys are a vital tool in understanding the Earth's subsurface, enabling safer
and more efficient engineering and resource extraction operations. Through a combination of
drilling, geophysical techniques, and data integration, these surveys provide detailed insights into the
layered structure beneath the surface. As technology continues to advance, vertical survey methods
will become even more precise, cost-effective, and accessible, further supporting the development of
infrastructure and resource management in a sustainable manner.

34. Look through the text and say what it is about. (preparation time - 15 min.).
Horizontal surveys
Horizontal surveys are a fundamental aspect of land surveying that involves the precise measurement
of horizontal distances and angles to determine the relative positions of points on the Earth's surface.
These surveys are essential for various applications, including the planning and design of
infrastructure projects, land division, boundary determination, construction layout, and
environmental studies. The primary objective of a horizontal survey is to establish an accurate
framework of points that serve as references for further work or documentation.
The process of conducting a horizontal survey begins with the selection of a suitable survey method
based on the project's requirements, terrain conditions, and available equipment. Common methods
include chain and tape surveying, plane table surveying, transit and theodolite surveys, and more
advanced techniques like Total Station and GPS surveys. Each method has its advantages and
limitations; for example, chain and tape surveying is simple and cost-effective for short distances but
less accurate over long spans, whereas modern electronic distance measurement (EDM) instruments
and GPS provide higher precision over larger areas.
A typical horizontal survey starts with establishing a control network, which involves selecting
prominent points or benchmarks that are accurately known or can be accurately determined through
initial measurements. These control points form the basis for subsequent measurements and ensure
the survey's overall accuracy. The surveyor then proceeds to measure distances and angles between
various points within the survey area, using appropriate instruments. The measurements are carefully
recorded, often accompanied by checks and repetitions to minimize errors.
One of the critical challenges in horizontal surveys is maintaining accuracy, which involves
meticulous instrument calibration, proper measurement techniques, and correction for possible
sources of error such as atmospheric refraction, instrument collimation errors, and earth curvature.
Modern instruments like the Total Station combine electronic distance measurement with angular
measurement, streamlining data collection and reducing human errors. Additionally, GPS-based
surveys utilize signals from satellites to determine positions with high accuracy, especially useful in



large or inaccessible terrains.
After data collection, the surveyor processes the measurements through calculations that involve
plotting the points on maps or plans. This often includes adjusting the data to account for errors,
ensuring that the network is consistent and accurately represents the surveyed area. The final outputs
are survey plans, maps, and reports detailing the coordinates and relationships between points. These
documents are vital for architects, engineers, land developers, and government authorities to make
informed decisions.
Horizontal surveys also involve the use of coordinate systems, such as the local coordinate system or
global systems like UTM (Universal Transverse Mercator), to standardize measurements and
facilitate integration with other spatial data. The choice of coordinate system depends on the project's
scope and requirements.
In conclusion, horizontal surveys are crucial for establishing accurate and reliable spatial data on the
Earth's surface. They require careful planning, precise measurement, and diligent data processing to
ensure the results are dependable. As technology advances, newer tools and techniques continue to
enhance the accuracy, efficiency, and scope of horizontal surveying, making it an indispensable
component of modern land management and development projects.

35. Look through the text and say what it is about. (preparation time - 15 min.).

The concept of a datum

In the field of surveying, the concept of a datum is fundamental to ensuring accurate measurement,
mapping, and spatial analysis. A datum serves as a reference framework or coordinate system that
provides a basis for locating points on the Earth's surface. It establishes a common point of reference
from which survey measurements are made, allowing for consistency and precision across different
projects and over time. Without a well-defined datum, measurements could be inconsistent, leading
to errors in mapping, construction, and other geospatial applications.

There are primarily two types of datums used in surveying: horizontal datums and vertical datums.
Horizontal datums define the position of points on the Earth's surface in a two-dimensional plane,
providing coordinates such as latitude and longitude or easting and northing in a projected coordinate
system. Vertical datums, on the other hand, establish a reference for elevation measurements,
indicating the height of points relative to a specific surface, often mean sea level.

Historically, horizontal datums were based on a local reference point, such as a monument or a
benchmark, and were often tied to a specific region. As geodesy advanced, global and regional
datums were developed to improve consistency across larger areas. For instance, the North American
Datum of 1927 (NAD27) and the North American Datum of 1983 (NADS§3) are widely used in North
America, with NADS83 being more modern and based on a more accurate geocentric coordinate
system. Globally, the World Geodetic System 1984 (WGS84) has become the standard datum for
GPS and many mapping applications, providing a unified global coordinate framework.

Vertical datums are equally important, especially in construction, drainage, and flood risk
assessment. The most common vertical datum is the mean sea level, which acts as a zero-height
reference point. Different regions may have their own local vertical datums, which are sometimes
tied to specific tide gauges or benchmarks. For example, in the United States, the National Geodetic
Vertical Datum of 1929 (NGVD29) and the North American Vertical Datum of 1988 (NAVDS88) are
used, with NAVDS8S8 being more recent and based on more accurate measurements.

The choice of a datum depends on the purpose of the survey and the geographic area involved. It's
crucial for surveyors to specify the datum used in their measurements, as changing datums can lead
to positional differences that may be significant depending on the scale of the project. When data
from different sources are combined, transformations between datums are often necessary to ensure
compatibility and accuracy. These transformations involve mathematical procedures that adjust
coordinates from one datum to another, accounting for differences in the reference points and the
underlying models of the Earth's shape.

In practical surveying, modern technology such as GPS relies heavily on the WGS84 datum for
positioning. When survey data collected in WGS84 are used for mapping or engineering purposes,
they are often transformed into local or project-specific datums to align with existing maps or
construction plans. This process underscores the importance of understanding the relationships
between various datums and the methods used for datum transformation.

In conclusion, datums are a cornerstone of surveying practice, providing the essential reference



framework for accurate spatial measurements. The selection and correct application of the
appropriate datum ensure the precision and reliability of survey data, which is vital for a wide range
of applications including cartography, construction, land development, and environmental
management. As technology advances, the integration of global datums like WGS84 with local
datums continues to enhance the accuracy and interoperability of spatial data worldwide.
36. Look through the text and say what it is about. (preparation time - 15 min.).
The Ellipsoid of Rotation: Geodesy's Foundational Model
An ellipsoid of rotation (also called a spheroid or reference ellipsoid) is a mathematically defined
surface generated by rotating an ellipse around its minor (shorter) axis. It is characterized by two key
parameters: its semi-major axis (a), representing the equatorial radius, and its flattening (),
quantifying the difference between the equatorial and polar radii (f = (a - b)/a, where b is the
semi-minor axis).
Its Paramount Importance in Geodesy:
1. Mathematical Representation of Earth's Shape: While the Earth's true physical surface is highly
irregular (topography, bathymetry) and its gravitational equipotential surface (the geoid) is
undulating, the ellipsoid provides a smooth, regular geometric figure that closely approximates the
planet's overall bulk shape — an oblate spheroid flattened at the poles and bulging at the equator. This
simplicity is essential for mathematical calculations.
2. Reference Surface for Horizontal Datums: The ellipsoid serves as the fundamental reference
surface for defining geodetic datums. A datum establishes a coordinate system for precisely locating
points on Earth. The ellipsoid provides the geometric framework (shape and size) for the horizontal
component (latitude and longitude) of these datums. Examples include WGS84 (used by GPS) or
regional datums like NAD83 or ETRS89.
3. Basis for Geodetic Coordinate Systems: Latitude (geodetic latitude, ¢) and longitude (A) are
defined relative to the ellipsoid. Geodetic latitude is the angle between the equatorial plane and the
normal (perpendicular) to the ellipsoid surface at a point. Longitude is the angle between a reference
meridian (e.g., Greenwich) and the meridian plane of the point. Elevation (height) is usually
measured separately relative to the geoid (orthometric height) or the ellipsoid (ellipsoidal height).
4. Framework for Calculations: The ellipsoid's well-defined geometry allows precise calculation of:
Distances and azimuths (directions) between points on its surface.
Areas of regions projected onto it.
Transformations between different coordinate systems and datums.
Reduction of terrestrial survey measurements (angles, distances) from the physical Earth's surface to
the regular reference surface.
5. Global Positioning System (GPS/GNSS) Foundation: Satellite positioning systems like GPS
fundamentally calculate positions as ellipsoidal coordinates (¢, A, h - ellipsoidal height) relative to a
specific reference ellipsoid (e.g., WGS84 for GPS). This provides a globally consistent geometric
reference frame.
6. Mapping and Charting: Virtually all modern topographic maps, nautical charts, and aeronautical
charts are compiled using coordinates referenced to a specific ellipsoid and datum. The ellipsoid
provides the stable geometric base onto which the complex physical and cultural features are
projected.
In essence: The ellipsoid of rotation is the indispensable geometric foundation of geodesy. It
provides the mathematically tractable surface upon which the entire edifice of geodetic datums,
coordinate systems, positioning, navigation, and mapping is built. While not the physical Earth or the
geoid, its simplicity and close approximation enable the precise mathematical modeling and global
referencing essential for accurately describing locations and performing calculations on our planet.
37. Look through the text and say what it is about. (preparation time - 15 min.).

The geometry factor

The geometry factor, often called the Geometric Dilution of Precision (GDOP) or simply geometry,
plays a crucial role in precise point positioning (PPP) by quantifying how satellite geometry
influences the accuracy of position estimates. In PPP, signals from multiple satellites are used to
determine an observer's precise location. The relative positions of these satellites at the time of
measurement affect the quality of the position solution.



When satellites are well spread out in the sky, forming wide angles with respect to the receiver, the
geometry factor is low, leading to minimal positional error amplification. Conversely, if satellites are
clustered together or nearly in a straight line, the geometry factor is high, and the positional errors are
significantly amplified. This is because poor geometry causes the errors in satellite range
measurements to translate into larger uncertainties in the calculated position.
In mathematical terms, the geometry factor is derived from the covariance matrix of the least squares
estimation process. It is influenced by the satellite positions relative to the receiver, which are
represented by the line-of-sight (LOS) unit vectors. The design matrix, constructed from these LOS
vectors, encapsulates how each satellite's measurement contributes to the solution. The inverse of the
normal matrix (the product of the transpose of the design matrix and the design matrix itself)
contains the covariance of the estimated position. The GDOP is then calculated as the square root of
the trace of this covariance matrix, representing the overall amplification of measurement errors in
the position estimate.
In essence, the geometry factor determines how much the measurement noise affects the final
position. Better satellite geometry (lower GDOP) results in more accurate and reliable positioning,
while poor geometry (higher GDOP) reduces the precision. During PPP processing, the geometry
factor is continuously evaluated, and measurements with unfavorable satellite configurations may be
weighted less or discarded to improve the robustness and accuracy of the positioning solution.

38. Look through the text and say what it is about. (preparation time - 15 min.).
Regulatory Compliance in construction and ongoing monitoring
Regulatory compliance in construction is a fundamental aspect of ensuring that building projects
adhere to established legal standards, safety protocols, and environmental guidelines. It involves a
comprehensive understanding of local, regional, and national regulations that govern various facets
of construction activities, including planning, design, execution, and post-completion phases.
Compliance is not merely a matter of legal obligation but also a critical component in safeguarding
the safety of workers, future occupants, and the surrounding community. It helps prevent accidents,
structural failures, and legal disputes, thereby promoting sustainable and responsible development.
The process of achieving regulatory compliance begins in the planning and design stages, where
architects and engineers must ensure that their plans align with zoning laws, building codes, and
environmental regulations. This requires meticulous documentation and submission of permits and
approvals before breaking ground. During construction, adherence to safety standards such as OSHA
(Occupational Safety and Health Administration) regulations, proper use of personal protective
equipment, and implementation of adequate site safety measures are essential to prevent accidents
and injuries. Regular inspections are conducted to verify compliance with these standards, and any
deviations must be promptly corrected to avoid penalties and project delays.
Ongoing monitoring is a critical element in maintaining compliance throughout the lifecycle of a
construction project. It involves continuous oversight and assessment of construction activities to
ensure that work remains within the boundaries of regulatory requirements. This can include
real-time monitoring of environmental impacts, such as dust, noise, and waste management, as well
as safety procedures and quality control measures. Advanced technologies like Building Information
Modeling (BIM), drones, sensors, and data analytics are increasingly employed to facilitate real-time
tracking and reporting, enabling proactive responses to potential issues before they escalate.
Furthermore, ongoing monitoring ensures that post-construction operations, maintenance, and
renovations also comply with relevant standards. Regular audits and inspections are conducted to
verify that buildings continue to meet safety and environmental regulations. Any deficiencies
identified are addressed through corrective actions, and documentation is maintained for
accountability and future reference. This continuous oversight not only helps in maintaining legal
compliance but also enhances the longevity and sustainability of the structure.
In addition to technical compliance, regulatory adherence also encompasses contractual and ethical
responsibilities. Contractors, developers, and stakeholders must foster a culture of compliance,
emphasizing transparency, integrity, and accountability. Training programs and awareness campaigns
are vital in ensuring that all personnel understand their roles and responsibilities in maintaining
compliance standards.
In conclusion, regulatory compliance in construction is an ongoing, dynamic process that spans the
entire project lifecycle. It requires meticulous planning, diligent execution, and continuous



monitoring to ensure that all activities meet the necessary legal and safety standards. Embracing
technological advancements and fostering a culture of compliance are vital in managing risks and
delivering safe, sustainable, and compliant built environments. As regulations evolve in response to
new challenges, construction professionals must stay informed and adaptable to uphold the highest
standards of compliance, ultimately contributing to the integrity and success of their projects.

39. Look through the text and say what it is about. (preparation time - 15 min.).
Engineering the Sky: The Construction of the Burj Khalifa, Dubai
The Burj Khalifa's rise from the Dubai desert to become the world's tallest structure (828m) stands as
a monumental achievement in modern engineering and construction. Its success stemmed from
overcoming extreme challenges through innovative design, meticulous planning, and groundbreaking
execution. Architect Adrian Smith (SOM) conceived a radical "buttressed core" structural system,
inspired by the Hymenocallis flower. Three wings arranged in a Y-shape buttressed a massive central
hexagonal core, creating a stable, aerodynamically efficient form tapering upwards. This design
minimized wind forces — the critical constraint for super-tall towers — while maximizing usable
space.
Foundation and Geodetic Precision: Supporting such unprecedented height required an equally
extraordinary foundation. Engineers excavated 50 meters below ground to reach stable strata,
constructing a reinforced concrete mat foundation 3.7m thick. Under this sat 194 high-strength
barrette piles, plunging over 50m deep into the bedrock, collectively bearing the tower's immense
weight (over 500, 000 tonnes). Precise positioning of these piles and the core structure was
paramount. A sophisticated geodetic control network was established using GPS and high-precision
total stations. Crucially, this network included external reference pylons far from the construction
zone to ensure stability. Measurements were constantly monitored for thermal expansion effects and
adjusted vertically using GPS and precise leveling to maintain millimeter accuracy throughout
construction. Laser-guided verticality checks ensured the core remained perfectly plumb.
Vertical Construction Logistics: Pouring the record-breaking height demanded revolutionary concrete
technology. A specially designed high-performance, low-permeability concrete mix was developed to
withstand Dubai's extreme heat (up to 50°C) and pressure at lower levels. To pump concrete to
unprecedented heights, a sophisticated pumping system was engineered. Concrete was placed using
high-pressure pumps through a network of pipes, culminating in a single, record-setting pump to 606
meters above ground level. Careful thermal management was critical; ice was added to the mix, and
curing was meticulously controlled to prevent thermal cracking in the massive pours. The structure
rose using a sophisticated "top-down" approach. A system of self-climbing formwork (jump forms)
for the core and wing walls allowed continuous vertical progression. Slipforms were used for the
central core, while jump forms moved the perimeter walls upwards section by section. This system
enabled efficient cycle times, with crews working simultaneously on multiple levels.
Cladding and Systems: Installing the 26, 000 glass and aluminum curtain wall panels presented
another vertical challenge. Custom-designed cradles descended from the top of the completed
structure, allowing crews to install the facade progressively downwards as the building rose,
maximizing speed and safety. The tower incorporates highly advanced building systems, including a
pressurized air supply system for elevators to counteract stack effect, and a complex condensate
collection system that recycles water from the air conditioning for irrigation. At its pinnacle sits a
massive tuned mass damper, a 350-tonne pendulum system that counteracts wind-induced sway,
ensuring occupant comfort and structural integrity during high winds.
Completion and Legacy: Completed in 2010 after six years of construction, the Burj Khalifa
redefined the limits of vertical construction. Its success relied on the seamless integration of
cutting-edge structural engineering, innovative materials science, unprecedented vertical logistics,
and relentless geodetic precision. The project demonstrated the feasibility of super-tall structures in
challenging environments and set new benchmarks for global skyscraper design, construction speed,
and integrated building systems. It remains an enduring symbol of human ambition and technical
ingenuity.

40. Look through the text and say what it is about. (preparation time - 15 min.).
Nord Stream: Engineering a Subsea Megaproject Across the Baltic Sea



The Nord Stream twin natural gas pipelines, stretching 1, 224 km through the demanding
environment of the Baltic Sea from Russia to Germany, represent one of the most complex subsea
infrastructure projects ever undertaken. Completed in 2012 (Line 1) and 2012 (Line 2), their
construction pushed the boundaries of offshore engineering, surveying, and environmental
management, requiring unprecedented precision across international waters, sensitive ecosystems,
and a seabed littered with historical hazards.

Unique Challenges Demanding Innovation:

1. Depth & Route Complexity: The route traversed depths up to 210 meters, crossed busy shipping
lanes, navigated around protected marine areas, and avoided thousands of unexploded WWII
munitions identified during pre-construction surveys. Precise route planning was critical.

2. Environmental Sensitivity: Minimizing impact on the delicate Baltic Sea ecosystem (e.g., benthic
habitats, marine mammals) was paramount. Strict environmental regulations governed every phase.
3. Seabed Variability: The route crossed diverse geology — soft sediments, hard moraines, boulder
fields, and glacial erratics — requiring adaptable pipe-laying and burial techniques.

4. Logistical Scale: Millions of tons of materials (concrete-coated steel pipes, rock for protection)
were sourced, transported, and installed by a fleet of specialized vessels operating 24/7.

Geodetic & Surveying Triumphs:

Ultra-Precise Route Positioning: A high-accuracy acoustic positioning network, integrated with
seabed transponders and vessel GNSS (GPS/GLONASS), guided pipe-laying vessels with
centimeter-level precision. Real-time data ensured the pipeline followed the meticulously planned
route, avoiding obstacles and adhering to burial depth requirements.

Pre-Lay & Post-Lay Surveys: Sophisticated Multibeam Echosounders (MBES) and Side-Scan Sonar
(SSS) mapped the seabed in extreme detail before construction to finalize the route and identify
hazards. Post-lay surveys confirmed pipe position, burial depth, and seabed restoration using the
same technologies combined with Remotely Operated Vehicles (ROVs) for visual inspection.
Munitions Clearance Verification: High-resolution sonar and magnetometer surveys pinpointed over
80, 000 objects. Dedicated vessels meticulously cleared identified munitions along the corridor, with
constant surveying verifying safe clearance before pipe-laying proceeded.

Environmental Baseline & Monitoring: Comprehensive pre-construction surveys established
ecological baselines. Continuous monitoring during construction tracked sediment plumes, noise
levels, and potential impacts using water sampling, acoustic monitoring buoys, and repeated seabed
surveys.

Engineering Solutions:

Pipe-Laying Giants: Specialized vessels like the Solitaire and Castoro Sei laid pipes in record time
using the S-lay method, welding sections into continuous strings up to 12 meters long, coating welds,
and lowering the pipe to the seabed in a controlled catenary.

Adaptive Burial: Where required (approx. 85% of the route), massive Hydro-Jetting Sleds followed
the pipe-lay barge, fluidizing the seabed to bury the pipeline 1-3 meters deep for protection. In rocky
areas, pre-trenching or post-lay rock placement was used. Burial depth was continuously monitored
via ROVs and sonar.

Material Logistics: Concrete-coated pipes (up to 25 tonnes each) were manufactured in Germany
and Finland, shipped to lay barges, and welded continuously. Hundreds of thousands of tons of rock
were precisely dumped by fallpipe vessels to stabilize and protect the pipeline sections.

Cross-Border Coordination: Seamless collaboration between Russian, Finnish, Swedish, Danish,
and German authorities, surveyors, and contractors was essential for permitting, safety, and
environmental compliance along the entire route.

Legacy:

Nord Stream demonstrated that ultra-long, deep-water pipelines through environmentally sensitive
and politically complex regions were feasible. It set new standards for:

Subsea Survey Accuracy: Integrating GNSS, acoustics, sonar, and ROVs for unmatched positioning
and verification.

Environmental Mitigation: Proving large-scale projects could comply with stringent ecological
safeguards through meticulous planning and monitoring.

Offshore Construction Efficiency: Achieving high lay rates in challenging conditions with



innovative vessel technology and logistics.

International Project Execution: Managing complex stakeholder interfaces across multiple
jurisdictions.

Despite geopolitical shifts impacting its operation, Nord Stream remains a landmark achievement in
offshore pipeline engineering and a testament to the power of precision geodetics and integrated
project management in conquering one of the world's most demanding marine environments.

41. Answer the question:
What are the key activities during the construction phase?
42. Answer the question:
At what construction phase are topographic and engineering-geodetic surveys conducted?
43. Answer the question:
At what construction phase is staking out/laying out performed?
44. Answer the question:
Are mass earthwork calculations and control included in the planning or construction phases?
45. Answer the question:
Is adherence to plans ensured through geodetic supervision or remote sensing?
46. Answer the question:
What is the aim of an as-built survey?
47. Answer the question:

Are Maintenance, Repair, & Modification Support activities included within the lifespan of the
construction project?

48. Answer the question:
What equipment is used at construction sites for geodetic work?
49. Answer the question:
Are Operation & Maintenance activities included in the pre- or post-construction phase?
50. Answer the question:
What is the purpose of deformation monitoring?
51. Answer the question:
Do modifications and repairs require geospatial data?
52. Answer the question:

What methods for collecting construction data are commonly used? (Or: What methods for
collecting construction data are you familiar with?)

53. Answer the question:
What are the core objectives of Engineering Geodetic Support (EGS)?
54. Answer the question:
What is the purpose of quality control within Engineering Geodetic Support (EGS)?
55. Answer the question:
What is meant by the term “efficiency” in the context of Engineering Geodetic Support (EGS)?
56. Answer the question:
Does Deformation Monitoring pertain to the construction or operation phase of an object?
57. Answer the question:

What global navigation satellite system data are used when establishing and maintaining geodetic
control networks?

58. Answer the question:

What methods are used for collecting geodetic data at the construction site?
59. Answer the question:

What do we call a specialist responsible for collecting geodetic data at a construction site?
60. Answer the question:

What equipment and software are used to process geodetic data?
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